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VISION PLANNING OF DIAMAN

Vision planning

Be the first choice of a professional supplier
for High-end Lighting Brands in the world,
and be the leader in the manufacture of LED
commercial lighting products..

Mission
Create value to the world with warm,
comfortable environmental and healthy lights.

Core value
Pursue the state of perfection, keep the
execution of pledge

#Diaman offers customers the wonderful
experience, as it is with meticulous service.

*Diaman provides the best-quality products,
as it is concentrated on LED Down light,
with the spirit of craftsman and rigorous
attitude, treating every detail appropriately
during the process of R&D.

*Diaman is with high working efficiency, as
it always does research on all links related
to production, improving the technological
level constantly.

#Diaman has the strong strength of the team,
as it cares about the treatment, welfare, and
daily life of every employee, let the members
of Diaman have a true sense of belonging.

*Diaman takes responsibilities bravely, as it
keeps every commitment to society, customers,
suppliers and employees.

Diaman

LED commercial lighting

2024 edition
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Enviromental friendly

We continue to focus on environmental protection
and recyclability, and strictly control various

raw material suppliers, so that Diaman can make
950 of the lamps recyclable. We are committed

to finding more environmentally friendly
recyclable materials for lamp production.

High efficiency

In the design process of lamps, we focus more
on high light efficiency, energy saving and
environmental protection, so that each part
of the lamp can be replaced independently,
s0 as to minimize the waste of the overall |
amp discarded due to partial defects in
customer use. More innovations in optical
design, so that the efficiency of finished lamp
is greater than 120LM/W.

Excellent light output

We will study more deeply the design style
and concept of our target markets, think
about what kind of light output we shall
design for the application, to make a
excellent light output.

Long life Span
Strictly control the heat of the lighting fixture,
to make a long life time of the whole fixtures.
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TRACK LIGHT SYSTEM 48V

I 09090909020 0

I Track light accessory

48V Surface mounted track system

48V Surface mounted deep profile track system

48V Surface mounted H profile track system

48V Recessed track system(Installation beforehand)

B LED Track light 48V

1.5lime
2. Mystal
3.Maggie
45Stena
5.APPO
6.Mirro
7.Saline
8.Fino

TRACK LIGHT SYSTEM 230V

I 090909090 0

B Track light system 230V

027-036

037-062

065-078

230V track system
Mini 2 wires track

M LED Track light 230V

079-120

1.Zimo
2.Zimo.CCT
3.Slina
4.Saline
5.Stena
6.Stent

7 Kora
8.Appo.H
9.Mirro.H
10.Augan
11.5lim
12.FinoH
13.ABU

B Led recessed down light

B Led surface mounted light

LED RECESSED DOWN LIGHT

I 0909020 0

1.Recyc

2 Agate
3.Tank
4.Tuna
5.Huzzi
6.Mega
7.M.ART
8.Moon
9.Diro
10Aqua IP65
11.Mini
12.Star
13.Diamont
14 Milky
15.leos
16.Kizzi

17 Maria
18.Sirus
19.Mercucy
20Pluto
21.Luri
22Dura
23.Geogi
24NMenu

LED SURFACE MOUNTED LIGHT

1.M.ART
2.Slim
3.Roma
4 Hatty
5.Luno
6.Fino
7.5tlite

121-238

239-260
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Symbols

IP Code Introduction

1 ~ ; ,’ The Restriction of the use of certain hazardous
= Class| - [EC protection class s  substances in electrical and electronic equipment

@ Class I - [EC protection class @J Standards Association of Australian

. - Device suitable to be mounted on
@ Class |l - IEC protection class @ normally flammable surfaces (EN 60598)

Dimmable WMAM Device suitable to be mounted on furniture

('l, VISUAL COMFORT
Ensured by a low glare system

C E European Conformity

Colour

»

=,

W

ECO Energy Saving

Quadrangular installation hole

Round installation hole

Tilting light beam

Warranty 5 years

CRI=85, CRI 93 be option
High colour rendering index

REFLECTOR
Reflector diffuse emission

Pratection class (IEC 60529)
against foreign bodies and water

Pure Aluminum
heat dissipation system

Quick connector

(@) O O

02 03 10

Matt White Matt Black Silver Nickel Brush

12 13
Matt White / Matt White
Matt Black Matt Golden

@)

14
Matt Black
Matt Golden

IP20

Solids,first digit
No protection
Protect against solid bodies of dimensions=50mm
Protect against solid bodies of dimensions=12.5mm
Protect against solid bodies of dimensions=2.5mm
Protect against solid bodies of dimensions>1.0mm
Protect against the dust (Ingress of dust is not entirely prevented)

Completely protect against the dust(No ingress of dust)

Liquids,second digit

No protection

Protect against dripping water

Protect against dripping water when tilted up to 15"

Protect against spraying water when tilted up to 60°

Protect against spraying water{any direction)

Protect against water jets(any direction)

Protect against powerful water jets(Water projected in powerful jets Against the enclosure

from any direction shall have no harmful effects)

Protect against effect of temporary immersion in water(Ingress of water in harmful quantity
shall not be possible when the enclosure is immersed in water under defined conditions

of pressure and time)

Protect against effect of continuous immersion in water(Ingress of water in harmful quantity
shall not be possible when the enclosure is immersed in water under defined conditions

of pressure and time)
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TRACK LIGHT ACCESSORY

A

48V Surface mounted track system

LED TRACK LIGHT SYSTEM 48V

-]~

030 DG-144 030 DG-181 030 DG-151 030 DG-129 030 DG-130 030 DG-131

~| 4]

030 DG-153 030 DG-154 030 DG-155

48V Surface mounted deep profile track system

Slime
48V Track Light

038 Slime
21 DG50101-10W

038 Slime 038 Slime
21 DG50151-15W N2 DG50201-20W

Mystal

48V Track Light

040 Mystal
(12 DG30082-7W

040 Mystal
(12 DG30083-7W

032 DG-143 032 DG-141 032 DG-160 032 DG-142 032 DG-161

48V Surface mounted H profile track system

Maggie

48V Track Light

044 Maggie
DG30054-6W

044 Maggie 044 Maggie 044 Maggie 045 Maggie
DG30104-10W DG30122-13W DG30184-18W DG30252-25W

zZop

034 DG-166 034 DG-167 034 DG-168 034 DG-169 034 DG-170

48V Recessed track system(Installation beforehand)

Stena
48V Track Light

049 Stena
DG30135-3W

050 Stena
DG14052-5W

[=3
5
©
v
BA
m
>
o (

049 Stena 049 Stena 050 Stena 050 Stena
DG31055-5W DG31104-10W DG31155-15W DG31205-20W DG31305-30W

DG14102-14W

036 036 DG-179 036

009

APPO

48V Track Light

054 APPO.A
DG11101-12W

i

054 APPO.A 054 APPO.A 054 APPO.A 054 APPO.A
DG21101-12W DG31101-12W DG11102-12W DG21102-12W DG31102-12W
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LED TRACK LIGHT SYSTEM 48V

4
Mirro
48V Track Light
-
056 Mirro 056 Mirro 056 Mirro 056 Mirro
DG39103-12W DG39183-18W DG39104-12W DG39184-18W

Saline
48V Track Light ‘ \ \ \ \
058 Saline 058 Saline 058 Saline 059 Saline 059 Saline 059 Saline
DG30081-7W DG30161-15W DG30311-30W DG31081-7W DG31161-15W DG31311-30W

059 Saline 059 Saline 059 Saline
DG33081-7W DG33161-15W DG33311-30W

O T
48V Track Light —-— I I
062 Fino 062 Fino 062 Fino 062 Fino
DG36108-10W DG6208-20W DG36109-10W DG36209-20W

on

TRACK LIGHT ACCESSORY

A

230V track system

sl RIS ES

069 DG-001 069 DG-007 069 DG-009 069 DG-011 069 DG-004 069 DG-006 069 DG-013
DG-002 DG-008 DG-010 DG-012 DG-005

~[ [l ][~

069 DG-014 070 DG-003 070 DG-095 070 DG-096 070 DG-097 070 DG-098 070 DG-099

070 DG-100 070 DG-101

Mini 2 wires track

& A e~

076 DG-186 076 DG-187 076 DG-188 076 DG-189 076 DG-190 076 DG-191 076 DG-192

077 DG-193 077 DG-194 077 DG-195 077 DG-196 077 DG-197 077 DG-136 078 DG-140

&N @ ~

078 DG-198 078 DG-199 078 DG-202 078 DG-203

Zimo
230V Track Light

080 Zimo 080 Zimo 080 Zimo
W2 DG32154-15W W2 DG32204-23W M2 DG32304-30W
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LED TRACK LIGHT SYSTEM 230V

230V Track Light

Zimo.CCT |

082 Zimo.CCT 082 Zimo.CCT
J21 DG32205-20W 021 DG32305-30W

LED TRACK LIGHT SYSTEM 230V

Slina
230V Track Light

084 Slina 084 Slina
a1 DG32072-7W 021 DG32152-15W

Stent
230V Track Light

094 Stent 094 Stent
DC12052-5W DC12102-14W

Saline
230V Track Light

087 Stena 087 Stena 087 Stena 087 Stena 088 Stena
DG30055-5W DG30075-8W DG30125-14W DG30185-22W DG30285-32W

088 Stena 088 Stena 088 Stena 089 Stena
DG30175-11W DG31125-17W DG31185-27W DG31285-38W

089 Stena 089 Stena 089 Stena 090 Stena
DG31076-11W DG31126-17W DG31186-27W DG31286-38W

Kora
230V Track Light

-

095 Kora 096 Kora
N DG30128-13.5W  [§all DG30187-22W

.
-

096 Kora 096 Kora 096 Kora
2 DG30077-11W oy DG30157-18W iy DG30253-27W

Stena
230V Track Light

s

- -
el

090 Stena 090 Stena 090 Stena 091 Stena
DC12073-8W DC12123-14W DC12183-22W DC12283-32W
n \ ‘i ‘
091 Stena 091 Stena 091 Stena 092 Stena 092 Stena
TC30055-5W TC30075-11W TC30125-15W TC30185-25W TC30285-38W

013

Appo.H

230V Track Light

101 Appo.H 101 Appo.H 101 Appo.H 101 Appo.H 101 AppoH 101 Appo.H
DG11103-12W DG21103-12W DG31103-12W DG11104-12W DG21104-12W DG51104-12W

-

<

102 Appo.H 102 Appo.H 102 Appo.H 102 Appo.H 102 Appo.H 102 Appo.H
DC11101-12W DC21101-12W DC31101-12W TC11101-12W TC21101-12W TC31101-12W

Mirro.H

230V Track Light

o —
105 Mirro.H 105 Mirro.H 105 Mirro.H 105 Mirro.H 105 Mirro.H 105 Mirro.H
DG39101-11W DG39181-18W DG39102-11W DG39182-18W DC39101-11W DC39181-18W
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LED TRACK LIGHT SYSTEM 230V

LED RECESSED DOWN LIGHT

A

106 Mirro 106 Mirro 106 Mirro 106 Mirro 106 Mirro 106 Mirro
T1C39101-11W TC39181-18W TC39102-11W TC39182-18W DC39102-11W DC39182-18W

Augan

230V Track Light

109 Augan 109 Augan 109 Augan 109 Augan 110 Augan 110 Augan
DG30053-4W DG30051-6W DG30093-9W DG30133-13W DG30154-15W DG30204-20W
T
110 Augan 110 Augan
DG30304-30W DG30404-40W

Slim

230V Track Light

113 Slim 113 Slim 113 Slim 113 Slim
DG31202-20W DG31302-30W DG31402-40W DG31452-45W

Fino.H

230V Track Light

118 Fino.H 118 Fino.H 118 Fino.H 118 Fino.H
DG36111-10W DG36211-20W DG36112-10W DG36212-20W

ABU

230V Track Light

120 ABU
DG34001

015

Recyc
LED Recessed
down light
125 Recyc 125 Recyc 125 Recyc 125 Recyc
02 TC18073-8W 2 TC23073-8W TC18074-7W 20 TC23074-7W
126 Recyc 126 Recyc 126 Recyc 126 Recyc
21 TC19075-8W a1 1C22071-8W 21 TC19076-7W a1 1C22072-7W
Recyc 126 Recyc
021 TC88076-7W W2 TC88077-8W
Agate
LED Recessed
down light 6
129 Agete 129 Agete 129 Agete
TC53052-6W TC53073-9W TC53103-12W
Tank
LED Recessed
down light V4 y < V4
134 Tank 134 Tank 134 Tank 135 Tank 135 Tank 135 Tank
TC58073-7.5W TC58103-12W TC58153-15W TC58074-7.5W TC58104-12W TC58154-15W

B

S

136 Tank 136 Tank 136 Tank 137 Tank
TC58077-7.5W TC58107-12W TC58157-15W TC58075-7.5W

138 Tank 138 Tank 138 Tank 139 Tank
TC58076-7.5W TC58106-12W TC58156-15W TC58078-7.5W

137 Tank 137 Tank

TC58105-12W TC58155-15W

139 Tank 139 Tank
TC58108-12W TC58158-15W
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LED RECESSED DOWN LIGHT LED RECESSED DOWN LIGHT

A A

Tuna
Led recessed
down light
159 Mega 159 Mega 159 Mega 159 Mega
144 Tuna 144 Tuna 144 Tuna 144 Tuna 144 Tuna 144 Tuna 1C37202-22.5W TC37302-33W TC37402-43W TC37602-62W
TC54153-15W TC54203-20W TC54303-30W TC54154-15W TC54204-20W TC54304-30W
160 Mega 160 Mega 160 Mega 160 Mega 160 Mega 160 Mega
145 Tuna 145 Tuna 145 Tuna 145 Tuna 145 Tuna 145 Tuna TC37055-5W TC37122-15W TC37203-28W TC37403-56W TC37152-22.5W TC37362-30W
TC54155-15W TC54205-20W TC54305-30W TC54156-15W TC54206-20W TC54306-30W
Huzzi
Led recessed
down light
=
161 Mega 161 Mega 161 Mega 161 Mega 161 Mega
TC36024-3W TC36043-5W TC36103-11W TC36205-22.5W TC360303-33W
150 Huzzi 150 Huzzi 150 Huzzi 150 Huzzi 150 Huzzi 150 Huzzi
TC68051-7W TC68101-12 TC68151-16W DC21202-20W DC21302-30W DC21402-40W
Led recessed
down light
166 M.ART 166 M.ART 166 M.ART 166 M.ART 167 M.ART
151 Huzzi 151 Huzzi 151 Huzzi 151 Huzzi TC24054-7W TC28073-9W TC28153-15W TC60102-12W TC61102-12W
TC68052-7W TC68102-12W TC68152-16W DC21203-22.5W
152 Huzzi 152 Huzzi 152 Huzzi 152 Huzzi 152 Huzzi 152 Huzzi 167 M.ART 167 M.ART 167 M.ART 167 M.ART
TC68054-7W TC68104-12W TC68154-16W TC68055-7W TC68105-12W TC68155-16W TC62102-12W TC25053-7W TC25101-9W TC25153-15W
Mega
Moon

Led recessed ‘
down light P / Id.ed relc.eshsted
L own lig

157 Mega 157 Mega 157 Mega 157 Mega 157 Mega
TC36022-2W TC36063-6W TC36123-12W TC36163-16W TC36203-22.5W

172 Moon 172 Moon 172 Moon 172 Moon 173 Moon 173 Moon
TC11035-4.5 TC11055-6W TC21035-4.5W TC21055-6W TC12035-4.5W TC12055-6W

wm|e |e=

158 Mega 158 Mega 158 Mega 173 Moon 173 Moon 174 Moon 174 Moon 174 Moon 174 Moon

158 Mega 158 Mega
TC22035-4.5W TC22055-6W TC27052-6W TC27072-9W TC89054-6W TC89074-9W
1C36023-3W 1C36042-6W TC36102-11W TC36202-22.5W TC36302-30W
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LED RECESSED DOWN LIGHT

A

175 Moon 175 Moon 175 Moon
TC66073-9W DG3414-2x9W DG3421-3x9W

LED RECESSED DOWN LIGHT

A

192 Star 192 Star
TC27033-4.5W TC27036-4.5W

Diro
Led recessed N S
179 DIRO 179 DIRO 179 DIRO 179 DIRO 180 DIRO 180 DIRO
TC24075-7W TC32071-7W TC24076-7W TC32072-7W TC24077-7W TC32073-7W
180 Diro 180 Diro
TC24078-7W TC32074-7W
Aqua IP65
Led recessed ‘
down light O
183 Aqua IP65 183 Aqua IP65 183 Aqua IP65 183 Aqua IP65 184 Aqua IP65 184 Aqua IP65
TC24071-7W T1C24072-7W TC24073-7W T1C24074-7W TC9110-12W TC9515-15W
Mini
Led recessed
down light
187 Mini 187 Mini 187 Mini 187 Mini 188 Mini 188 Mini
TC11036-3.5W TC21036-3.5W TC31031-3.5W TD1003-3W TD3003-3W TD6003-3W
Star
Led recessed . ,
down light ~
9 ‘ 2
190 Star 190 Star 190 Star 190 Star 191 Star 191 Star
TD1202-1.5W TD1402-1.5W TD1302-1.5W TD10033-1.5W TD1002-2W TD1102-2W
. .
191 Star 191 Star 191 Star 191 Star 192 Star 192 Star
TD1602-1.5W TC20033-4.5W TD2003-4.5W TD2103-4.5W TC20038-4.5W TC20035-4.5W
019

Diamont
Led recessed
down light &
W
195 Diamont 195 Diamont 195 Diamont 195 DIAMONT 196 Diamont 196 Diamont
TC13052-6W TC11072-9W TC32055-6W T1C12107-12W DC22152-15W DC22202-20W
196 Diamont 196 Diamont 197 Diamont 197 Diamont 197 Diamont 197 Diamont
DC22302-30W DC22402-40W TC31052-6W TC21072-9W TC13057-6W TC22106-12W
197 Diamont 198 Diamont 198 Diamont 198 Diamont 198 Diamont
TC81102-12W DC23152-15W DC23202-20W DC23302-30W DC23402-40W
Milky
Led recessed
down light
200 Milky 200 Milky 200 Milky
W2 TD33153-15W N2 TD33184-20W 02 TD33254-25W
Leos
Led recessed
down light

202 Leos 202 Leos 203 Leos 203 Leos 203 Leos 203 Leos
TD1009-9W TD2009-9W TD1209-9W TD3015-16W TD1018-19W TD1025-26W

203 Leos 203 Leos
TD1028-36W TD1035-36W

020



LED RECESSED DOWN LIGHT LED RECESSED DOWN LIGHT

A A

Kizzi Luri
Led recessed
Fire Rated
Downlights
206 Kizzi 206 Kizzi 206 Kizzi 206 Kizzi 206 Kizzi 206 Kizzi 230 Luri-fire 230 Luri-fire 230 Luri-fire 230 Luri-fire
TD10101-12W TD10153-15W TD10203-20W TD10152-15W TD10255-25W TD10357-30W TC40055-4.5W TC27056-6W TC36072-6W TC26094-9W
Dura
Maria
Led recessed
down light . ‘l!!l’
wn lig Fire Rated
Downlights
230 Dura 230 Dura 231 Dura 231 Dura 231 Dura 231 Dura
210 Maria 210 Maria 210 Maria 210 Maria 210 Maria 210 Maria TC32039-4.5W TC32031-4.5W TC33037-6W TC33038-6W TC70062-6W TC80065-6W
TD33062-8W TD33122-15W TD33182-22W TD33063-8W TD33123-15W TD33183-22W
Sirus
Led recessed
down light
231 Dura 231 Dura 232 Dura 232 Dura 232 Dura 232 Dura
212 SirusA 212 SirusA 213 SirusA 213 SirusA 213 SirusA TC33092-9W TC33093-9W 3 1C18077-7W 02 TC23075-7W (120 TC18078-8W 021 TC23076-8W
TC88078-6W TC8809-12W TC8815-15W DC2430-30W DC2440-40W
Geogi
Fire Rated o e e
Downlights
213 Sirus.B 214 Sirus.B 214 Sirus.B 214 Sirus.B 214 Sirus.B 233 Geogi 233 Geogi 233 Geogi 233 Geogi 234 Geogi 234 Geogi
DC3230-30W DC3240-45W DC3250-50W TD3430-30W TD3440-45W TC8607-9W TC8610-12W TC8107-9W TC8110-12W TC8507-9W TC8510-12W
Mercucy . e
Led recessed : ; - : ;
down ight [==> o= DS
234 Geogi 234 Geogi 235 Geogi 235 Geogi 235 Geogi 235 Geogi
217 Mercucy 217 Mercucy 217 Mercucy 218 Mercucy 218 Mercucy 218 Mercucy TC8707-9W TC8710-12W TC4707-9W TC4710-12W TC4807-9W TC4810-12W
DG40072-9W DG40142-2x9W DG40212-3x9W DG40102-12W DG40202-2x12W DG40302-3x12W
236 Geogi 236 Geogi 236 Geogi 236 Geogi
219 Mercucy 219 Mercucy 219 Mercucy DG3007-9W DG3010-12W TC7307-9W TC7310-12W
DG40152-15W DG42302-2x15W DG40452-3x15W
Pluto Venu
Led recessed Led recessed
down light —— ——— down light
223 Pluto 223 Pluto 223 Pluto 238 Venu 238 Venu 238 Venu 238 Venu
TC32152-15W TC32302-2x15W TC32452-3x15W DC1003-3W DC1103-3W TD2203-3W TD2303-3W
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LED SURFACE MOUNTED LIGHT

LED SURFACE MOUNTED LIGHT

M.ART
LED Surface
mounted light

243 M.RAT 243 M.RAT 243 M.RAT 243 M.RAT
02 DC22077-9W (02 DC22015-2x9W (02 DC22021-3x9W (42 DC22028-4x9W

244 M.RAT 244 M.RAT 244 M.RAT 244 M.RAT
21 DC22135-13W N2 DC22027-2x13W M DC22039-3x13W & DC22052-4x13W

Luno
LED Surface
mounted light

254 Luno 254 Luno 254 Luno 254 Luno 254 Luno 254 Luno

NEW DC34011-10W DC34012-2x10W DC34013-3x10W 31 DC34014-4x10W {3} DC34021-10W NEW DC34023-3x10W

Slim
LED Surface
mounted light

246 Slim 246 Slim 246 Slim 246 Slim
(021 TD33152-15W TD33202-30W M2 TD33302-40W TD33402-50W

246 Slim 246 Slim 246 Slim 246 Slim
02 TD33154-15W W2 TD33204-30W (02 TD33304-40W W2 TD33404-50W

Fino
LED Surface
mounted light

-]

256 Fino 256 Fino 256 Fino 256 Fino
TC36106-10W TC36206-20W TC36107-10W TC36207-20W

Stlite
LED Surface
mounted light

259 Stlite 259 Stlite 259 Stlite 259 Stlite 259 Stlite
TC38301-30W TC38401-40W TC38402-40W TC38403-40W 1C38404-40W

Roma
LED Surface
mounted light

248 Roma 248 Roma 248 Roma 248 Roma 250 Roma 250 Roma
TC38054-6W DC12152-13W DC1225-25W DC1235-35W DC22075-7W DC22145-2x7W
249 Roma 249 Roma 249 Roma
DC12072-7W DC12122-12W DC12182-20W
Hatty
LED Surface
mounted light
o 7

252 Hatty 252 Hatty 252 Hatty
02 DC34006-6W M2 DC34112-2x6W 12 DC34018-3x6W

023
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025

LOW-VOLTAGE

ON THE RIGHT TRACK,

RECESSED
LOW VOLTAGE 48V

u1

uz

Low voltage products are very small
in size and have aminimalistic look.

Low voltage fixtures can be moved
easily and used in applications where
lighting fixtures are accessible to
people, without any risk.

Low voltage tracks can be used for
smart lighting, easy to control the
whole system of all lights.

48V 2 x 16A Max. 48V 16A Max. + DALI signal connection
| b u *
T @ . =
@ ® =
L DALI

SURFACE MOUNTED DEEP SURFACE MOUNTED H
LOW VOLTAGE 48V LOW VOLTAGE 48V
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DG-141

L Deep profile connector-Flat(Left)

DG-130

L connector

DG-135

Ceiling mount EZCLICK

ey

DG-140

Ceiling mount reinforcement

DG-129

| connector

DG-136

Ceiling mount EZCLICK suspension kit

DG-141

L Deep profile connector-Flat(Left)

DG-130

L connector

48V Low voltage track diagram
—_————————

DG-142

L Deep profile connector
Stereo(Internal corner)

DG-131

Flexible connector

DG-144 DG-143

Live-end connector(Left)

Deep profile end cap
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48V LOW VOLTAGE = TRACK SYSTEM

ACCESSORIES

48V Surface mounted track system

Color: ]

Al £] "
! b
~ , t ..4}
™ 1
S E 3 a ;
Ceiling mount Suspension mo.n—nt
48V 2*16A Max. 48V 16A Max.+DALI signal connection
+ +

= J|. o U e %
U2; * / DALI; iy /.

Model No. Track length Profile material Package Color

DG-146 1000(mm) Aluminum 1/12 wiBH
extrusion

D6-147 2000(mm) Aluminum 1/9 Mi=R:3 |
extrusion

DG-148 3000(mm) Aluminum 1/6 wilBm
extrusion

DG-149 4000(mm) Aluminum 1/6 wieHE
extrusion

Live-end connector(Left)

Live-end connector(Right)

End cap

| connector

L connector

Flexible connector

L profile connector-flat(Left)

L profile connector-flat(Right)

L profile connector-Stereo(Internal corner)

L profile connector-Stereo(External corner)

ARIVADIAAY

)

114

| | =1 [ ®]
7788
DG-131
_l' g i|a
P~ ]
22 o
95
DG-152
- 2 ]sz
o
1 o —
222 71
DG-153

DG-155

030
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48V LOW VOLTAGE
e

TRACK SYSTEM

ACCESSORIES

48V Surface mounted deep profile track system

Color: ]

26.2
i
™
r~
=t
Ceiling mount Suspension mount
—
23.2
48V 2*16A Max. 48V 16A Max.+DALI signal connection
+ +
U1 u
— . -
o Py = /.
u2 + L DALI +
Model No. Track length Profile material Package Color
DG-156 1000(mm) Aluminum 1/8 wiBH
extrusion
D6-157 2000(mm) Aluminum 1/8 Mi=R:3 |
extrusion
DG-158 3000(mm) Aluminum 1/6 wilBm
extrusion
DG-159 4000(mm) Aluminum 1/6 wieHE
extrusion

Deep profile end cap

L Deep profile connector-Hat(Left)

L Deep profile connector-Hat(Right)

L Deep profile connector-Stereo(Internal corner)

L Deep profile connector-Stereo(External corner)
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48V LOW VOLTAGE

48V Surface mounted H profile track system

TRACK SYSTEM

26.2
e —
q k
P~
w
) | E— Suspension mount
23.2
48V 2*16A Max. 48V 16A Max.+DALI signal connection
+ -
U1 u 4\?
- L - L
U2 + L /. DALI L /.
Model No. Track length Profile material Package Color
DG-162 1000(mm) Aluminum 1/4 wiBH
extrusion
D6-163 2000(mm) Aluminum 1/4 Mi=R:3 |
extrusion
DG-164 3000(mm) Aluminum 1/4 WO BE
extrusion
DG-165 4000(mm) Aluminum 1/4 wieHE
extrusion

H profile end cap

L connector-Hat{Left)

L connector-Hat{Right)

L connector-Stereo(Internal corner)

L connector-Stereo{External corner)

8LL

BLL

ACCESSORIES
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48V LOW VOLTAGE = TRACK SYSTEM

48V Recessed track system(Installation beforehand)

Color: ]

[=7] 1
- = PSS gy oy —
! W
23.2 Recessed mount
I {
74
48V 2*16A Max. 48V 16A Max.+DALI signal connection

v, * Ve DALI r A

Model No. Track length Profile material Package Color

DG-172 1000(mm) Aluminum 1/4 wiBH
extrusion

D6-173 2000(mm) Aluminum 1/4 Mi=R:3 |
extrusion

DG-174 3000(mm) Aluminum 1/4 wilBm
extrusion

DG-175 4000(mm) Aluminum 1/4 wieHE
extrusion

ACCESSORIES

Recessed end cap

Recessed straight connector

L recessed profile connector-Hat(Left)

L recessed profile connector-Flat{Right)

L 1 profile connector-5 {I | corner)

L recessed profile connector-Stereo(External corner)
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Slime

LED Track Light 48V

* It is a small but powerful track
light capable of rotating up to

degrees.

Opties

alh® ci24°

037

* Suitable for leisure, hospitality,
accommodation and many other
130 degrees and horizontal 360 seenes.

® |t can provide both upward and
downward light.

130° up light tilt

o

350° rotation -
up/down light

\l \‘
N
d
e 37 9 51 9 62
CE|| @ ||r2o]| 7 ||ere)| B[ ||5||  |men| ©

LED Driver Colour
11y =
s & - o o o 0
1 2 3 4 02 12 13 14
on and off Trige dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Galden
3557
= " E—
355° =
o L " -130
4| H130° 1
L
)
-
o o
A1
® o
source system source system
W Im W Im optic code colour  LED driver W Im w Im optic code colour  LED driver
LED DC 48V  250mA [ 36V LED DC 48V 500mA [ 36V
2700K 2700K
9W 1106 10W 790 15° DG50101.1 02-12-13-14 1-3-4 18W 1575 20W 1210 20° DG50201.1 02-12-13-14 1-3-4
9W 1106 10W 790 24° DG50101.2 02-12-13-14 1-3-4 18W 1575 20W 1210 30° DG50201.2 02-12-13-14 1-3-4
9W 1106 10W 790 36° DG50101.3 02-12-13-14 1-3-4 18W 1575 20W 1210 40° DG50201.3 02-12-13-14 1-3-4
3000K 3000K
9W 1190 10W 850 15° DG5010M.1 02-12-13-14 1-3-4 18W 1690 20W 1300 20° DG50201.1 02-12-13-14 1-3-4
9W 1190 10W 850 24° DG5010M.2 02-12-13-14 1-3-4 18W 1690 20W 1300 30° DG50201.2 02-12-13-14 1-3-4
9W 1190 10W 850 36° DG50101.3 02-12-13-14 1-3-4 18W 1690 20W 1300 40° DG50201.3 02-12-13-14 1-3-4
4000K 4000K
oW I9i00 S0WE6EE R DOERI TISEEE T 18W 1860 20N 1430 20° DB50201.1 02-12-13-14 1-3-4
oW T3t TOW 995 5h¢ DEEGI01S G5aliania 15 18W 1860 20N 1430 30° DG50201.2 02-12-13-14 1-3-4
oW FaTe0 Ao 69 R DEESI6TS G5aalinsia 15k 18W 1860 20N 1430 40° DG50201.3 02-12-13-14 1-3-4
3857
-130°
B
.
F Interchangeable accessories
N
tﬁ’\ Wave lens
Filters in different colours . .
source system for interchange Spread Linear El"mftenlng Honeycomb
W Im W Im optic code colour  LED driver (. tens spread EO
LED DC 48V  350mA [ 36V 2
2700K } I
12.6W 1730 15W 1330 20° DG50151.1 02-12-13-14 1-2-4 ‘ ] ]
12.6W 1730 15W 1330 30° DG50151.2 02-12-13-14 1-3-4
12.6W 1730 15W 1330 40° DG50151.3 02-12-13-14 1-3-4
3000K
12.6W 1860 15W 1430 20° DG50151.1 02-12-13-14 1-3-4 Changeable anti glare rings
in different colors
12.6W 1860 15W 1430 30° DG50151.2 02-12-13-14 1-3-4
12.6W 1860 15W 1430 40° DG50151.3 02-12-13-14 1-3-4
White Black Silver Gold
4000K
12.6W 2040 15W 1570 20° DG50151.1 02-12-13-14 1-3-4
o ~17-12- . ¥
12.6W 2040 15W 1570 30° DG50151.2 02-12-13-14 1-3-4 4-’_’*, e
12.6W 2040 15W 1570 40° DG50151.3 02-12-13-14 1-3-4
- - —ﬁ- -
i A
A ‘*

038



IVIYSta I LED Driver Colomn
ﬂ o) il O O @ @

LED Track Light 48V
1 2 3 4 02 12 13 14

Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden

on and off Triac dim 1-10 V dim

Interchangeable accessories

Wave lens
Filters in different colours )
for interchange Spread lens Linear spread Softening lens Honeycomb
\ | f |
Changeable anti glare rings White Black Silver Gold
in different colors
- @
* - - "ﬁ -
\ 4 ;
< LU
870 70x70
- -
o o
@ @
N
High a70 70x70
P20 || erp|| © umen| | <
50000 umen
source system source system
W Im W  Im optic code colour  LED driver W Im W Im optic code colour  LED driver
® Track mounted downlight, supplement to track spot light. LED DC 48V 250mA [ 36V LED DC 48V 250mA [ 36V
® 15°/25°/36° optional beam angle. 700 «
« Low UGR <15, 2700
o . 9W 1092 10W 780 15° DG30082.1 02-12-13-14 1-3-4 9W 1092 10W 780 15° DG30083.1 02-12-13-14 1-3-4
e Various colours for options.
9W 1092 10W 780 25° DG30082.2 02-12-13-14 1-3-4 9W 1092 10W 780 25° DG30083.2 02-12-13-14 1-3-4
9W 1092 10W 780 36° DG30082.3 02-12-13-14 1-3-4 9W 1092 10W 780 36° DG30083.3 02-12-13-14 1-3-4
Optics
3000K 3000K
9W 1176 10W 840 15° DG30082.1 02-12-13-14 1-3-4 9W 1176 10W 840 15° DG30083.1 02-12-13-14 1-3-4
9W 1176 10W 840 25° DG30082.2 02-12-13-14 1-3-4 9W 1176 10W 840 25° DG30083.2 02-12-13-14 1-3-4
9W 1176 10W 840 36° DG30082.3 02-12-13-14 1-3-4 9W 1176 10W 840 36° DG30083.3 02-12-13-14 1-3-4
4000K 4000K
9W 1295 10W 925 15° DG30082.1 02-12-13-14 1-3-4 9W 1295 10W 925 15° DG30083.1 02-12-13-14 1-3-4
al5° a2s° 36° 9W 1295 10W 925 25° DG30082.2 02-12-13-14 1-3-4 9W 1295 10W 925 25° DG30083.2 02-12-13-14 1-3-4
9W 1295 10W 925 36° DG30082.3 02-12-13-14 1-3-4 9W 1295 10W 925 36° DG30083.3 02-12-13-14 1-3-4
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Maggie

LED track light 48V

DAY

R

P

i

™

J 2
0 35 0 45 9 55 0 65
% © e High || &
1P20 ERP 50000 20 350° lumen

+ Work on 48V low voltage with safety. + Anti-glare ring available in white, black,

On/off, DALI, 0-10V optional. silver & golden etc. Lens optional for
+ 0-350° rotating horizontally, 0-90° interchange.

tilting vertically. + Beam angle in 20°, 30° and 40°.

+ Simplified design, with beauty and
adaptation to different atmosphere.
Finish in matt white and black as optional.

Optics

Ny
) 90°
> 350

Dual rotation

o15° 018°-24° 030°-36° 040°

042




Maggie

LED track light 48V

LED Driver

1

on and off

A&

2

Triac dim

3
1-10 V dim

Dali

Colour

o

02

Matt Black

(e]

12

Matt White /
Matt Black

(@]

Matt White
Matt Golden

@)

14
Matt Black
Matt Golden

0-350° rotating horizontally, 0-90°
tilting vertically.

Interchangeable accessories

Changeable anti glare rings
in different colors

043

0-90° tilting vertically

Wave lens
Filters in different colours
for interchange

(T

White

Spread lens

Black

0-350° rotating horizontally

Linear spread

Silver

-
™
\’A

Softening lends

Gold

el
AW

Honeycomb

source system

W Im W Im optic code colour LED driver
LED DC48V 150mA/ 36V

2700K

54W 518 6W 370 15° DG30054.1 02-12-13-14 1-3-4
54W 518 6W 370 24° DG30054.2 02-12-13-14 1-3-4
54W 518 6W 370 36° DG30054.3 02-12-13-14 1-3-4
3000K

54W 560 6W 400 15° DG30054.1 02-12-13-14 1-3-4
54W 560 6W 400 24° DG30054.2 02-12-13-14 1-3-4
54W 560 6W 400 36° DG30054.3 02-12-13-14 1-3-4
4000K

54W 615 6W 440 15° DG30054.1 02-12-13-14 1-3-4
54W 615 6W 440 24° DG30054.2 02-12-13-14 1-3-4
54W 615 6W 440 36° DG30054.3 02-12-13-14 1-3-4

source
W

Im

system

W

Im

optic

code

colour  LED driver

LED DC 48V

350mA / 36V

2700K
12.6W

12.6W
12.6W

1435
1435
1435

13W
13W
13W

1025
1025
1025

20°
30°
40°

DG30122.1
DG30122.2
DG30122.3

02-12-13-14
02-12-13-14
02-12-13-14

1-3-4
1-3-4
1-3-4

3000K
12.6W

12.6W
12.6W

1540
1540
1540

13W
13W
13W

1100
1100
1100

20°
30°
40°

DG30122.1
DG30122.2
DG30122.3

02-12-13-14
02-12-13-14
02-12-13-14

1-3-4
1-3-4
1-3-4

4000K
12.6W

12.6W
12.6W

1695
1695
1695

13W
13W
13W

1210
1210
1210

20°
30°
40°

DG30122.1
DG30122.2
DG30122.3

02-12-13-14
02-12-13-14
02-12-13-14

1-3-4
1-3-4
1-3-4

source system

W Im W Im optic code colour LED driver
LED DC 48V  250mA [ 36V

2700K

9W 1180 10W 840 15° DG30104.1 02-12-13-14 1-3-4
9W 1180 10W 840 24° DG30104.2 02-12-13-14 1-3-4
9W 1180 10W 840 36° DG30104.3 02-12-13-14 1-3-4
3000K

9W 1260 10W 900 15° DG30104.1 02-12-13-14 1-3-4
9W 1260 10W 900 24° DG30104.2 02-12-13-14 1-3-4
9W 1260 10W 900 36° DG30104.3 02-12-13-14 1-3-4
4000K

9W 1390 10W 990 15° DG30104.1 02-12-13-14 1-3-4
9W 1390 10W 990 24° DG30104.2 02-12-13-14 1-3-4
9W 1390 10W 990 36° DG30104.3 02-12-13-14 1-3-4

source

W

Im

system

W

Im

optic

code

colour LED driver

LED DC 48V

450mA / 36V

2700K
16.2W

16.2W
16.2W

1820
1820
1820

18W
18W
18W

1400
1400
1400

20°
30°
40°

DG30184.1
DG30184.2
DG30184.3

02-12-13-14
02-12-13-14
02-12-13-14

1-3-4
1-3-4
1-3-4

3000K
16.2W

16.2W
16.2W

2100
2100
2100

18W
18W
18W

1500
1500
1500

20°
30°
40°

DG30184.1
DG30184.2
DG30184.3

02-12-13-14
02-12-13-14
02-12-13-14

1-3-4
1-3-4
1-3-4

4000K
16.2W

16.2W
16.2W

2145
2145
2145

18W
18W
18W

1650
1650
1650

20°
30°
40°

DG30184.1
DG30184.2
DG30184.3

02-12-13-14
02-12-13-14
02-12-13-14

1-3-4
1-3-4
1-3-4
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LED Driver

1

on and off

2

Triac dim

]|
3

1-10V dim

Il
pAL

Dali

Maggie

o o o
O Q @ 48V track light
02 12 13 14
Matt Black Matt White | Matt White Matt Black

Matt Black Matt Golden Matt Golden

source

W

Im

system

W

Im

optic

code

colour  LED driver

LED DC 48V

600mA / 36V

2700K
21.6W

21.6W
21.6W

3080
3080
3080

25W
25W
25W

2370
2370
2370

15°
24°

DG30252.1
DG30252.2
DG30252.3

02-12-13-14
02-12-13-14
02-12-13-14

1-3-4
1-3-4
1-3-4

3000K
21.6W

21.6W
21.6W

2925
2925
2925

25W
25W
25W

2550
2550
2550

15°
24°
36°

DG30252.1
DG30252.2
DG30252.3

02-12-13-14
02-12-13-14
02-12-13-14

1-3-4
1-3-4
1-3-4

4000K
21.6W

21.6W
21.6W

3645
3645
3645

25W
25W
25W

2805
2805
2805

15°
24°
36°

DG30252.1
DG30252.2
DG30252.3

02-12-13-14
02-12-13-14
02-12-13-14

1-3-4
1-3-4
1-3-4
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Stena

LED track light 48V

LN S N N N

@ 25 @ 35 045 @ 60

875

@ 85

@ 35 @ 60

&
CE|| @ ||1r20 ERP 5!0900 A

350°

High
lumen @

+ Compact, intelligent ,modular magnetic adapter which is very
safe by low wattage power supply . It can realize on-off ,

DALI, 0-10V dimming function , easier installation ; With
otated horizontally 350 degrees and vertically 90degrees.

- Imported genuine LED (COB), which is packaged by original
manufacturer, energy-saving, eco-friendly and high efficient,
perfectly restores the original vivid color and effectively
elevates your products appearance, creating a comfortable
atmosphere. Life span expectancy 50,000 hours.

+ Unique optical design, precise light distribution and high
efficient output, deliver more natural and soft light, with an
elevated transparent diffuser equipped, high anti-glare; lens
and reflector interchanging perfectly.

047

+ Compact, simple and elegant structure, integrated design,

high-quality aluminium alloy die-casting materials and perfect
aerodynamic design, make more excellent heat dissipation
performance by double ventilation through front and back heat
dissipation design . The classical color of Matt white and Matt
black for option suit for any scene.

+ Multiple wattage for option,accessories interchangeable freely ,

to meet the demands from different space.

+ Applicable to key lighting places such as shops , car

exhibitions, jewellery, hotels, exhibition halls , museums ,
professional showcases, closets, franchised stores halls etc.

LED Driver Colour
~N Ve
o vl i o o O
1 2 3 4 02 12 13 14
on and off Triac dim 1-10 V dim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden
Optics
. \ )
/ 90° intrack Surface
3507
pendant
Dual rotation
o18°-24° 030°-36° 040°
Interchangeable accessories
Wave lens
Filters in different colours i .
for interchange Spread lens Linear spread Softening lens Honeycomb
I
1
| i
Changeable anti glare rings White Black Silver Gold
in different colors
P
TP -
M = |
L4 y
i <2
| A j
20° 30° 40° 20° 30° 40°

048



LED Driver Colour
- ) ’ (0) 5
; i = o o o o
1 2 3 4 02 12 13 14
on and off Triac dim 1-10 V dim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden
H ’ & > E
350° >
% = 350°
A
% e o& B
(gfa @6 90
source system source system
W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver
LED DC 48V  350mA [ 6V LED DC 48V  350mA [ 9V
2700K 2700K
21W 320 3W 230 30° DG31035.2 02-12-13-14 1-3-4 3.2W 434 5W 310 18° DG31055.1 02-12-13-14 1-3-4
2.1W 320 3W 230 40° DG31035.3 02-12-13-14 1-3-4 3.2W 434 5W 310 24° DG31055.2 02-12-13-14 1-3-4
3000K 3.2W 434 5W 310 36° DG31055.3 02-12-13-14 1-3-4
2.1W 350 3W 250 30° DG31035.2 02-12-13-14 1-3-4 3000K
2.1W 350 3W 250 40° DG31035.3 02-12-13-14 1-3-4 3.2W 469 5W 335 18° DG31055.1 02-12-13-14 1-3-4
2000K 32W 469 5W 335 24° DG31055.2 02-12-13-14 1-3-4
21W 385 3W 275 30° DG31035.2 02-12-13-14 1-3-4 32W 469 5W 335 36° DG31055.3 02-12-13-14 1-3-4
2.1W 385 3W 275 40° DG31035.3 02-12-13-14 1-3-4 4000K
32W 518 5W 370 18° DG31055.1 02-12-13-14 1-3-4
32W 518 5W 370 24° DG31055.2 02-12-13-14 1-3-4
32W 518 5W 370 36° DG31055.3 02-12-13-14 1-3-4
2 = / \ —_
e { ="
< 350° 3500
o [
% % A\ o
Nl
g &
source system source system
W Im W Im optic code colour  LED driver W Im W Im optic  code colour
LED DC 48V  250mA/ 36V LED DC 48V  350mA /[ 36V
2700K 2700K
9W 1180 10W 840 20° DG31104.1 02-12-13-14 1-3-4 12.6W 1730 15W 1330 20° DG31155.1 02-12-13-14 1-3-4
9W 1180 10W 840 30° DG31104.2 02-12-13-14 1-3-4 12.6W 1730 15W 1330 30° DG31155.2 02-12-13-14 1-3-4
9W 1180 10W 840 40° DG31104.3 02-12-13-14 1-3-4 12.6W 1730 15W 1330 40° DG31155.3 02-12-13-14 1-3-4
3000K 3000K
9W 1260 10W 900 20° DG31104.1 02-12-13-14 1-3-4 12.6W 2002 15W 1430 20° DG31155.1 02-12-13-14 1-3-4
9W 1260 10W 900 30° DG31104.2 02-12-13-14 1-3-4 12.6W 2002 15W 1430 30° DG31155.2 02-12-13-14 1-3-4
9W 1260 10W 900 40° DG31104.3 02-12-13-14 1-3-4 12.6W 2002 15W 1430 40° DG31155.3 02-12-13-14 1-3-4
4000K 4000K
9W 1390 10W 990 20° DG31104.1 02-12-13-14 1-3-4 12.6W 2050 15W 1575 20° DG31155.1 02-12-13-14 1-3-4
9W 1390 10W 990 30° DG31104.2 02-12-13-14 1-3-4 12.6W 2050 15W 1575 30° DG31155.2 02-12-13-14 1-3-4
9W 1390 10W 990 40° DG31104.3 02-12-13-14 1-3-4 12.6W 2050 15W 1575 40° DG31155.3 02-12-13-14 1-3-4

049

LED Driver Colour
= o = o o o o
1 2 3 4 02 12 13 14
on and off Triac dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden
source system source system
W Im W Im optic  code colour LED driver W Im W Im optic  code colour  LED driver
LED DC 48V 500mA [ 36V LED DC 48V 700mA / 36V
2700K 2700K
18W 2300 20W 1770 20° DG31205.1 02-12-13-14 1-3-4 252W 3510 30W 2700 20° DG31305.1 02-12-13-14 1-3-4
18W 2300 20W 1770 30° DG31205.2 02-12-13-14 1-3-4 252W 3510 30W 2700 30° DG31305.2 02-12-13-14 1-3-4
18W 2300 20W 1770 40° DG31205.3 02-12-13-14 1-3-4 252W 3510 30W 2700 40° DG31305.3 02-12-13-14 1-3-4
3000K 3000K
18W 2470 20W 1900 20° DG31205.1 02-12-13-14 1-3-4 252W 3770 30W 2900 20° DG31305.1 02-12-13-14 1-3-4
18W 2470 20W 1900 30° DG31205.2 02-12-13-14 1-3-4 252W 3770 30W 2900 30° DG31305.2 02-12-13-14 1-3-4
18W 2470 20W 1900 40° DG31205.3 02-12-13-14 1-3-4 252W 3770 30W 2900 40° DG31305.3 02-12-13-14 1-3-4
4000K 4000K
18W 2720 20W 2090 20° DG31205.1 02-12-13-14 1-3-4 252W 4150 30W 3190 20° DG31305.1 02-12-13-14 1-3-4
18W 2720 20W 2090 30° DG31205.2 02-12-13-14 1-3-4 252W 4150 30W 3190 30° DG31305.2 02-12-13-14 1-3-4
18W 2720 20W 2090 40° DG31205.3 02-12-13-14 1-3-4 252W 4150 30W 3190 40° DG31305.3 02-12-13-14 1-3-4
& g LI =
maxﬂsooj1 max 1500/ *
g D 5
>
235 260
source system source system
W Im W Im optic code colour  LED driver W Im W Im optic  code colour LED driver
LED DC 48V  350mA [ 9V LED DC 48V 350mA [ 36V
2700K 2700K
39W 435 SW 310 18° DG14052.1 02-17-13-14 1-3-4 12.6W 1860 14W 1330 20° DG14102.1 02-12-13-14 1-3-4
39W 435 SW 310 24° DG14052.2 02-19-13-14 1-3-4 12.6W 1860 14W 1330 30° DG14102.2 02-12-13-14 1-3-4
39W 435 SW 310 36° DG14052.3 02-12-13-14 1-3-4 12.6W 1860 14W 1330 40° DG14102.3 02-12-13-14 1-3-4
3000K 3000K
39W 489 SW 335 18° DGTA052.1 0D2-12-1994 1-3-4 12.6W 2002 14W 1430 20° DG14102.1 02-12-13-14 1-3-4
45W 465 BW T35 94 DETA0SZZ 09-12-13.14 1-3-4 12.6W 2002 14W 1430 30° DG14102.2 02-12-13-14 1-3-4
39W 469 SW 335 36° DG14052.3 07-12-13-14 1-3-4 12.6W 2002 14W 1430 40° DG14102.3 02-12-13-14 1-3-4
4000K 4000K
39W 520 5W 370 18° DG14052.1 02-12-13-14 1-3-4 12.6W 2205 14W 1575 20° DG14102.1 02-12-13-14 1-3-4
39W 520 5W 370 24° DG14052.2 02-12-13-14 1-3-4 12.6W 2205 14W 1575 30° DG14102.2 02-12-13-14 1-3-4
39W 520 5W 370 36° DG14052.3 02-12-13-14 1-3-4 12.6W 2205 14W 1575 40° DG14102.3 02-12-13-14 1-3-4
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Appo

LED track light 48V

8 102 78 102 78 102 2 102 2 102 2 102
13 <> High
1P20 ERP 530 45° 350° lumen @

- High quality, high light efficiency,
COB with high CRl,using high
precision die-cast aluminum for
physical heat dissipation to ensure
the long life of lamps, flicker free
driver comply with CE, SAA, and UKCA.

Optics

o36° o180°

053

- Flexible DIY front-end optical kit

to adapt to various scenarios.

- Family design with 230V main

voltage, 48V low votage, and
pendant versions.

- With adjustable single side 45

degrees and horizontal rotation
350 degrees design,easy to adapt
to a variety of irradiation angles.

A
N
&
.

350°

LED Driver

ﬂ L il

1 2 3 4

on and off Triac dim 1-10 V dim Dali

Colour
(¢] (@)
01 02

Matt White Matt Black

NN
(o) W

W Im W Im optic code colour LED driver
LED DC 48V  260mA /[ 36V

\\\

source system

2700K
9.4W 1176 12W 840 36° DG11101.2 01-02 1-3-4

3000K
9.4W 1260 12W 900 36° DG11101.2 01-02 1-3-4

9.4W 1385 12W 990 36° DG11101.2 01-02 1-3-4

W Im W Im optic code colour LED driver

source system

LED DC 48V 260mA [ 36V

2700K
9.4W 1176 12W 840 180° DG21101.4 01-02 1-3-4

3000K
9.4W 1260 12W 900 180° DG21101.4 01-02 1-3-4

4000K
9.4W 1385 12W 990 180° DG21101.4 01-02 1-3-4

source system

W

Im W Im optic code colour LED driver

LED DC 48V  260mA /[ 36V

2700K
9.4W 1176 12W 840 36° DG31101.2 01-02 1-3-4
3000K
9.4W 1260 12W 900 36° DG31101.2 01-02 1-3-4
4000K

9.4W 1385 12W 990 36° DG31101.2 01-02 1-3-4

— —_— T
o
ﬂ 3
1 =
o 7N
~
@) | /
= @102
source system
W Im W Im optic code colour LED driver

LED DC 48V 260mA/ 36V

2700K
9.4W 1176 12W 840 36° DG11102.2 01-02 1-3-4

3000K
9.4W 1260 12W 900 36° DG11102.2 01-02 1-3-4

4000K
9.4W 1385 12W 990 36° DG11102.2 01-02 1-3-4

@102

source system
W Im W Im optic code colour LED dr

iver

LED DC 48V 260mA /[ 36V

2700K
9.4W 1176 12W 840 180° DG21102.4 01-02 1-3-4
3000K
9.4W 1260 12W 900 180° DG21102.4 01-02 1-3-4
4000K

9.4W 1385 12W 990 180° DG21102.4 01-02 1-3-4

[N \
Dol —
/
@102
source system
W Im W Im optic code colour LED driver

LED DC 48V 260mA/ 36V

2700K
9.4W 1176 12W 840 36° DG31102.2 01-02 1-3-4

3000K
9.4W 1260 12W 900 36° DG31102.2 01-02 1-3-4

4000K
9.4W 1385 12W 990 36° DG31102.2 01-02 1-3-4
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Mirro

LED track light 48V

O

132 9 200 9 132 @ 200
% & > High
IP20 ERP 530 907 || 3s0° lumen @

- Simplified design, ultra-thinness, with
beauty and adaptation to different
atmosphere. Finish in matt white and
black as optional.

Optics

p—gy

o100° o100°

055

+ 0-350° rotating horizontally, 0-90°
tilting vertically.

+ Work on 48V low voltage with safety.
On/off, DALI, 0-10V optional.

LED Driver

- o) |

1 2 3 4

on and off Triac dim 1-10 V dim Dali

Colour

(e]

01

o

02

Matt White Matt Black

90°

0-90° tilting vertically

source system

W Im W Im optic code colour LED driver

LED DC 48V  250mA /[ 39V

2700K
9.8W 1064 12W 760 100° DG39103.4 01-02 1-3-4

3000K
9.8W 1150 12W 820 100° DG39103.4 01-02 1-3-4

4000K
9.8W 1260 12W 900 100° DG39103.4 01-02 1-3-4

Max 1500

135

@132
source system
W Im W Im optic code colour LED driver
LED DC 48V  250mA [ 39V
2700K
9.8W 1064 12W 760 100° DG39104.4 01-02 1-3-4
3000K
9.8W 1150 12W 820 100° DG39104.4 01-02 1-3-4
4000K

9.8W 1260 12W 900 100° DG39104.4 01-02 1-3-4

ol

-

3500 D

0-350° rotating horizontally

source system

W Im W Im optic code  colour LED driver
LED DC 48V  450mA /[ 36V

2700K

16.2W 2110 18W 1620 100° DG39183.4 01-02 1-3-4

3000K
16.2W 2260 18W 1740 100° DG39183.4 01-02 1-3-4

4000K
16.2W 2490 18W 1915 100° DG39183.4 01-02 1-3-4

Max 1500

S R a—

@200
source system
W Im W Im optic code colour LED driver
LED DC48V  450mA /[ 36V
2700K
16.2W 2110 18W 1620 100° DG39184.4 01-02 1-3-4
3000K
16.2W 2260 18W 1740 100° DG39184.4 01-02 1-3-4
4000K

16.2W 2490 18W 1915 100° DG39184.4 01-02 1-3-4
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Sa I i n e LED Driver Colour
Io} il (o) (e

LED track light 48V "
1 2 3 4 01 02

on and off Triac dim 1-10 V dim Dali Matt White Matt Black

High
woo|[ el & E @]

+ Work on 48V low voltage with safety.
On/off, DALI, 0-10V optional.

+ Simplified design, with beauty and
adaptation to different atmosphere.

Finish in matt white and black as optional. source system
+ Anti-glare ring can be made in black, W Im W Im optic code colour LED driver
white, silver and gold. LED DC48V 350mA/ 18V

+ 0-180° tilting vertically.

2700K
6.3W 1175 7W 840 90° DG30081.2 01-02 1-3-4
Optics
3000K
° ° ° ° o . . o ° . ° ° 6.3W 1260 7W 900 90° DG30081.2 01-02 1-3-4

4000K
6.3W 1386 7W 990 90° DG30081.2 01-02 1-3-4

8
J
+90°

036° 090°
870
o DG30311/30W & ]
A 438
DG30161/15W &/
source system
Y W Im W Im optic code colour LED driver
DG30081/7W NI LED DC 48V  350mA/ 36V
2700K
870 12.6W 2260 15W 1739 90° DG30161.3 01-02 1-3-4
. DICKARIRTETVVEEENIE © 0 00 00000000000000000000000000000000000000000000 3000K
-
138 12.6W 2430 15W 1870 90° DG30161.3 01-02 1-3-4
DG31161/15W & B I 4000K
12.6W 2675 15W 2057 90° DG30161.3 01-02 1-3-4
222
DG31081/7W &/ EXTXXXTXXTXT
887
! INCRRKIRIKTINNI] ©00000000000000000000000000000000000000000000000 |
< 455
'} CEERIAVRIVIENE 900 909909009009009000000 |
\ 239
N DG33081/7W | source system
W Im W Im optic code colour LED driver
LED DC 48V  700mA / 36V
2700K

25.2W 2940 30W 2260 90° DG30311.3 01-02 1-3-4

3000K
252W 3160 30W 2430 90° DG30311.3 01-02 1-3-4

4000K
25.2W 3480 30W 2675 90° DG30311.3 01-02 1-3-4
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LED Driver

/o)) ]|
1 2 3 4

on and off Triac dim 1-10 Vdim Dali

Colour

o o

01 02
Matt White Matt Black

source system

W Im W Im optic code colour LED driver
LED DC 48V 350mA/ 18V

2700K

6.3W 850 7W 605 36° DG31081.2 01-02 1-3-4
3000K

6.3W 910 7W 650 36° DG31081.2 01-02 1-3-4
4000K

6.3W 1000 7W 715 36° DG31081.2 01-02 1-3-4

source system

W Im W Im optic code colour LED driver
LED DC 48V  350mA/ 36V

2700K

12.6W 1660 15W 1275 36° DG31161.2 01-02 1-3-4
3000K

12.6W 1780 15W 1370 36° DG31161.2 01-02 1-3-4
4000K

12.6W 1960 15W 1507 36° DG31161.2 01-02 1-3-4

source system

W Im W Im optic code  colour LED driver
LED DC 48V  700mA [ 36V

2700K

25.2W 2300 30W 1767 36° DG31311.2 01-02 1-3-4
3000K

25.2W 2470 30W 1900 36° DG31311.2 01-02 1-3-4
4000K

25.2W 2720 30W 2090 36° DG31311.2 01-02 1-3-4

059

+90°
source system
W Im W Im optic code colour LED driver
LED DC 48V 350mA/ 18V
2700K
6.3W 850 7W 605 36° DG33081.2 01-02 1-3-4
3000K
6.3W 910 7W 650 36° DG33081.2 01-02 1-3-4
4000K

6.3W 1000 7W 715 36° DG33081.2 01-02 1-3-4

Heoor
source system
W Im W Im optic code colour LED driver
LED DC 48V  350mA /[ 36V
2700K
12.6W 1660 15W 1275 36° DG33161.2 01-02 1-3-4
3000K
12.6W 1780 15W 1370 36° DG33161.2 01-02 1-3-4
4000K

12.6W 1960 15W 1507 36° DG33161.2 01-02 1-3-4

5
‘ 7

£90°
source system
W Im W Im optic code colour LED driver
LED DC 48V  700mA [ 36V
2700K
25.2W 2300 30W 1767 36° DG33311.2 01-02 1-3-4
3000K
252W 2470 30W 1900 36° DG33311.2 01-02 1-3-4
4000K

252W 2720 30W 2090 36° DG33311.2 01-02 1-3-4




Fino

LED track light 48V

(ST —
139x35 270x35 139x35 270x35
Nt N
+45° +45°
: e h
g
L ERP 50000 % @ lumen

+ High quality, high efficiency, high CRI chips.There is a
variety of beam angle for optional.lt has very good

physical heat dissipation with high precision die-casting
aluminum,so as to ensure long lifespan. With flicker free

driver and complaince with CE, SAA, UKCA certified.

+ A full range of surface mounted, 48V low voltage track

and high voltage track lights.

Optics

061

ol12° o15° 030°-34°

+ Anti glare ring in black, clear, slight black, slight purple,
matt black for optional, which will be applied to different
scenarios perfectly.

+ 355 degrees horizontally rotation of the lamp body.
Different connectors can be customized made to match
all range of the track lights in the market.

i 7
; - e d
Small size S & 7
040°-48° +45° 355

LED Driver Colour
— o) f ; ') 'a
n 2 il (@) o (0] O
1 2 3 4 02 12 13 14
on and off Triac dim 1-10 V dim Dali Matt Black Matt White / Matt White/ Matt Black/
Matt Black Matt Golden Matt Golden
- e
355 355
E‘I‘ 33
o v v v |
139x35 270x35
source system source system
W Im W Im optic code colour  LED driver W Im W Im optic code colour  LED driver
LED AC 200-240V DC 250mA / 30V LED AC 200-240V DC 500mA / 30V
2700K 2700K
7.5W 650 10W 465 12° DG36108.1 02-12-13-14 1-2 15W 1210 20W 930 12° DG36208.1 02-12-13-14 1-2
7.5W 650 10W 465 34° DG36108.2 02-12-13-14 1-2 15W 1210 20W 930 34° DG36208.2 02-12-13-14 1-2
7.5W 650 10W 465 48° DG36108.3 02-12-13-14 1-2 15W 1210 20W 930 48° DG36208.3 02-12-13-14 1-2
3000K 3000K
7.5W 700 10W 500 12° DG36108.1 02-12-13-14 1-2 15W 1300 20W 1000 12° DG36208.1 02-12-13-14 1-2
7.5W 700 10W 500 34° DG36108.2 02-12-13-14 1-2 15W 1300 20W 1000 34° DG36208.2 02-12-13-14 1-2
7.5W 700 10W 500 48° DG36108.3 02-12-13-14 1-2 15W 1300 20W 1000 48° DG36208.3 02-12-13-14 1-2
4000K 4000K
7.5W 770 10W 550 12° DG36108.1 02-12-13-14 1-2 15W 1430 20W 1100 12° DG36208.1 02-12-13-14 1-2
7.5W 770 10W 550 34° DG36108.2 02-12-13-14 1-2 15W 1430 20W 1100 34° DG36208.2 02-12-13-14 1-2
7.5W 770 10W 550 48° DG36108.3 02-12-13-14 1-2 15W 1430 20W 1100 48° DG36208.3 02-12-13-14 1-2
N = S W b
+45°  355° +45° 355°
K fel . :
2o | I
— o
Vi v iV i
| e e e | 270><35
139%x35
source system source system
W Im W Im optic code colour  LED driver W Im W Im optic code colour  LED driver
LED AC 200-240V DC 250mA [ 30V LED AC 200-240V DC 500mA / 30V
2700K 2700K
7.5W 650 10W 465 12° DG36109.1 02-12-13-14 1-2 15W 1210 20W 930 12° DG36209.1 02-12-13-14 1-2
7.5W 650 10W 465 34° DG36109.2 02-12-13-14 1-2 15W 1210 20W 930 34° DG36209.2 02-12-13-14 1-2
7.5W 650 10W 465 48° DG36109.3 02-12-13-14 1-2 15W 1210 20W 930 48° DG36209.3 02-12-13-14 1-2
3000K 3000K
7.5W 700 10W 500 12° DG36109.1 02-12-13-14 1-2 15W 1300 20W 1000 12° DG36209.1 02-12-13-14 1-2
7.5W 700 10W 500 34° DG36109.2 02-12-13-14 1-2 15W 1300 20W 1000 34° DG36209.2 02-12-13-14 1-2
7.5W 700 10W 500 48° DG36109.3 02-12-13-14 1-2 15W 1300 20W 1000 48° DG36209.3 02-12-13-14 1-2
4000K 4000K
7.5W 770 10W 550 12° DG36109.1 02-12-13-14 1-2 15W 1430 20W 1100 12° DG36209.1 02-12-13-14 1-2
7.5W 770 10W 550 34° DG36109.2 02-12-13-14 1-2 15W 1430 20W 1100 34° DG36209.2 02-12-13-14 1-2
7.5W 770 10W 550 48° DG36109.3 02-12-13-14 1-2 15W 1430 20W 1100 48° DG36209.3 02-12-13-14 1-2
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230V
Track System
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065

DG-003

End cap

DG-007

“L"connector'left |

DG-013

“+"connector

DG-001

Power connector|eft”

DG-009

“T"connectorleft I

DG-005

Insulated connector

DG-012

“T"connector'right 117

DG-011

“T"connector‘right "

230V TRACK LKIGHT ACCESSORIES

DG-010

“T" connector "left 11"

DG-002

Power connector‘right”

DG-015

Soft connector

DG-006

Straight connector

DG-008

DG-004

Conducting connector

“L" connector “right”

066



230V HIGH VOLTAGE TRACK SYSTEM 230V HIGH VOLTAGE TRACK SYSTEM

230V Surface mounted track stradard version

B . PE
3-circuit surface track B 5
n \ - i 5
R =T 1-Circuit
352 230V 164 3.?KW-"'|'_-'\_~|—‘> |\ For this type of connection,
ik i the 3-circuits on the entire track are
== L
.*"—I A]r—r"’\ —_— | controlled through one switch.
2 1F & N MAXA6A - &=
1 l |
PE
G e N 3
Model No.  Track length  Profilc material  Package Color IE;TE( 3-Circuit
- i 1|-£ ‘ i For this type of connection,
DG-020 1 000[mm] Alumi num 1 ..u' 12 WO BE t; P each circuit is controlled through one switch.
extrusion i3 ; I
Aluminum
DG-021 2000(mm) s 1/9 WOBE . NAAY 164 |
s E I— j )
DG-022 3000(mm) Aluminum 1/6 WOBME _— ==
extrusion
06-023 4000(mm) Aluminum 1/6 WOBE
extrusion
3-circuit recessed track
36 . DG-007 DG-009 DG-001
Track accessories example ey = | o T
/-\EI |ilr The track can be arranged in linear, } K
- : L-sharped, fi d oth metri
2 u 9 sharped, square forms and other geo ic, ! A !
5 L3 N-J by using L-connectors, T-connectors,
L 55 gy L BT f | Cross connectors and Flexible connectors i I
----- '-L.,.J -1 - =
56 DG-007 DG-011
with a few track connectors, DG-008 DG-012 DG-002
Model No. Track length Profile material Package Color thetracksican bearangediots B3 i o
DG-066 1 000[mm] Aluminum 1 !.l 12 WO BN different patterns as required by customers,
extrusion
f to meet different illumination requirements
DG-067 2000(mm) A'“t’"'“.““‘ 1/9 WO Bm B
EXATS I and achieve desired lighting effects.
DG-068 3000(mm) Aluminum 1/6 WO Bm
extrusion -
Aluminum : s PR = e L =
DG-069 4000[mm] jemieinds 1 '.l' 6 WO BNR Diaman track system complies with CE DG-008 DG-010

067

068



ACCESSORIES

Live-end connector to start a run

98 98
:% .mbh g I Y
DG-001 DG-002
“L" connector to connect two track sections at a 90 angle. 101 101
5| 5

“T" connector to connect three track sections into a T configuration.

10

“T" connector to connect three track sections into a T configuration.

Mini joiner A low profile connector to join two straight
track sections end-to-end 68 ]
3 8 B
DG-005
Straight connector to connect two track sections end-to-end.
It provides a center feed option. 166
DG-006
“+" connector to connect four track sections into 166
a cross configuration. ‘I
B e o, |
DG-013
Flexible connector to connect two track sections at any angle up
to 90 degrees or wall ceiling or pitched ceiling application. 248
9| S M= rs
DG-014

069

ACCESSORIES

166 166
Py o O,
g il g

End cap connects to the track section end.

Track suspension parts
Suspension kit with 6mm x 1m rod.

Track suspension parts
Suspension kit with 1.5m wire.

COVer plate For model:
DG-074
DG-075

For model:
DG-079

For model:
DG-080
DG-081

For model:
DG-082
DG-083
DG-084
DG-085

For model:
DG-086

DG-096

56

DG-097

99

7

DG-099

77

DG-100
99

DG-101

070



071

MINI 2 WIRES SINGLE CIRCUIT  TRACK SYSTEM

Mini 2 wires single circuit track system

POWERGEAR Mini 2 wires single circuit track system, it is born on the basis of 48V low voltage track
system which can create the modern and simple style consistently, but also can avoid the disadvantage
of 48V low voltage track system that the load capacity is weak, and too complicated for installation and

maintenance.

This track system is for 230 Vac mains, and the rated load capacity can reach 3.7 KW, what is greatly
expanded the loading capacity of light fittings, and suitable for the light fittings overall at the position. It
is recommended to be used for commercial space designed with modern and simple style.

072



073

DG-192 Mini 2 wires single circuit track system diagram

|
L connector(Right)
DG-196
T connector(Right 2) A
/\ DG-194
T connector(Left 2)
DG-192
L connector(Right) DG-197
X connector D G— 192
L connector(Right)
DG-186

Live-end connector(Left)

Straight connector

DG-196

T connector(Right 2)

DG-191

L connector(Left)

DG-188
End cap DG-191

L connector(Left)

DG-190

Straight connector

DG-189

Mini joiner

074



075

MINI 2 WIRES SINGLE CIRCUIT TRACK SYSTEM
=

ACCESSORIES

Mini 2 wires track

Color: ]

=T
£ X 7

b4

1 Phase 230V 16A Max.

Ceiling mount

}

Suspension mount

Model No. Track length Profile material Package Color
DG-182 1000(mm) Aluminum 1/4 Wi BN
extrusion
DG-183 2000(mm) Aluminum 1/4 WO BE
extrusion
DG-184 3000(mm) Aluminum 1/4 W Bm
extrusion
DG-185 4000(mm) Aluminum 1/4 wi BN
extrusion

Live-end connector(Left)

Live-end connector(Right)

End cap

Mini joiner

Straight connector

L connector(Left)

L connector(Right)

DG-189

120.7

26.2

62

DG-190

076



ACCESSORIES

T connector(Left 1)

T connector(Left 2)

T connector(Right 1)

T connector(Right 2)

X connector

Ceiling mount, EZCLICK suspension kit
with 1.5m wire

077

"
fad
,-.

ACCESSORIES

Ceiling mount reinforcement kit
with 1.5m wire

Ceiling mount, suspension kit
with 1.5m wire

Suspension kit

Reinforcement kit for surface mounted
track straight connection

Reinforcement plate for recessed
track straight connection

9L ST

SYE

DG-202

DG-203

078



Zimo

LED track light 230V

LED Driver

1

on and off

A&

2

Triac dim

3

1-10 V dim

Colour

01
Matt White

(@)

02

Matt Black

130Im/W

875 2 85 297
I G High
1P20 ERP 50000 90 350° lumen
* Super high lumen output at CRI>90
+ Easy Installation 350° Rotating & 90° Tilting.
- UGR<19
+ 15W, 23W, 30W as a range.
* Honeycomb as an accessories for option.
Optics
Dual rotation
o15° 024° 036°

079

source

W

Im

system

W

Im

optic

code

colour LED driver

LED AC 200-240V DC 350mA / 36V

2700K
12.6W

12.6W
12.6W

2030
2030
2030

15W
15W
15W

1560
1560
1560

15°
24°
36°

DG32154.1
DG32154.2
DG32154.3

01-02
01-02
01-02

1-2-4
1-2-4
1-2-4

3000K
12.6W

12.6W
12.6W

2180
2180
2180

15W
15W
15W

1675
1675
1675

15°
24°
36°

DG32154.1
DG32154.2
DG32154.3

01-02
01-02
01-02

1-2-4
1-2-4
1-2-4

4000K
12.6W

12.6W
12.6W

2390
2390
2390

15W
15W
15W

1840
1840
1840

15°
24°
36°

DG32154.1
DG32154.2
DG32154.3

01-02
01-02
01-02

1-2-4
1-2-4
1-2-4

source

W Im

system

W

Im

optic

code

colour LED driver

LED AC 200-240V DC 700mA / 36V

2700K
25.2W

25.2W
25.2W

4355
4355
4355

30W
30W
30W

3350
3350
3350

15°
24°
36°

DG32304.1
DG32304.2
DG32304.3

01-02
01-02
01-02

1-2-4
1-2-4
1-2-4

3000K
25.2W

25.2W
25.2W

4680
4680
4680

30W
30W
30W

3600
3600
3600

15°
24°
36°

DG32304.1
DG32304.2
DG32304.3

01-02
01-02
01-02

1-2-4
1-2-4
1-2-4

4000K
25.2W

25.2W
25.2W

5148
5148
5148

30W
30W
30W

3960
3960
3960

15°
24°
36°

DG32304.1
DG32304.2
DG32304.3

01-02
01-02
01-02

1-2-4
1-2-4
1-2-4

source
W Im

system

W

Im

optic

code colour LED driver

LED AC 200-240V DC 600mA / 36V

2700K

18W 3625 23W
23W
23W

18W 3625
18W 3625

2790
2790
2790

15°
24°
36°

DG32204.1 01-02
DG32204.2 01-02
DG32204.3 01-02

1-2-4
1-2-4
1-2-4

3000K
18W 3900

18W 3900
18W 3900

23W
23W
23W

3000
3000
3000

15°
24°
36°

DG32204.1 01-02
DG32204.2 01-02
DG32204.3 01-02

1-2-4
1-2-4
1-2-4

4000K
18W 4290

18W 4290
18W 4290

23W
23W
23W

3300
3300
3300

15°
24°
36°

DG32204.1 01-02
DG32204.2 01-02
DG32204.3 01-02

1-2-4
1-2-4
1-2-4

Interchangeable accessories

Wave lens

Filters in different colours
for interchange Spread

(‘ -
.\

\

Using reflective cups

Linear
spread

Softening
lens

Reflector

U ALA

24°

15°

36°

Honeycomb

080



Zimo CCT

LED track light 230V

[TON | OFF [@dv
ON lou 500 | 20W
.

S

4 Power changieable

s 3E=3%

- 3 CCT for option

V

Ve
“

2 85 @ 97

081

LED Driver

= o) ]

1 2 3 4

on and off Triac dim 1-10 V dim Dali

Colour

o (@)

01 02
Matt White Matt Black

g

p20|| @ ||erp|| © e

50000

350°

High
lumen

- Super high lumen output at CRI>90

- Easy Installation 350° Rotating & 90° Tilting.
- UGR<19

- Family design.

* Honeycomb as an accessories for option.

Optics

o15° 024° 036°

source system

W Im W Im optic  code colour LED driver

CCT dimming: 3000-4000-5000K
Power: TOW 14W 18W 20W

LED AC 200-240V DC 250mA / 36V

9w 1400 10W 1000 15° DG32205.1 01-02 1-2-4
9w 1400 10W 1000 24° DG32205.2 01-02 1-2-4
9w 1400 10W 1000 36° DG32205.3 01-02 1-2-4

LED AC 200-240V DC 350mA / 36V

12.6W 1960 14W 1400 15° DG32205.1 01-02 1-2-4
12.6W 1960 14W 1400 24° DG32205.2 01-02 1-2-4
12.6W 1960 14W 1400 36° DG32205.3 01-02 1-2-4

LED AC 200-240V DC 450mA / 36V

16.2W 2520 18W 1800 15° DG32205.1 01-02 1-2-4
16.2W 2520 18W 1800 24° DG32205.2 01-02 1-2-4
16.2W 2520 18W 1800 36° DG32205.3 01-02 1-2-4

LED AC 200-240V DC 500mA / 36V
18W 2800 20W 2000 15° DG32205.1 01-02 1-2-4

18W 2800 20W 2000 24° DG32205.2 01-02 1-2-4
18W 2800 20W 2000 36° DG32205.3 01-02 1-2-4

Dual rotation

Fooe

<3

source system

W Im W Im optic  code colour LED driver

CCT dimming: 3000-4000-5000K
Power: 17W 20W 23W 28W

LED AC 200-240V DC 400mA / 36V

14.5W 2380 17W 1700 15° DG32305.1 01-02
14.5W 2380 17W 1700 24° DG32305.2 01-02
14.5W 2380 17W 1700 36° DG32305.3 01-02

1-2-4
1-2-4
1-2-4

LED AC 200-240V DC 500mA / 36V

18W 2800 20W 2000 15° DG32305.1 01-02
18W 2800 20W 2000 24° DG32305.2 01-02
18W 2800 20W 2000 36° DG32305.3 01-02

1-2-4
1-2-4
1-2-4

LED AC 200-240V DC 600mA / 36V

21.6W 3220 23W 2300 15° DG32305.1 01-02
21.6W 3220 23W 2300 24° DG32305.2 01-02
21.6W 3220 23W 2300 36° DG32305.3 01-02

1-2-4
1-2-4
1-2-4

LED AC 200-240V DC 700mA / 36V
252W 3920 28W 2800 15° DG32305.1 01-02

25.2W 3920 28W 2800 24° DG32305.2 01-02
252W 3920 28W 2800 36° DG32305.3 01-02

1-2-4
1-2-4
1-2-4
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Slina

LED track light 230V

LED Driver

o) il

1 2 3 4

on and off Triac dim 1-10 V dim Dali

Colour

(e]

01

Matt White

(@)

02

Matt Black

@ 45 2 60

ce

1P20

ERP

50000

350°

High
lumen

* Super high lumen output at CRI>90

- Easy Installation 350° Rotating & 90° Tilting.
- UGR<19

+ 15W, 23W, 30W as a range.

* Honeycomb as an accessories for option.

Optics

083

o15°

026°

038°

Dual rotation

Interchangeable accessories

[

%0°

g \\\ e

W Im W Im optic code colour LED driver
LED AC 200-240V DC 180mA / 36V

source system

2700K
6.5W 1090 8W 780 28° DG32072.1 01-02 1-2

6.5W 1090 8W 780 38° DG32072.2 01-02 1-2

3000K
6.5W 1120 8W 800 28° DG32072.1 01-02 1-2

6.5W 1120 8W 800 38° DG32072.2 01-02 1-2

4000K
6.5W 1150 8W 820 28° DG32072.1 01-02 1-2

6.5W 1150 8W 820 38° DG32072.2 01-02 1-2

Wave lens

Filters in different colours
for interchange Spread lens

€o

Linear spread

source

W

Im

system

W

Im

Softening lens

optic

5

N

©

N

code

(%

Honeycomb

colour LED driver

LED AC 200-240V DC 350mA / 36V

2700K
12.6W

25.2W
25.2W

1885
1885
1885

15W
15W
15W

1450
1450
1450

DG32152.1
DG32152.2
DG32152.3

01-02
01-02
01-02

3000K
12.6W

25.2W
25.2W

1925
1925
1925

15W
15W
15W

1480
1480
1480

DG32152.1
DG32152.2
DG32152.3

01-02
01-02
01-02

4000K
25.2W

25.2W
25.2W

2015
2015
2015

15W
15W
15W

1550
1550
1550

DG32152.1
DG32152.2
DG32152.3

01-02
01-02
01-02

084



Stena

LED track light 230V

LED Driver Colour

: L il Ibai O O
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track light
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@ 35 0 45 2 60

875

2 85
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@ 45 @ 60 @75 @ 85
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@ 45 @ 60 @75 @ 85
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S

Surface
7 J
0 45 2 60 275 @ 85
Recessed
. ~ 4~ 4o | —
AN \ AN N\ / \
] J P
@ 35 @ 45 2 60 @75 9 85
@© 68mm @ 68mm @ 68mm @ 83mm @ 83mm

1 2 3 4 02 12 13 14
on and off Triac dim 1-10 V dim Dali Matt Black Matt White / Matt White/ Matt Black/
Matt Black Matt Golden Matt Golden
High
C€ ir20(| @ ||ere|| @ ||l || s
50000 umen
+ Anti-glare ring available in + Simplified design with driver
white, black, silver & golden etc. embedded in, with beauty and
Lens optional for interchange. adaptation to different atmosphere.
+ Beam angle in 20°, 30° and 40°. Finish in matt white and black
- 0-350°rotating horizontally, as optional.
0-90°tilting vertically.
Optics
L )g0e
Z
Gl
= —> 350°
Dual rotation
020° 30° 040°
Interchangeable accessories
Wave lens
Filters in different colours i .
Spread lens Linear spread Softening lens Honeycomb

for interchange

C
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LED Driver Colour
- 0) | O
; CEE = o o 0 ®
1 2 3 4 02 12 13 14
on and off Triac dim 1-10 V dim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden
350°
( Lo
*
e}
@
source system source system
W Im W Im optic code colour LED driver W Im W Im optic code colour  LED driver
LED AC 200-240V DC 350mA [ 9V LED AC 200-240V DC 150mA / 36V
2700K 2700K
3.2W 490 5W 350 18° DG30055.1 02-12-13-14 1-2 54W 910 8W 650 20° DG30075.1 02-12-13-14 1-2
3.2W 490 5W 350 24° DG30055.2 02-12-13-14 1-2 54W 910 8W 650 30° DG30075.2 02-12-13-14 1-2
3.2W 490 5W 350 36° DG30055.3 02-12-13-14 1-2 54W 910 8W 650 40° DG30075.3 02-12-13-14 1-2
3000K 3000K
3.2W 530 5W 380 18° DG30055.1 02-12-13-14 1-2 54W 980 8W 700 20° DG30075.1 02-12-13-14 1-2
3.2W 530 5W 380 24° DG30055.2 02-12-13-14 1-2 5.4W 980 8W 700 30° DG30075.2 02-12-13-14 1-2
3.2W 530 5W 380 36° DG30055.3 02-12-13-14 1-2 5.4W 980 8W 700 40° DG30075.3 02-12-13-14 1-2
4000K 4000K
32W 590 5W 420 18° DG30055.1 02-12-13-14 1-2 5.4W 1080 8W 770 20° DG30075.1 02-12-13-14 1-2
3.2W 590 5W 420 24° DG30055.2 02-12-13-14 1-2 5.4W 1080 8W 770 30° DG30075.2 02-12-13-14 1-
3.2W 590 5W 420 36° DG30055.3 02-12-13-14 1-2 5.4W 1080 8W 770 40° DG30075.3 02-12-13-14 1-2
> <2
/ 50° J 350°
Poor Foor
o ;
‘&\ O\
N
g o
source system
W Im W Im optic code colour LED driver W Im W Im optic  code colour  LED driver
LED AC 200-240V DC 300mA / 36V LED AC 200-240V DC 500mA / 36V
2700K 2700K
10.8W 1570 14W 1120 20° DG30125.1 02-12-13-14 1-2 18W 2480 22W 1905 20° DG30185.1 02-12-13-14 1-2
10.8W 1570 14W 1120 30° DG30125.2 02-12-13-14 1-2 18W 2480 22W 1905 30° DG30185.2 02-12-13-14 1-2
10.8W 1570 14W 1200 40° DG30125.3 02-12-13-14 1-2 18W 2480 22W 1905 40° DG30185.3 02-12-13-14 1-2
3000K 3000K
10.8W 1680 14W 1200 20° DG30125.1 02-12-13-14 1-2 18W 2670 22W 2050 20° DG30185.1 02-12-13-14 1-2
10.8W 1680 14W 1200 30° DG30125.2 02-12-13-14 1-2 18W 2670 22W 2050 30° DG30185.2 02-12-13-14 1-2
10.8W 1680 14W 1200 40° DG30125.3 02-12-13-14 1-2 18W 2670 22W 2050 40° DG30185.3 02-12-13-14 1-2
4000K 4000K
10.8W 1850 14W 1320 20° DG30125.1 02-12-13-14 1-2 18W 3730 22W 2870 20° DG30185.1 02-12-13-14 1-2
10.8W 1850 14W 1320 30° DG30125.2 02-12-13-14 1-2 18W 3730 22W 2870 30° DG30185.2 02-12-13-14 1-2
10.8W 1850 14W 1320 40° DG30125.3 02-12-13-14 1-2 18W 3730 22W 2870 40° DG30185.3 02-12-13-14 1-2
087

LED Driver Colour

- . i
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: & = o o o o
1 2 3 4 02 12 13 14
on and off Triac dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black

Matt Black Matt Golden Matt Golden
o s
{ \ 350°
X 7
\ ~90°
P
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4
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source system source system
W Im W Im optic code colour  LED driver W Im W Im optic code colour LED driver
LED AC 200-240V DC 700mA / 36V LED AC 200-240V DC 250mA [ 36V
2700K 2700K
252W 3265 32W 2510 20° DG30285.1 02-12-13-14 1-2 9W 1180 1MW 840 20° DG31075.1 02-12-13-14 1-2-4
252W 3265 32W 2510 30° DG30285.2 02-12-13-14 1-2 9W 1180 1MW 840 30° DG31075.2 02-12-13-14 1-2-4
252W 3265 32W 2510 40° DG30285.3 02-12-13-14 1-2 9W 1180 1MW 840 40° DG31075.3 02-12-13-14 1-2-4
3000K 3000K
252W 3510 32W 2700 20° DG30285.1 02-12-13-14 1-2 9W 1260 1MW 900 20° DG31075.1 02-12-13-14 1-2-4
252W 3510 32W 2700 30° DG30285.2 02-12-13-14 1-2 9W 1260 1MW 900 30° DG31075.2 02-12-13-14 1-2-4
252W 3510 32W 2700 40° DG30285.3 02-12-13-14 1-2 9W 1260 1MW 900 40° DG31075.3 02-12-13-14 1-2-4
4000K 4000K
252W 3861 32W 2970 20° DG30285.1 02-12-13-14 1-2 9W 1390 1MW 990 20° DG31075.1 02-12-13-14 1-2-4
252W 3861 32W 2970 30° DG30285.2 02-12-13-14 1-2 9W 1390 1MW 990 30° DG31075.2 02-12-13-14 1-2-4
25.2W 3861 32W 2970 40° DG30285.3 02-12-13-14 1-2 9W 1390 1MW 990 40° DG31075.3 02-12-13-14 1-2-4
I i
o e
\ \ Fooe
[90° P
A B N\
4
@ /q)f\‘b
source system source system
W Im W Im  optic code colour  LED driver W Im W Im optic  code colour LED driver
LED AC 200-240V DC 400mA / 36V LED AC 200-240V DC 600mA [ 36V
2700K 2700K
144W 1970 17W 1515 20° DG31125.1 02-12-13-14 1-2-4 21.6W 2900 27W 2230 20° DG31185.1 02-12-13-14 1-2-4
144W 1970 17W 1515 30° DG31125.2 02-12-13-14 1-2-4 21.6W 2900 27W 2230 30° DG31185.2 02-12-13-14 1-2-4
14.4W 1970 17W 1515 40° DG31125.3 02-12-13-14 1-2-4 21.6W 2900 27W 2230 40° DG31185.3 02-12-13-14 1-2-4
3000K 3000K
14.4W 2119 17W 1630 20° DG31125.1 02-12-13-14 1-2-4 21.6W 3120 27W 2400 20° DG31185.1 02-12-13-14 1-2-4
14.4W 2119 17W 1630 30° DG31125.2 02-12-13-14 1-2-4 21.6W 3120 27W 2400 30° DG31185.2 02-12-13-14 1-2-4
14.4W 2119 17W 1630 40° DG31125.3 02-12-13-14 1-2-4 21.6W 3120 27W 2400 40° DG31185.3 02-12-13-14 1-2-4
4000K 4000K
14.4W 2330 17W 1795 20° DG31125.1 02-12-13-14 1-2-4 21.6W 3430 27W 2640 20° DG31185.1 02-12-13-14 1-2-4
14.4W 2330 17W 1795 30° DG31125.2 02-12-13-14 1-2-4 21.6W 3430 27W 2640 30° DG31185.2 02-12-13-14 1-2-4
14.4W 2330 17W 1795 40° DG31125.3 02-12-13-14 1-2-4 21.6W 3430 27W 2640 40° DG31185.3 02-12-13-14 1-2-4
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LED Driver Colour
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1 2 3 4 02 12 13 14
on and off Triac dim 1-10 V dim Dali Matt Black Matt White | Matt White Matt Black
Matt Black Matt Golden Matt Golden
L 170
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350°
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source system source system
W Im W Im optic code colour  LED driver W Im W Im optic code colour  LED driver
LED AC 200-240V DC 900mA / 36V LED AC200-240V_ DC 250mA / 36V
2700K 2700K
32.4W 4110 38W 3160 20° DG31285.1 02-12-13-14 1-2-4 9W 1180 MW 840 20° DG31076.1 02-12-13-14 1-2-4
32.4W 4110 38W 3160 30° DG31285.2 02-12-13-14 1-2-4 9W 1180 1MW 840 30° DG31076.2 02-12-13-14 1-2-4
32.4W 4110 38W 3160 40° DG31285.3 02-12-13-14 1-2-4 9W 1180 11W 840 40° DG31076.3 02-12-13-14 1-2-4
3000K 3000K
32.4W 4420 38W 3400 20° DG31285.1 02-12-13-14 1-2-4 9W 1260 1MW 900 20° DG31076.1 02-12-13-14 1-2-4
32.4W 4420 38W 3400 20° DG31285.1 02-12-13-14 1-2-4 9W 1260 11W 900 30° DG31076.2 02-12-13-14 1-2-4
32.4W 4420 38W 3400 40° DG31285.3 02-12-13-14 1-2-4 9W 1260 11W 900 40° DG31076.3 02-12-13-14 1-2-4
2000K 4000K
32.4W 4860 38W 3740 20° DG31285.1 02-12-13-14 1-2-4 9W 1390 11W 990 20° DG31076.1 02-12-13-14 1-2-4
32.4W 4860 38W 3740 20° DG31285.1 02-12-13-14 1-2-4 9W 1390 11W 990 30" DG31076.2 02-12-13-14 1-2-4
32.4W 4860 38W 3740 40° DG31285.3 02-12-13-14 1-2-4 9W 1390 11W 990 40° DG31076.3 02-12-13-14 1-2-4
source system source system
W Im W Im optic  code colour LED driver W Im W Im optic  code colour LED driver
LED AC 200-240V DC 400mA [ 36V LED AC 200-240V  DC 600mA / 36V
2700K 2700K
144W 1970 17W 1515 20° DG31126.1 02-12-13-14 1-2-4 21.6W 2900 27W 2230 20° DG31186.1 02-12-13-14 1-2-4
144W 1970 17W 1515 30° DG311262 02-12-13-14 1-2-4 21.6W 2900 27W 2230 30° DG31186.2 02-12-13-14 1-2-4
144W 1970 17W 1515 40° DG311263 02-12-13-14 1-2-4 21.6W 2900 27W 2230 40° DG31186.3 02-12-13-14 1-2-4
3000K 3000K
144W 2119 17W 1630 20° DG31126.1 02-12-13-14 1-2-4 21.6W 3120 27W 2400 20° DG31186.1 02-12-13-14 1-2-4
144W 2119 17W 1630 30° DG311262 02-12-13-14 1-2-4 21.6W 3120 27W 2400 30° DG31186.2 02-12-13-14 1-2-4
144W 2119 17W 1630 40° DG31126.3 02-12-13-14 1-2-4 21.6W 3120 27W 2400 40° DG31186.3 02-12-13-14 1-2-4
4000K 4000K
14.4W 2335 17W 1795 20° DG31126.1 02-12-13-14 1-2-4 21.6W 2430 27W 2640 20° DG31186.1 02-12-13-14 1-2-4
144W 2335 17W 1795 30° DG311262 02-12-13-14 1-2-4 21.6W 2430 27W 2640 30° DG31186.2 02-12-13-14 1-2-4
144W 2335 17W 1795 40° DG31126.3 02-12-13-14 1-2-4 21.6W 2430 27W 2640 40° DG31186.3 02-12-13-14 1-2-4
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LED Driver Colour
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on and off Triac dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black

Matt Black Matt Golden Matt Golden
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source system source system
W Im W Im  optic code colour LED driver W Im W Im optic code colour  LED driver
LED AC 200-240V  DC 900mA / 36V LED AC200-240V DC 150mA / 36V
2700K 2700K
32.4W 4100 38W 3160 20° DG31286.1 02-12-13-14 1-2-4 5.4W 785 8W 560 20° DC12073.1 02-12-13-14 1-2
32.4W 4100 38W 3160 30° DG31286.2 02-12-13-14 1-2-4 5.4W 785 8W 560 30° DC12073.2 02-12-13-14 1-2
32.4W 4100 38W 3160 40° DG31286.3 02-12-13-14 1-2-4 5.4W 785 8W 560 40° DC12073.3 02-12-13-14 1-2
3000K 3000K
32.4W 4420 38W 3400 20° DG31286.1 02-12-13-14 1-2-4 5.4W 840 8W 600 20° DC12073.1 02-12-13-14 1-2
32.4W 4420 38W 3400 20° DG31286.2 02-12-13-14 1-2-4 5.4W 840 8W 600 30° DC12073.2 02-12-13-14 1-2
32.4W 4420 38W 3400 40° DG31286.3 02-12-13-14 1-2-4 54W 840 8W 600 40° DC12073.3 02-12-13-14 1-2
4000K 4000K
32.4W 4860 38W 3740 20° DG31286.1 02-12-13-14 1-2-4 54W 925 8W 660 20° DC12073.1 02-12-13-14 1-2
32.4W 4860 38W 3740 20° DG31286.2 02-12-13-14 1-2-4 54W 925 8W 660 30° DC12073.2 02-12-13-14 12
32.4W 4860 38W 3740 40° DG31286.3 02-12-13-14 1-2-4 54W 925 8W 660 40° DC12073.3 02-12-13-14 1-2
- :
7 o o . e
( 350° \ 350°
Phee N\ oo
> 90 90°
N )
5 —
sovirce system source system
w Im W Im optic code colour LED driver W Im W Im optic code colour  LED driver
— 2700K
10.8W 1570 14W 1120 20° DC12123.1 02-12-13-14 1-2 18W 2352 22W 1680 20° DC12183.1 02-12-13-14 1-2
10.8W 1570 14W 1120 30° DC12123.2 02-12-13-14 1-2 18W 2352 22W 1680 30° DC12183.2 02-12-13-14 1-2
10.8W 1570 14W 1120 40° DC12123.3 02-12-13-14 1-2 18W 2352 22W 1680 40° DC12183.3 02-12-13-14 1-2
3000K 4000
10.8W 1680 14W 1200 20° DC12123.1 02-12-13-14 1-2 18W 2520 22W 1800 20° DC12183.1 02-12-13-14 1-2
10.8W 1680 14W 1200 30° DC12123.2 02-12-13-14 1-2 18W 2520 22W 1800 30° DC121832 02-12-13-14 1-2
10.8W 1680 14W 1200 40° DC12123.3 02-12-13-14 1-2 18W 2520 22W 1800 40° DC12183.3 02-12-13-14 1-2
Prm— 4000K
10.8W 1850 14W 1320 20° DC12123.1 02-12-13-14 1-2 18W 2575 22W 1980 20" DC12183.1 02-12-13-14 1-2
10.8W 1850 14W 1320 30° DC12123.2 02-12-13-14 12 18W 2575 22W 1980 30° DC12183.2 02-12-13-14 1-2
10.8W 1850 14W 1320 40° DC12123.3 02-12-13-14 1-2 18W 2575 22W 1980 40° DC12183.3 02-12-13-14 1-2
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LED Driver
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1 2 3 4

on and off Triac dim 1-10 Vdim Dali
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Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden
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W Im W Im optic  code colour LED driver

source system

LED AC 200-240V DC 700mA / 36V

2700K
25.2W 3445 32W 2650 20° DC12283.1 02-12-13-14 1-2

25.2W 3445 32W 2650 30° DC12283.2 02-12-13-14 1-2
25.2W 3445 32W 2650 40° DC12283.3 02-12-13-14 1-2

3000K
25.2W 3705 32W 2850 20° DC12283.1 02-12-13-14 1-2

25.2W 3705 32W 2850 30° DC12283.2 02-12-13-14 1-2
25.2W 3705 32W 2850 40° DC12283.3 02-12-13-14 1-2

4000K
25.2W 4075 32W 3135 20° DC12283.1 02-12-13-14 1-2

25.2W 4075 32W 3135 30° DC12283.2 02-12-13-14 1-2
25.2W 4075 32W 3135 40° DC12283.3 01-02-13-14 1-2

80
/4::::::5\2:;3
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\ Faor
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e
© 68mm ®
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 250mA / 36V

2700K
9W 1180 11W 840 20° TC30075.1 02-12-13-14 1-2-4

9W 1180 11W 840 30° TC30075.2 02-12-13-14 1-2-4
9W 1180 11W 840 40° TC30075.3 02-12-13-14 1-2-4

3000K
9W 1260 11W 900 20° TC30075.1 02-12-13-14 1-2-4

9W 1260 1MW 900 30° TC30075.2 02-12-13-14 1-2-4
9W 1260 1MW 900 40° TC30075.3 02-12-13-14 1-2-4

4000K
9W 1386 11W 990 20° TC30075.1 02-12-13-14 1-2-4

9W 1386 11W 990 30° TC30075.2 02-12-13-14 1-2-4
9W 1386 11W 990 40° TC30075.3 02-12-13-14 1-2-4

80
350"
\ [oor
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g
© 68mm
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 350mA [ 9V

2700K
3.2W 490 5W 350 18° TC30055.1 02-12-13-14 1-2-4

3.2W 490 5W 350 24° TC30055.2 02-12-13-14 1-2-4
3.2W 490 5W 350 36° TC30055.3 02-12-13-14 1-2-4

3000K
3.2W 530 5W 380 18° TC30055.1 02-12-13-14 1-2-4

3.2W 530 5W 380 24° TC30055.2 02-12-13-14 1-2-4
3.2W 530 5W 380 36° TC30055.3 02-12-13-14 1-2-4

4000K
32W 590 5W 420 18° TC30055.1 02-12-13-14 1-2-4

32W 590 5W 420 24° TC30055.2 02-12-13-14 1-2-4
32W 590 5W 420 36° TC30055.3 02-12-13-14 1-2-4

£

A 2

© 83mm

g

source system
W Im W Im  optic code colour  LED driver

LED AC 200-240V DC 350mA / 36V

2700K
12.6W 1970 15W 1515 20° TC30125.1 02-12-13-14 1-2-4

12.6W 1970 15W 1515 30° TC30125.2 02-12-13-14 1-2-4
12.6W 1970 15W 1515 40° TC30125.3 02-12-13-14 1-2-4

3000K
12.6W 2120 15W 1630 20° TC30125.1 02-12-13-14 1-2-4

12.6W 2120 15W 1630 30° TC30125.2 02-12-13-14 1-2-4
12.6W 2120 15W 1630 40° TC30125.3 02-12-13-14 1-2-4

4000K

12.6W 2335 15W 1795 20° TC30125.1 02-12-13-14 1-2-4
12.6W 2335 15W 1795 30° TC30125.2 02-12-13-14 1-2-4
12.6W 2335 15W 1795 40° TC30125.3 02-12-13-14 1-2-4

LED Driver

= o ] s
2

Colour

@) (¢] (@]

@)

1 3 4 02 12 13 14

on and off Triac dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden

source system source system

W Im W Im optic  code colour LED driver W Im W Im optic  code colour  LED driver

LED AC 200-240V DC 600mA [ 36V LED AC 200-240V DC 900mA / 36V

2700K 2700K

21.6W 2890 25W 2230 20° TC30185.1 02-12-13-14 1-2-4 32.4W 4110 38W 3162 20° TC30285.1 02-12-13-14 1-2-4

21.6W 2890 25W 2230 30° TC30185.2 02-12-13-14 1-2-4 32.4W 4110 38W 3162 30° TC30285.2 02-12-13-14 1-2-4

21.6W 2890 25W 2230 40° TC30185.3 02-12-13-14 1-2-4 32.4W 4110 38W 3162 40° TC30285.3 02-12-13-14 1-2-4

3000K 3000K

21.6W 3120 25W 2400 20° TC30185.1 02-12-13-14 1-2-4 32.4W 4420 38W 3400 20° TC30285.1 02-12-13-14 1-2-4

21.6W 3120 25W 2400 30° TC30185.2 02-12-13-14 1-2-4 32.4W 4420 38W 3400 30° TC30285.2 02-12-13-14 1-2-4

21.6W 3120 25W 2400 40° TC30185.3 02-12-13-14 1-2-4 32.4W 4420 38W 3400 40° TC30285.3 02-12-13-14 1-2-4

4000K 4000K

21.6W 3432 25W 2640 20° TC30185.1 02-12-13-14 1-2-4 32.4W 4862 38W 3740 20° TC30285.1 02-12-13-14 1-2-4

21.6W 3432 25W 2640 30° TC30185.2 02-12-13-14 1-2-4 21.6W 4862 38W 3740 30° TC30185.2 02-12-13-14 1-2-4

21.6W 3432 25W 2640 40° TC30185.3 02-12-13-14 1-2-4 32.4W 4862 38W 3740 40° TC30285.3 02-12-13-14 1-2-4
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Stent

LED track light 230V

260

20| epp || © || e

50000 lumen

-On/off, Triac dim adn DALI.
- Simplified design, with beauty and
adaptation to different atmosphere.
Finish in matt white and black as optional.
+ Anti-glare ring available in white, black,
silver & golden etc. Lens optional for interchange.
* Three beam angle as options.

093

LED Driver Colour
~ L A .

u L ] DALY O ‘O/‘ () @
1 2 3 4 02 12 13 14
on and off Triac dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black

Matt Black Matt Golden Matt Golden
@100 _©100
%‘E?:j .
max1500‘ ,& 4
o
&
= >
@35 760
source system source system
W Im W Im optic code colour  LED driver W Im W Im optic code colour  LED driver
LED AC 200-240V  DC 350mA [ 9V LED AC 200-240V  DC 350mA / 36V
2700K 2700K
3.2W 490 5W 350 18° DC12052.1 02-12-13-14 1-2-4 12.6W 1875 14W 1340 20° DC12102.1 02-12-13-14 1-2-4
3.2W 490 5W 350 24° DC12052.2 02-12-13-14 1-2-4 12.6W 1875 14W 1440 30° DC12102.1 02-12-13-14 1-2-4
3.2W 490 5W 350 35° DC12052.3 02-12-13-14 1-2-4 12.6W 1875 14W 1440 40° DC12102.1 02-12-13-14 1-2-4
3000K 3000K
3.2W 530 5W 380 18° DC12052.1 02-12-13-14 1-2-4 12.6W 2016 14W 1440 20° DC12102.1 02-12-13-14 1-2-4
32W 530 5W 380 24° DC12052.2 02-12-13-14 1-2-4 12.6W 2016 14W 1440 30° DC12102.1 02-12-13-14 1-2-4
3.2W 530 5W 380 35° DC12052.3 02-12-13-14 1-2-4 12.6W 2016 14W 1440 40° DC12102.1 02-12-13-14 1-2-4
4000K 4000K
3.2W 590 5W 420 18° DC12052.1 02-12-13-14 1-2-4 12.6W 2220 14W 1585 20° DC12102.1 02-12-13-14 1-2-4
3.2W 590 5W 420 24° DC12052.2 02-12-13-14 1-2-4 12.6W 2220 14W 1585 30° DC12102.1 02-12-13-14 1-2-4
32W 590 5W 420 35° DC12052.3 02-12-13-14 1-2-4 12.6W 2220 14W 1585 40° DC12102.1 02-12-13-14 1-2-4

_k_,¥//
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Kora

LED track light 230V

2 60

875

1P20

ERP

@[ |<> High

50000 350° lumen

* The unique zoom has variety of beam

angle from 10° to 45° with highly versatile.
+ Adjustable rotational and tilt angles for
extra flexibility of install.

* Super high lumen output at CRI>90.

Optics

095

ol0°

045°

+ Easy Installation 350°Rotating & 90° Tilting
* Built-in driver or driver in adaptor as
optional, wattage from 7W to 27W
for options.

- UGR<19

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 300mA / 36V

2700K
10.8W 1200 13.5W 945 10° DG30128.1 02-12 1-2-4

10.8W 1200 13.5W 945 45° DG30128.3 02-12 1-2-4

3000K
10.8W 1250 13.5W 960 10° DG30128.1 02-12 1-2-4

10.8W 1250 13.5W 960 45° DG30128.3 02-12 1-2-4

4000K
10.8W 1320 13.5W 980 10° DG30128.1 02-12 1-2-4

10.8W 1320 13.5W 980 45° DG30128.3 02-12 1-2-4

LED Driver

e o) il

1 2 3 4

on and off Triac dim 1-10 V dim Dali

Colour

o o

Matt Black Matt White /
Matt Black

350°
/\)_/900
z %
75
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 500mA / 36V

2700K
18W 2050 22W 1570 10° DG30187.1 02-12 1-2-4

18W 2050 22W 1570 45° DG30187.3 02-12 1-2-4

3000K
18W 2100 22W 1600 10° DG30187.1 02-12 1-2-4

18W 2100 22W 1600 45° DG30187.3 02-12 1-2-4

4000K
18W 2150 22W 1660 10° DG30187.1 02-12 1-2-4

18W 2150 22W 1660 45° DG30187.3 02-12 1-2-4

p

source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 400mA / 36V

2700K
14.4W 1638 18W 1260 10° DG30157.1 02-12 1-2-4

14.4W 1638 18W 1260 45° DG30157.3 02-12 1-2-4

3000K
14.4W 1690 18W 1300 10° DG30157.1 02-12 1-2-4

14.4W 1690 18W 1300 45° DG30157.3 02-12 1-2-4

4000K
14.4W 1755 18W 1350 10° DG30157.1 02-12 1-2-4

14.4W 1755 18W 1350 45° DG30157.3 02-12 1-2-4

D

350°
% \ Foor
PN
®
\ 6&3
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 250mA / 36V

2700K
9W 1045 1MW 745 10° DG30077.1 02-12 1-2-4

9W 1045 1MW 745 45° DG30077.3 02-12 1-2-4

3000K
9W 1120 11W 800 10° DG30077.1 02-12 1-2-4

9W 1120 1MW 800 45° DG30077.3 02-12 1-2-4

4000K
9W 1162 1MW 830 10° DG30077.1 02-12 1-2-4

9W 1162 1MW 830 45° DG30077.3 02-12 1-2-4

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 600mA / 36V

2700K
21.6W 2470 27W 1900 10° DG30253.1 02-12 1-2-4

21.6W 2470 27W 1900 45° DG30253.3 02-12 1-2-4

3000K
21.6W 2550 27W 1960 10° DG30253.1 02-12 1-2-4

21.6W 2550 27W 1960 45° DG30253.3 02-12 1-2-4

4000K
21.6W 2710 27W 2080 10° DG30253.1 02-12 1-2-4

21.6W 2710 27W 2080 45° DG30253.3 02-12 1-2-4
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High quality, high light efficiency, COB with high CRI,

using high precisiondie-cast aluminum for physical

heat dissipation to ensure the long life of lamps,

flicker free drive,comply with CE, SAA, and UKCA.

Flexible DIY front-end optical kit to adapt to various scenarios.
Family design with 230V main voltage and pendant versions.
With adjustable single side 45 degrees and horizontal

rotation 355 degrees design,

easy to adapt to a variety of irradiation angles.




Ap po. H LED Driver Colour

. & W o o
LED track light 230V - O

1 2 3 4 o1 02

on and off Triac dim 1-10V dim Dali Matt White Matt Black

E;-En‘ u I] . e ] .
3 1 \ CE| @ ||wp20|| T ||err|| © % o o

=g - 50000

- Fexible DIY front-end optical kit to + High quality, high light efficiency, COB
adapt to various scenarios. with high CRl,using high precisiondie- N
- Family design with 230V main voltage, cast aluminum for physical heat a5y
and pendant versions. dissipation to ensure the long life of k
- With adjustable single side 45 lamps, flicker free drive,comply with 0°
degrees and horizontal rotation CE, SAA, and UKCA. 3008
355 degrees design,easy to adapt
Lo to a variety of irradiation angles.
Optics

036° 180°
0102 2102 0102
0102 0 102 0102
Recessed Surface
&N /"’\ S - y pr
' -~ g -
9 ()
b
0102 0102 0 102 2102 2102 2102

099 100




LED Driver

- '0)
1 2

on and off Triac dim

Colour

o (@)
01 02

Matt White Matt Black

source system
W Im W Im optic

colour LED driver

LED AC 200-240V  260mA [ 36V

2700K
9.4W 1170 12W 837 36°

DG11103.2 01-02

3000K
9.4W 1260 12W 900 36°

DG11103.2 01-02

4000K
9.4W 1387 12W 990 36°

DG11103.2 01-02

source system
W Im W Im optic

colour LED driver

LED AC 200-240V  200mA / 36V

2700K
9.4W 1170 12W 837 180°

DG21103.4 01-02

3000K
9.4W 1260 12W 900 180°

DG21103.4 01-02

4000K
9.4W 1387 12W 990 180°

DG21103.4 01-02

7

DG31103.2 01-02

DG31103.2 01-02

source system

W Im W Im optic
LED AC 200-240V  200mA / 36V
2700K

9.4W 1170 12W 837 36°
3000K

9.4W 1260 12W 900 36°
4000K

9.4W 1387 12W 990 36°

DG31103.2 01-02

source system

W Im W Im optic code colour LED driver

LED AC 200-240V  260mA / 36V

2700K
9.4W 1170 12W 837 36° DG11104.2 01-02 1-2

3000K
9.4W 1260 12W 900 36° DG11104.2 01-02 1-2

4000K
9.4W 1387 12W 990 36° DG11104.2 01-02 1-2

— ] —

source system

W Im W Im optic code colour LED driver

LED AC 200-240V  260mA / 36V

2700K
9.4W 1170 12W 837 180° DG21104.4 01-02 1-2

3000K
9.4W 1260 12W 900 180° DG21104.4 01-02 1-2

4000K
9.4W 1387 12W 990 180° DG21104.4 01-02 1-2

e

| — . W—
355° }
’ZS” \’ %
source system
W Im W Im optic code colour LED driver

LED AC 200-240V  260mA / 36V

2700K

9.4W 1170 12W 837 36° DG51104.2 01-02 1-2
3000K

9.4W 1260 12W 900 36° DG51104.2 01-02 1-2
4000K

9.4W 1387 12W 990 36° DG51104.2 01-02 1-2

LED Driver
- o ] s
1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour

o O

01 02
Matt White Matt Black

source system

W Im W Im optic code colour LED driver

LED AC 200-240V  260mA / 36V

2700K

9.4W 1176 12W 840 36° DC11101.2 01-02 1-3
3000K

9.4W 1260 12W 900 36° DC11101.2 01-02 1-3
4000K

9.4W 1385 12W 990 36° DC11101.2 01-02 1-3

source system

W Im W Im optic code colour LED driver

LED AC 200-240V  260mA / 36V

2700K

9.4W 1176 12W 840 180° DC21101.4 01-02 1-3
3000K

9.4W 1260 12W 900 180° DC21101.4 01-02 1-3
4000K

9.4W 1385 12W 990 180° DC21101.4 01-02 1-3

>
@ 355°
M P
/
|
source system
W Im W Im optic code colour LED driver

LED AC 200-240V  260mA [ 36V

2700K

9.4W 1176 12W 840 36° DC31101.2 01-02 1-3
3000K

9.4W 1260 12W 900 36° DC31101.2 01-02 1-3
4000K

9.4W 1385 12W 990 36° DC31101.2 01-02 1-3

92 -

e T |
e} 355°
e

@ 83mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V  260mA / 36V

2700K

9.4W 1176 12W 840 36° TC11101.2 01-02 1-3-4
3000K

9.4W 1260 12W 900 36° TC11101.2 01-02 1-3-4
4000K

9.4W 1385 12W 990 36° TC11101.2 01-02 1-3-4

c 77/‘)\@,

© 83mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V  260mA / 36V
2700K
9.4W 1176 12W 840 180° TC21101.4 01-02 1-3-4
3000K
9.4W 1260 12W 900 180° TC21101.4 01-02 1-3-4
4000K

9.4W 1385 12W 990 180° TC21101.4 01-02 1-3-4

0 ‘ E=
3 oo

© 83mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V  260mA / 36V

2700K

9.4W 1176 12W 840 36° TC31101.2 01-02 1-3-4
3000K

9.4W 1260 12W 900 36° TC31101.2 01-02 1-3-4
4000K

9.4W 1385 12W 990 36° TC31101.2 01-02 1-3-4
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Mirro

LED track light 230V

Track light
2132 ? 200 2 132 9 200
Recessed
'/‘/‘\“ ! (& > i< DA PR Y
9170 2 240 9170 2 240
<+ 160mm < 230mm < 160mm < 230mm
103

Surface
0 132 9 200
0 132 9 200

Mirro

LED track light 230V

1P20 & ERP

50000 350° lumen

Q| |<> High @

- Slim design with specially designed
optical system ,which the light output
is so soft and comfortable.

- Driver integrated in the apdator,which
is elegant and compact; Matt white
and matt black for option

- 0-350° rotating horizontally, 0-90°
tilting vertically.

Optics

Py

a100° a100°

» Surfaced mounted design .

+ With the built-in driver design as
well as beautiful and decent appearance,
can be with superior finish color matt
white and matt black.

Dual rotation

90°

0-90° tilting vertically

* Recessed design , On-off , triac dimmable, DALI,0-10V for
option.

+ Simple and ultra-thin design as well as beautiful and decent
appearance,can be with superior finish color matt white and
matt black.

+ 0-350° rotating horizontally.

0-350° rotating horizontally
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LED Driver

- 7o) ] i

1 2 3 4

on and off Triac dim 1-10 V dim Dali

01 02
Matt White Matt Black

source system

W Im W Im optic code colour LED driver
LED AC 200-240V  250mA [ 39V

2700K

9.8W 1065 11W 760 100° DG39101.4 01-02 1-2-4
3000K

9.8W 1150 MW 820 100° DG39101.4 01-02 1-2-4
4000K

9.8W 1260 1MW 900 100° DG39101.4 01-02 1-2-4

@%@

Max 1500
135 —=
@132

source system
W Im W Im optic code  colour LED driver
LED AC 200-240V  250mA [ 39V
2700K
9.8W 1065 11W 760 100° DG39102.4 01-02 1-2-4
3000K
9.8W 1150 1MW 820 100° DG39102.4 01-02 1-2-4
4000K

9.8W 1260 11W 900 100° DG39102.4 01-02 1-2-4

source system

W Im W Im optic code  colour LED driver

LED AC 200-240V  250mA / 39V

2700K
9.8W 1065 1MW 760 100° DC39101.4 01-02 1-2
3000K
9.8W 1150 1MW 820 100° DC39101.4 01-02 1-2
4000K

9.8W 1260 11W 900 100° DC39101.4 01-02 1-2

.

05

2\

35(
source system
W Im W Im optic code  colour LED driver
LED AC 200-240V 450mA [ 36V
2700K
16.2W 2105 18W 1620 100° DG39181.4 01-02 1-2-4
3000K
16.2W 2262 18W 1740 100° DG39181.4 01-02 1-2-4
4000K

16.2W 2489 18W 1915 100° DG39181.4 01-02 1-2-4

source system

W Im W Im optic code  colour LED driver

LED AC 200-240V 450mA [ 36V

2700K

16.2W 2105 18W 1620 100° DG39182.4 01-02 1-2-4
3000K

16.2W 2262 18W 1740 100° DG39182.4 01-02 1-2-4
4000K

16.2W 2489 18W 1915 100° DG39182.4 01-02 1-2-4

source system

W Im W Im optic code colour LED driver

LED AC 200-240V  450mA [ 36V

2700K

16.2W 2106 18W 1620 100° DC39181.4 01-02 1-2
3000K

16.2W 2262 18W 1740 100° DC39181.4 01-02 1-2
4000K

16.2W 2489 18W 1915 100° DC39181.4 01-02 1-2

LED Driver
- o ] s
1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour

o O

01 02
Matt White Matt Black

@© 160mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V 250mA / 39V
2700K
9.8W 1065 11W 760 100° TC39101.4 01-02 1-2
3000K
9.8W 1150 1MW 820 100° TC39101.4 01-02 1-2
4000K

9.8W 1260 1MW 900 100° TC39101.4 01-02 1-2

G 2y
350°

@170

b

*25°

©® 160mm

source system
W Im W Im optic code colour LED driver
LED AC 200-240V  250mA | 39V
2700K
9.8W 1065 11W 760 100° TC39102.4 01-02 1-2
3000K
9.8W 1150 1MW 820 100° TC39102.4 01-02 1-2
4000K

9.8W 1260 11W 900 100° TC39102.4 01-02 1-2

Max 1500

13.5 &«
2132

.
\ Ms
I3
1/ ‘O
v/ U@

source system
W Im W Im optic code colour LED driver

LED AC 200-240V 250mA [ 39V

2700K
9.8W 1065 11W 760 100° DC39102.4 01-02 1-2
3000K
9.8W 1150 1MW 820 100° DC39102.4 01-02 1-2
4000K

9.8W 1260 1MW 900 100° DC39102.4 01-02 1-2

R
350°
o240 oo
@® 230mm
source system
W Im W Im optic code  colour LED driver
LED AC 200-240V  450mA [ 36V
2700K
16.2W 2106 18W 1620 100° TC39181.4 01-02 1-2
3000K
16.2W 2262 18W 1740 100° TC39181.4 01-02 1-2
4000K

16.2W 2489 18W 1915 100° TC39181.4 01-02 1-2

© 230mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 450mA / 36V
2700K
16.2W 2106 18W 1620 100° TC39182.4 01-02 1-2
3000K
16.2W 2262 18W 1740 100° TC39182.4 01-02 1-2
4000K

16.2W 2489 18W 1915 100° TC39182.4 01-02 1-2

@100
—
|
Max 1500 J‘
- 138
- @200
source system
W Im W Im optic code colour LED driver
LED AC 200-240V  450mA [ 36V
2700K
16.2W 2106 18W 1620 100° DC39182.4 01-02 1-2
3000K
16.2W 2262 18W 1740 100° DC39182.4 01-02 1-2
4000K

16.2W 2489 18W 1915 100° DC39182.4 01-02 1-2
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Aura

LED track light 230V

i L
o
@55 2 65
9 100 3120
e & O
1P20 ERP 50000 90° 350° lumen

+ 0-350°rotating horizontally, + Anti-glare ring available in )
—

0-90°tilting vertically.

+ Simplified design with driver
embedded in, with beauty and
adaptation to different atmosphere.
Finish in matt white and black
as optional.

Optics

107

o15° o18°-24°

white, black, silver & golden etc.
Lens optional for interchange.
+ Beam angle in 20°, 30° and 40°.

030°-36° 040°

Dual rotation

LED Driver Colour
= o) : : o) C
= o | O \Q @ @
1 2 3 4 02 12 13 14
on and off Triac dim 1-10 Vdim Dali Matt Black Matt White / Matt White/ Matt Black/
Matt Black Matt Golden Matt Golden
Interchangeable accessories
Wave lens
Filters in different colours i .
for interchange Spread lens Linear spread Softening lens
7\
‘ | \\“
\
Installation Manual
1 2 /L 3 LLLLy
Ly, I Ly
S LLL Ly /)L LLL L1y
i gL LLLL Ly | L 1L Ly,

(L .| OFF
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LED Driver Colour
— 0 i N
: i = O o O
1 2 3 4 02 12 13 14
on and off Triac dim 1-10 V dim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden
(e |
350°
Lo
&,
k @6
source system source system
W Im W Im optic code colour  LED driver W Im W Im optic code colour LED driver
LED AC 200-240V DC 350mA [ 10V LED AC 200-240V DC 350mA /[ 15V
2700K 2700K
3.5W 322 4W 230 24° DG30053.2 02-12-13-14 1-2 53W 650 6W 465 18° DG30051.1 02-12-13-14 1-2
3.5W 322 4W 230 36° DG30053.3 02-12-13-14 1-2 5.3W 650 6W 465 24° DG30051.2 02-12-13-14 1-2
3000K 53W 650 6W 465 36° DG30051.3 02-12-13-14 1-2
3.5W 350 4W 250 24° DG30053.2 02-12-13-14 1-2 3000K
3.5W 350 4W 250 36° DG30053.3 02-12-13-14 1-2 53W 700 6W 500 18° DG30051.1 02-12-13-14 1-2
5.3W 700 6W 500 24° DG30051.2 02-12-13-14 1-2
4000K 53W 700 6W 500 36° DG30051.3 02-12-13-14 1-2
3.5W 385 4W 275 24° DG30053.2 02-12-13-14 1-2
W W - DG 4000K
3.5W 385 AW 275 36 30053.3 021271314 1-2 53W 770 6W 550 18° DG30051.1 02-12-13-14 1-2
53W 770 6W 550 24° DG30051.2 02-12-13-14 1-2
53W 770 6W 550 36° DG30051.2 02-12-13-14 1-2
I
= (i
350°
( Foos
3
X ~ %
®<o
source system source system
W Im W Im optic code colour  LED driver W Im W Im optic code colour  LED driver
LED AC 200-240V DC 200mA / 36V LED AC 200-240V DC 300mA / 36V
2700K 2700K
7.2W 910 9W 650 18° DG30093.1 02-12-13-14 1-2 10.8W 1300 13W 930 18° DG30133.1 02-12-13-14 1-2
7.2W 910 9W 650 24° DG30093.2 02-12-13-14 1-2 10.8W 1300 13W 930 24° DG30133.2 02-12-13-14 1-2
7.2W 910 9W 650 36° DG30093.3 02-12-13-14 1-2 10.8W 1300 13W 930 36° DG30133.3 02-12-13-14 1-2
3000K 3000K
7.2W 980 9W 700 18° DG30093.1 02-12-13-14 1-2 10.8W 1400 13W 1000 18° DG30133.1 02-12-13-14 1-2
7.2W 980 9W 700 24° DG30093.2 02-12-13-14 1-2 10.8W 1400 13W 1000 24° DG30133.2 02-12-13-14 1-2
7.2W 980 9W 700 36° DG30093.3 02-12-13-14 1-2 10.8W 1400 13W 1000 36° DG30133.3 02-12-13-14 1-2
4000K 4000K
7.2W 1080 9W 770 18° DG30093.1 02-12-13-14 1-2 10.8W 1540 13W 1100 18° DG30133.1 02-12-13-14 1-2
7.2W 1080 9W 770 24° DG30093.2 02-12-13-14 1-2 10.8W 1540 13W 1100 24° DG30133.2 02-12-13-14 1-2
7.2W 1080 9W 770 36° DG30093.3 02-12-13-14 1-2 10.8W 1540 13W 1100 36° DG30133.3 02-12-13-14 1-2
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LED Driver

. ]
1 2 3

on and off Triac dim 1-10V dim

=
DALI

Dali

Colour

@) (¢] (@] @)

02 12 13 14
Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden

source system

W Im W Im optic code

colour LED driver

LED AC 200-240V DC 350mA / 36V

2700K
12.6W 1575 15W 1210 24° DG30154.2

12.6W 1575 15W 1210 36° DG30154.3

02-12-13-14
02-12-13-14

3000K
12.6W 1690 15W 1300 24° DG30154.2

12.6W 1690 15W 1300 36° DG30154.3

02-12-13-14
02-12-13-14

4000K
12.6W 1860 15W 1430 24° DG30154.2

12.6W 1860 15W 1430 36° DG30154.3

02-12-13-14
02-12-13-14

source system

W Im W Im optic  code

colour

LED driver

LED AC 200-240V DC 700mA / 36V

2700K
25.2W 3360 30W 2585 15° DG30304.1

25.2W 3360 30W 2585 24° DG30304.2
25.2W 3360 30W 2585 36° DG30304.3

02-12-13-14
02-12-13-14
02-12-13-14

3000K
252W 3614 30W 2780 15° DG30304.1

252W 3614 30W 2780 24° DG30304.2
252W 3614 30W 2780 36° DG30304.3

02-12-13-14
02-12-13-14
02-12-13-14

4000K
25.2W 3980 30W 3060 15° DG30304.1

25.2W 3980 30W 3060 24° DG30304.2
25.2W 3980 30W 3060 36° DG30304.3

02-12-13-14
02-12-13-14
02-12-13-14

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 500mA / 36V

2700K
18W 2295 20W 1765 24° DG30204.2 02-12-13-14 1-2

18W 2295 20W 1765 36° DG30204.3 02-12-13-14 1-2

3000K
18W 2470 20W 1900 24° DG30204.2 02-12-13-14 1-2

18W 2470 20W 1900 36° DG30204.3 02-12-13-14 1-2

4000K
18W 2715 20W 2090 24° DG30204.2 02-12-13-14 1-2

18W 2715 20W 2090 36° DG30204.3 02-12-13-14 1-2

source system

W Im W Im  optic code colour  LED driver

LED AC 200-240V DC 900mA / 36V

2700K
32.4W 3920 40W 3015 12° DG30404.1 02-12-13-14 1-2

32.4W 3920 40W 3015 24° DG30404.2 02-12-13-14 1-2
32.4W 3920 40W 3015 36° DG30404.3 02-12-13-14 1-2

3000K
32.4W 4212 40W 3240 12° DG30404.1 02-12-13-14 1-2

32.4W 4212 40W 3240 24° DG30404.2 02-12-13-14 1-2
32.4W 4212 40W 3240 36° DG30404.3 02-12-13-14 1-2

4000K
32.4W 4635 40W 3565 12° DG30404.1 02-12-13-14 1-2

32.4W 4635 40W 3565 24° DG30404.2 02-12-13-14 1-2
32.4W 4635 40W 3565 36° DG30404.3 02-12-13-14 1-2
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Slim

LED track light 230V

LED Driver
L i
1 2 3
on and off Triac dim 1-10V dim

Colour
I
o
4 02
Dali Matt Black

O
12

Matt White /
Matt Black

Matt White/
Matt Golden

@)

14
Matt Black/
Matt Golden

@ 65

Interchangeable accessories

Installation Manual

Ly

Wave lens
Filters in different colours

for interchange Spread lens

Linear spread

nn

15° 24° 36°

S - i
™ v N

Softening lens

1P20 @

% \lere|| © ||

50000

High
350° lumen

» Self-designed reflector with
special optics, precise light
distribution and high lumen
output, no-glare, soft and
tender light, with high
transparency protective cover,
and extra reflectors in different
angles are optional.

Optics

o13°-15° o18°-24°

111

* Excellent integrated design

with very compact height,

the shape is simple and
graceful, adopt the high-quality
aluminum alloy as die-casting
material, good heat dissipation
design by front and rear double
ventilation.

036°

- Imported COB/LED light source
in original factory package, high
CRI, high efficient, high illumination,
energy saving and environmental
protection, create a comfortable
atmosphere of lighting, long
lifespan up to 50,000 hours.

-y
) 90

C =
~—— > 350°

Dual rotation

+ The lamp body can be rotated

horizontally at 350°, vertically
at 90°, accurate positioning,
adjustable for multi-directions.

+ Various power options for
different lighting requirements.
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LED Driver

1

on and off

source

W Im

2

Triac dim

system

W  Im optic

il
3

1-10 Vdim

code

LED AC 200-240V DC 500mA / 36V

2700K
18W 2315

18W 2315
3000K

18W 2470
18W 2470

18W 2720
18W 2720

source

W Im

20W 1780
20W 1780

20W 1900
20W 1900

20W 2090
20W 2090

system

W Im optic

24°
36°

24°
36°

24°
36°

DG31202.2
DG31202.3

DG31202.2
DG31202.3

DG31202.2
DG31202.3

code

LED AC 200-240V DC 900mA / 36V

2700K
32.4W

32.4W
32.4W
3000K
32.4W
32.4W
32.4W
4000K
32.4W

32.4W

32.4W

40W
40W
40W

40W
40W
40W

40W
40W
40W

DG31402.1
DG31402.2
DG31402.3

DG31402.1
DG31402.2
DG31402.3

DG31402.1
DG31402.2
DG31402.3

colour  LED driver

02

02-12-13-14 1-2-4
02-12-13-14 1-2-4

LED driver

02-1

Colour

source
W Im

2700K
25.2W

25.2W
25.2W
3000K
25.2W
25.2W
25.2W

DG31302.1 02 g

4000K
25.2W

25.2W
25.2W

source
W Im

LED AC 200-240V DC 1050mA / 36V

2700K
38W 4445

38W 4445
38W 4445
3000K

38W 4784
38W 4784
38W 4784
4000K

38W 5265
38W 5265

38W 5265 02 3-14 1-2-4

Mat
Matt Bl

system

hite /

W Im

30W
30W
30W

30W
30W
30W

30W

30W
30W

system

W Im optic

45W
45W
45W

45W
45W
45W

45W
45W
45W

13
Ma
Matt Golden

optic code

LED AC 200-240V DC 700mA / 36V

DG31302.1
DG31302.1
DG31302.1

DG31302.1
DG31302.1

DG31302.1
DG31302.1
DG31302.1

code

DG31452.1
DG31452.2
DG31452.3

DG31452.1
DG31452.2
DG31452.3

DG31452.1
DG31452.2
DG31452.3

colour

colour

LED driver

LED driver

e

VL di

SN
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-
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High CRI chips.

There is avariety of beam angle for optional.lt has very good
physical heat dissipation with high precision die-casting
aluminum, so as to ensure long lifespan. With flicker free
driver and complaince with CE, SAA, UKCA certified.

Anti glare ring in black, clear, slight black, slight purple,
matt black for optional, which will be applied to different
scenarios perfectly.

355 degrees horizontally rotation of the lamp body.
Different connectors can be customized made to match

all range of the track lights in the market.
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Fino.H

LED track light 230V

s || [T
+45° 355°

139x35 270x35

'
CITEEEERN)
139x35 270x35

p20|| ERP ©

50000 a5t

@ High
lumen

+ High quality, high efficiency, high CRI chips.There is a
variety of beam angle for optional.lt has very good
physical heat dissipation with high precision die-casting
aluminum,so as to ensure long lifespan. With flicker free
driver and complaince with CE, SAA, UKCA certified.

+ A full range of surface mounted
and high voltage track lights.

Optics

-] |8

ol12° 030°-34° 040°-48°

+ Anti glare ring in black, clear, slight black, slight purple,
matt black for optional, which will be applied to different
scenarios perfectly.

+ 355 degrees horizontally rotation of the lamp body.

Different connectors can be customized made to match
all range of the track lights in the market.

Small size

Colour

LED Driver
- . ‘ O e
; 5 i O o o o
1 2 3 4 02 12 13 14
on and off Triac dim 1-10 V dim Dali Matt Black Matt White / Matt White/ Matt Black/
Matt Black Matt Golden Matt Golden
& e
355° 355°
—— 5 9 b 1l
© LU _| @5 =
o =
\aZaal 2o Vi am Ve i im T
- K
270x35
V|
139%35
source system source system
W Im W Im optic code colour  LED driver W Im W Im optic code colour  LED driver
LED AC 200-240V DC 250mA / 30V LED AC 200-240V DC 500mA / 30V
2700K 2700K
7.5W 650 10W 465 12° DG36111.1 02-12-13-14 1-2 15W 1210 20W 930 12° DG36211.1 02-12-13-14 1-2
7.5W 650 10W 465 34° DG36111.2 02-12-13-14 1-2 15W 1210 20W 930 34° DG36211.2 02-12-13-14 1-2
7.5W 650 10W 465 48° DG36111.3 02-12-13-14 1-2 15W 1210 20W 930 48° DG36211.3 02-12-13-14 1-2
3000K 3000K
7.5W 700 10W 500 12° DG36111.1 02-12-13-14 1-2 15W 1300 20W 1000 12° DG36211.1 02-12-13-14 1-2
7.5W 700 10W 500 34° DG36111.2 02-12-13-14 1-2 15W 1300 20W 1000 34° DG36211.2 02-12-13-14 1-2
7.5W 700 10W 500 48° DG36111.3 02-12-13-14 1-2 15W 1300 20W 1000 48° DG36211.3 02-12-13-14 1-2
4000K 4000K
7.5W 770 10W 550 12° DG36111.1 02-12-13-14 1-2 15W 1430 20W 1100 12° DG36211.1 02-12-13-14 1-2
7.5W 770 10W 550 34° DG36111.2 02-12-13-14 1-2 15W 1430 20W 1100 34° DG36211.2 02-12-13-14 1-2
7.5W 770 10W 550 48° DG36111.3 02-12-13-14 1-2 15W 1430 20W 1100 48° DG36211.3 02-12-13-14 1-2
Sy &
355° 355°
. S A
&“f“" [ G | =4
(o) Qo
O . r 3‘
&
i Vv Ve
rrrrwy 270x35
139x35
source system source system
W Im W Im optic code colour  LED driver W Im W Im optic code colour  LED driver
LED AC 200-240V DC 250mA / 30V LED AC 200-240V DC 500mA / 30V
2700K 2700K
7.5W 650 10W 465 12° DG36112.1 02-12-13-14 1-2 15W 1210 20W 930 12° DG36212.1 02-12-13-14 1-2
7.5W 650 10W 465 34° DG36112.2 02-12-13-14 1-2 15W 1210 20W 930 34° DG36212.2 02-12-13-14 1-2
7.5W 650 10W 465 48° DG36112.3 02-12-13-14 1-2 15W 1210 20W 930 48° DG36212.3 02-12-13-14 1-2
3000K 3000K
7.5W 700 10W 500 12° DG36112.1 02-12-13-14 1-2 15W 1300 20W 1000 12° DG36212.1 02-12-13-14 1-2
7.5W 700 10W 500 34° DG36112.2 02-12-13-14 1-2 15W 1300 20W 1000 34° DG36212.2 02-12-13-14 1-2
7.5W 700 10W 500 48° DG36112.3 02-12-13-14 1-2 15W 1300 20W 1000 48° DG36212.3 02-12-13-14 1-2
4000K 4000K
7.5W 770 10W 550 12° DG36113.1 02-12-13-14 1-2 15W 1430 20W 1100 12° DG36212.1 02-12-13-14 1-2
7.5W 770 10W 550 34° DG36113.2 02-12-13-14 1-2 15W 1430 20W 1100 34° DG36212.2 02-12-13-14 1-2
7.5W 770 10W 550 48° DG36113.3 02-12-13-14 1-2 15W 1430 20W 1100 48° DG36212.3 02-12-13-14 1-2
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Ab u Colour
') €
LED track light 230V O \Q @

02 12 13 14
Matt Black Matt White | Matt White/ Matt Black/
Matt Black Matt Golden Matt Golden

53505) White Black Silver Gold

N P
%\\@

DG34001

GU10 AC 200-240
Max 10W,bulb not include

2 60

p20 (| [O]|| © | ERP © P,f = High || Gy1o

50000 lumen

- With high quality raw Anti-glare ring can be changed
materials and surface Two lenses in one, two innovations
treatment. in a single lens. Maximum visual

- GU10 and anti-glare ring comfort ensured by a spill-ring inside
interchangingeable freely ; the lens.

Black , White , Silver , Golden
finish for option.

AN
1 B
r P
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Oéean. Treating the ocean well and
protecting beautiful homeland starts from you and me! |

-
-

Higherdumen efficiency up to 100-120Im/W.
Modular:designskamp source, front ring and
b
e pmtiglare ring changeable.

A== L orking with'insulation material.




Recy

LED recessed down light

Adjustable

lens lens Reflectar

Reflector

P—\

N s\ fadD /‘;\

€|

IPa4| | [O]

i ERP

- Higher lumen efficiency up to
100-120Im/W.

* Modular design, Lamp source,
front ring and anti glare ring,
back can changeable.

123

- Working with insulation material.
- Ocean plastic for future sustainability.
- Can do 3 CCT changing 2700-3300-4000K

Air tight design
-~
an v i 3 e
= bR o AR ~-Loop in loop out
jis) |
= 4 | P 5
¢ \
- o o ol
- e e =
Ocean plastic surface
cover changeable |White Black
!J .-
!.‘ o= | A
|
E 3
Metal surface couer changeable Matt White  |MattBlack  |Satin Nickel | Silver

Golden
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LED Driver Colour

=) 0o ! | )

: o il o) (¢]

1 2 3 4 02 12

on and off Triac dim 1-10Vdim Dali Matt Black Matt White |

Matt Black
+30 +30
© 68-80mm @ 68-80mm

source system source system
W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver
LED AC 220-240V DC 350mA / 18V LED AC 220-240V DC 350mA [/ 18V

2700K 2700K

6.3W 784 8W 560 45° TC18073.2 02-12 1-2-4 6.3W 784 8W 560 45° TC23073.2 02-12 1-2-4
3000K 3000K

6.3W 840 8W 600 45° TC18073.2 02-12 1-2-4 6.3W 840 8W 600 45° TC23073.2 02-12 1-2-4
4000K 4000K

6.3W 924 8W 660 45° TC18073.2 02-12 1-2-4 6.3W 924 8W 660 45° TC23073.2 02-12 1-2-4
5000K 5000K

6.3W 1000 8W 720 45° TC18073.2 02-12 1-2-4 6.3W 1000 8W 720 45° TC23073.2 02-12 1-2-4

+30 30
© 68-80mm © 68-80mm

source system source system

W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver
LED AC 220-240V DC 350mA / 15V LED AC 220-240V DC 350mA / 15V

2700K 2700K

6.3W 784 7W 560 40° TC18074.2 02-12 1-2-4 6.3W 784 7W 560 40° TC23074.2 02-12 1-2-4
3000K 3000K

6.3W 840 7W 600 40° TC18074.2 02-12 1-2-4 6.3W 840 7W 600 40° TC23074.2 02-12 1-2-4
4000K 4000K

6.3W 924 7W 660 40° TC18074.2 02-12 1-2-4 6.3W 924 7W 660 40° TC23074.2 02-12 1-2-4
5000K 5000K

6.3W 1000 7W 720 40° TC18074.2 02-12 1-2-4 6.3W 1000 7W 720 40° TC23074.2 02-12 1-2-4
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LED Driver Colour
= 0} ’ i (@)
= ° il P (@) O
1 2 3 4 02 12
on and off Triac dim 1-10V dim Dali Matt Black Matt White /
Matt Black
30 30
© 68-80mm © 68-80mm
source system source system
W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver
LED AC 220-240V DC 350mA /[ 18V LED AC 220-240V DC 350mA / 18V
2700K 2700K
6.3W 784 8W 560 45° TC19075.2 02-12 1-2-4 6.3W 784 8W 560 45° TC22071.2 02-12 1-2-4
3000K 3000K
6.3W 840 B8W 600 45° TC19075.2 02-12 1-2-4 6.3W 840 B8W 600 45° TC22071.2 02-12 1-2-4
4000K 4000K
6.3W 924 8W 660 45° TC19075.2 02-12 1-2-4 6.3W 924 8W 660 45° TC22071.2 02-12 1-2-4
5000K 5000K
6.3W 1000 8W 720 45° TC19075.2 02-12 1-2-4 6.3W 1000 8W 720 45° TC22071.2 02-12 1-2-4
+30 30
© 68-80mm © 68-80mm
source system source system
W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver
LED AC 220-240V DC 350mA / 15V LED AC 220-240V DC 350mA / 15V
2700K 2700K
6.3W 784 7W 560 40° TC19076.2 02-12 1-2-4 6.3W 784 7W 560 40° TC22072.2 02-12 1-2-4
3000K 3000K
6.3W 840 7W 600 40° TC19076.2 02-12 1-2-4 6.3W 840 7W 600 40° TC22072.2 02-12 1-2-4
4000K 4000K
6.3W 924 7W 660 40° TC19076.2 02-12 1-2-4 63W 924 7W 660 40° TC22072.2 02-12 1-2-4
5000K 5000K
6.3W 1000 7W 720 40° TC19076.2 02-12 1-2-4 6.3W 1000 7W 720 40° TC22072.2 02-12 1-2-4
o
=
@95
+ 30
© 73-83mm © 73-83mm
source system source system
W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver
LED AC 220-240V DC 350mA / 15V LED AC 220-240V DC 350mA / 18V
2700K 2700K
6.3W 784 7W 560 40° TC88076.2 02-12 1-2-4 6.3W 784 8W 560 45° TC88077.2 02-12 1-2-4
3000K 3000K
6.3W 840 7W 600 40° TC88076.2 02-12 1-2-4 6.3W 840 B8W 600 45° TC88077.2 02-12 1-2-4
4000K 4000K
6.3W 924 7W 660 40° TC88076.2 02-12 1-2-4 6.3W 924 8W 660 45° TC88077.2 02-12 1-2-4
5000K 5000K
6.3W 1000 7W 720 40° TC88076.2 02-12 1-2-4 6.3W 1000 8W 720 45° TC88077.2 02-12 1-2-4
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Agate

LED recessed down light

Adjustable

Adjustable

Adjustable

Agate

LED recessed down light

Cel @

%}% P20/ | [ ERP
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@ 55
@© 45mm

I
A

2 80
@© 68mm

Y
@

2 90
@ 75-80mm

* Imported COB LED, branded driver, - Springs at both sides for
imported IC make sure lamps high easy installation.
efficient/long lifespan/ energy saving. - UGR<12, low glaring, soft and

+ High quality aluminum alloy tender light.
die-casting heat sink, graceful - Various power options for
and high-end, perfect heat dissipation different requirements.

function make sure long lifespan. * Honeycomb and woven glass

as optional accessories.

Optics

o18°-24° a30°-36° a45°-50°

Interchangeable accessories

Wave lens
Filters in different colours
for interchange

€9

Spread lens

Changeable anti glare rings
in different colors

Matt black Matt silver Matt golden

+ Anti-glare rings at front, in
colours of matt black, matt
silver, glossy gold, glossy silver,
etc, is for different visual effects.

* Small pin hole and oval hole
can match different light spot
requirements

Linear spread Softening lens

Ty ad>

Polished silver Linear spread

Honeycomb
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LED Driver Colour

= o il s O o) O O

1 2 3 4 02 12 13 14
on and off Triac dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden

o iy

N

255
© 45mm

source system source system
W Im W Im optic code colour  LED driver W Im W Im optic code colour  LED driver
LED AC 200-240V DC 500mA / 10V LED AC 200-240V DC 200mA / 36V
2700K 2700K
5W 410 6W 290 18° TC53052.1 02-12-13-14 1-2-4 7.2W 880 9W 625 20° TC53073.1 02-12-13-14 1-2-4
5W 410 6W 290 24° TC53052.2 02-12-13-14 1-2-4 7.2W 880 9W 625 30° TC53073.2 02-12-13-14 1-2-4
5W 410 6W 290 36° TC53052.3 02-12-13-14 1-2-4 7.2W 880 9W 625 50° TC53073.3 02-12-13-14 1-2-4
3000K 3000K
5W 434 6W 310 18° TC53052.1 02-12-13-14 1-2-4 7.2W 938 9W 670 20° TC53073.1 02-12-13-14 1-2-4
5W 434 6W 310 24° TC53052.2 02-12-13-14 1-2-4 7.2W 938 9W 670 30° TC53073.2 02-12-13-14 1-2-4
5W 434 6W 310 36° TC53052.3 02-12-13-14 1-2-4 7.2W 938 9W 670 50° TC53073.3 02-12-13-14 1-2-4
4000K 4000K
5W 480 6W 340 18° TC53052.1 02-12-13-14 1-2-4 7.2W 1035 9W 740 20° TC53073.1 02-12-13-14 1-2-4
5W 480 6W 340 24° TC53052.2 02-12-13-14 1-2-4 7.2W 1035 9W 740 30° TC53073.2 02-12-13-14 1-2-4
5W 480 6W 340 36° TC53052.3 02-12-13-14 1-2-4 7.2W 1035 9W 740 50° TC53073.3 02-12-13-14 1-2-4

@® 75-80mm

source system

W Im W Im optic code colour  LED driver
LED AC 200-240V DC 260mA / 36V

2700K
9.4W 1240 12W 885 20° TC53103.1 02-12-13-14 1-2-4

9.4W 1240 12W 885 30° TC53103.2 02-12-13-14 1-2-4
9.4W 1240 12W 885 45° TC53103.3 02-12-13-14 1-2-4

3000K
9.4W 1330 12W 950 20° TC53103.1 02-12-13-14 1-2-4

9.4W 1330 12W 950 30° TC53103.2 02-12-13-14 1-2-4
9.4W 1330 12W 950 45° TC53103.3 02-12-13-14 1-2-4

4000K
9.4W 1465 12W 1045 20° TC53103.1 02-12-13-14 1-2-4

9.4W 1465 12W 1040 30° TC53103.2 02-12-13-14 1-2-4
9.4W 1465 12W 1045 45° TC53103.3 02-12-13-14 1-2-4
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Tank

LED recessed down light

Trimless

Tix Adjustable Tix

Tix Adjustable Tix

Tank

LED recessed down light

.u

~— s S — ' I 8
! . ;

N |
- =2
< 90x90r
© 90mm © 90mm m @ 90mm © 90mm <+ 90x90mm
9 102 9102 0102 x 102 @ 150 @ 150 O 160x 89
N & N J | » |

e - -— e an LB
© 75mm © 75mm R xTamen © 75mm © 75mm < 75x75mm
0 85 0 85 0 85x 85 9128 0128 0 141x 73

R Y I R

@ 60mm @ 60mm < 60x60mm @ 60mm @© 60mm < 60x60mm
0 65 0 65 0 65x 65 2 104 2 104 0 115x 58
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Tank

LED recessed down light

€| =

P20 | (O] ERP

+ With COB of high quality, high
efficiency and high colour rendering,
and lens for various optional angles,
the lamp has a long lifespan with
highly precise heatsink by die-casting,
and flicker-free driver which is
compatible of CE, SAA and UKCA.

Optics

a15° o24°

Interchangeable accessories

Changeable anti glare rings
in different colors

Interchangeable round hole
accessories and elliptical
hole accessories

133

+ By modular design, rings, heatsink,

* Design of sliced and asymmetric

- Tilting 30° vertically and rotating
355° horizontally, conveniently
focus on different objects.

reflector and drivers are easy to
get assembled and interchangeable.

+ Various accessories available: pin
hole, oval hole, honey comb,
of air flows. mixing filters, etc.

outlet, strengthens the convection

* Deep anti-glare: UGR<10

a36°

Wave lens
Filters in different colours
for interchange

€8

Spread lens Linear spread

Matt black Matt silver Matt golden Polished silver

Pin hole Oval hole

Softening len s

O TdY DD

Linear spread

Honeycomb

LED Driver

ﬂ L il

1 2 3 4

on and off Triac dim 1-10 V dim Dali

Colour

o o O

02 12 13

Matt Black Matt White /
Matt Black

Matt White
Matt Golden

@)

14

Matt Black
Matt Golden

)

Jus—.p
¢ >
~__7/
265
© 60mm
source system
W Im W Im optic code colour  LED driver

LED AC 200-240V DC 350mA / 15V

2700K
53W 400 75W 288 15° TC58073.1 02-12-13-14

53W 470 7.5W 335 24° TC58073.2 02-12-13-14
53W 610 7.5W 437 36° TC58073.3 02-12-13-14

1-2-4
1-2-4
1-2-4

3000K
53W 434 7.5W 310 15° TC58073.1 02-12-13-14

53W 504 7.5W 360 24° TC58073.2 02-12-13-14
53W 658 7.5W 470 36° TC58073.3 02-12-13-14

1-2-4
1-2-4
1-2-4

4000K
53W 475 75W 340 15° TC58073.1 02-12-13-14

53W 560 7.5W 400 24° TC58073.2 02-12-13-14
53W 728 75W 520 36° TC58073.3 02-12-13-14

1-2-4
1-2-4
1-2-4

2000-2800K
53W 630 7.5W 450 15° TC58073.1 02-12-13-14

53W 630 7.5W 450 24° TC58073.2 02-12-13-14
53W 630 7.5W 450 36° TC58073.3 02-12-13-14

1-2-4
1-2-4
1-2-4

source system

W Im W Im optic code colour

LED driver

source system

W Im W  Im optic code

colour LED driver

LED AC 200-240V DC 260mA /[ 36V

LED AC 200-240V DC 350mA / 36V

2700K

12.6W 1100 15W 845 15° TC58153.1 02-12-13-14 1-2-4
12.6W 1330 15W 1025 24° TC58153.2 02-12-13-14 1-2-4
12.6W 1690 15W 1300 36° TC58153.3 02-12-13-14 1-2-4

3000K

12.6W 1183 15W 910 15° TC58153.1 02-12-13-14 1-2-4
12.6W 1430 15W 1100 24° TC58153.2 02-12-13-14 1-2-4
12.6W 1820 15W 1400 36° TC58153.3 02-12-13-14 1-2-4

4000K

12.6W 1300 15W 1000 15° TC58153.1 02-12-13-14 1-2-4
12.6W 1575 15W 1210 24° TC58153.2 02-12-13-14 1-2-4
12.6W 2000 15W 1540 36° TC58153.3 02-12-13-14 1-2-4

2700K
9.4W 940 12W 670 15° TC58103.1

9.4W 1045 12W 745 24° TC58103.2
9.4W 1150 12W 820 36° TC58103.3

02-12-13-14
02-12-13-14
02-12-13-14

1-2-4
1-2-4
1-2-4

3000K
9.4W 1100 12W 720 15° TC58103.1

9.4W 1120 12W 800 24° TC58103.2
9.4W 1232 12W 880 36° TC58103.3

02-12-13-14
02-12-13-14
02-12-13-14

1-2-4
1-2-4
1-2-4

4000K
9.4W 1120 12W 800 15° TC58103.1

9.4W 1232 12W 880 24° TC58103.2
9.4W 1358 12W 970 36° TC58103.3

02-12-13-14
02-12-13-14
02-12-13-14

1-2-4
1-2-4
1-2-4
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LED Driver Colour

= Io) ] s (@) (0] O @)

1 2 3 4 02 12 13 14

on and off Triac dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden

source system source system

W Im W Im optic code colour  LED driver W Im W Im optic  code colour  LED driver

LED AC200-240V  DC 350mA [ 15V LED AC 200-240V DC 260mA / 36V

2700K 2700K

53W 400 7.5W 288 15° TC58074.1 02-12-13-14 1-2-4 94W 940 12W 670 15° TC58104.1 02-12-13-14 1-2-4

53W 470 7.5W 335 24° TC58074.2 02-12-13-14 1-2-4 9.4W 1045 12W 745 24° TC58104.2 02-12-13-14 1-2-4

5.3W 610 7.5W 437 36° TC58074.3 02-12-13-14 1-2-4 9.4W 1150 12W 820 36° TC58104.3 02-12-13-14 1-2-4

3000K 3000K

53W 434 75W 310 15° TC58074.1 02-12-13-14 1-2-4 9.4W 1100 12W 720 15° TC58104.1 02-12-13-14 1-2-4

5.3W 504 7.5W 360 24° TC58074.2 02-12-13-14 1-2-4 9.4W 1120 12W 800 24° TC58104.2 02-12-13-14 1-2-4

5.3W 658 7.5W 470 36° TC58074.3 02-12-13-14 1-2-4 9.4W 1232 12W 880 36° TC58104.3 02-12-13-14 1-2-4

4000K 4000K

53W 475 7.5W 340 15° TC58074.1 02-12-13-14 1-2-4 9.4W 1120 12W 800 15° TC58104.1 02-12-13-14 1-2-4

53W 560 7.5W 400 24° TC58074.2 02-12-13-14 1-2-4 9.4W 1232 12W 880 24° TC58104.2 02-12-13-14 1-2-4

53W 728 75W 520 36° TC58074.3 02-12-13-14 1-2-4 9.4W 1358 12W 970 36° TC58104.3 02-12-13-14 1-2-4

2000-2800K

53W 630 7.5W 450 15° TC58074.1 02-12-13-14 1-2-4

53W 630 7.5W 450 24° TC58074.2 02-12-13-14 1-2-4

53W 630 7.5W 450 36° TC58074.3 02-12-13-14 1-2-4

source system

W Im W Im optic code colour

LED driver

LED AC 200-240V DC 350mA / 36V

2700K

12.6W 1100 15W 845 15° TC58154.1 02-12-13-14 1-2-4
12.6W 1330 15W 1025 24° TC58154.2 02-12-13-14 1-2-4

12.6W 1690 15W 1300 36° TC58154.3 02-12-13-1

4 1-2-4

3000K

12.6W 1183 15W 910 15° TC58154.1 02-12-13-14 1-2-4
12.6W 1430 15W 1100 24° TC58154.2 02-12-13-14 1-2-4
12.6W 1820 15W 1400 36° TC58154.3 02-12-13-14 1-2-4

4000K
12.6W 1300 15W 1000 15° TC58154.1 02-12-13-1

12.6W 1575 15W 1210 24° TC58154.2 02-12-13-1
12.6W 2000 15W 1540 36° TC58154.3 02-12-13-1

4 1-2-4
4 1-2-4
4 1-2-4

LED Driver Colour

o | ~ =

= il B O (o) O O
1 2 3 4 02 12 13 14
on and off Triac dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black

Matt Black Matt Golden Matt Golden
—
=
65Xx65 85x85
< 60x60mm < 75X75mm

source system source system

W Im W Im optic code colour  LED driver W Im W  Im optic code colour LED driver
LED AC 200-240V DC 350mA/ 15V LED AC 200-240V DC 260mA [ 36V

2700K 2700K

53W 400 7.5W 288 15° TC58077.1 02-12-13-14 1-2-4 9.4W 940 12W 670 15° TC58107.1 02-12-13-14 1-2-4
53W 470 7.5W 335 24° TC58077.2 02-12-13-14 1-2-4 9.4W 1045 12W 745 24° TC58107.2 02-12-13-14 1-2-4
53W 610 7.5W 437 36° TC58077.3 02-12-13-14 1-2-4 9.4W 1150 12W 820 36° TC58107.3 02-12-13-14 1-2-4
3000K 3000K

53W 434 7.5W 310 15° TC58077.1 02-12-13-14 1-2-4 9.4W 1100 12W 720 15° TC58107.1 02-12-13-14 1-2-4
53W 504 75W 360 24° TC58077.2 02-12-13-14 1-2-4 9.4W 1120 12W 800 24° TC58107.2 02-12-13-14 1-2-4
53W 658 75W 470 36° TC58077.3 02-12-13-14 1-2-4 9.4W 1232 12W 880 36° TC58107.3 02-12-13-14 1-2-4
4000K 4000K

53W 475 7.5W 340 15° TC58077.1 02-12-13-14 1-2-4 9.4W 1120 12W 800 15° TC58107.1 02-12-13-14 1-2-4
53W 560 7.5W 400 24° TC58077.2 02-12-13-14 1-2-4 9.4W 1232 12W 880 24° TC58107.2 02-12-13-14 1-2-4
53W 728 7.5W 520 36° TC58077.3 02-12-13-14 1-2-4 9.4W 1358 12W 970 36° TC58107.3 02-12-13-14 1-2-4
2000-2800K

53W 630 7.5W 450 15° TC58077.1 02-12-13-14 1-2-4

53W 630 7.5W 450 24° TC58077.2 02-12-13-14 1-2-4

53W 630 7.5W 450 36° TC58077.3 02-12-13-14 1-2-4

102x102
< 90x90mm

source system
W Im W Im optic  code colour  LED driver

LED AC 200-240V DC 350mA / 36V

2700K

12.6W 1100 15W 845 15° TC58157.1 02-12-13-14 1-2-4
12.6W 1330 15W 1025 24° TC58157.2 02-12-13-14 1-2-4
12.6W 1690 15W 1300 36° TC58157.3 02-12-13-14 1-2-4

3000K

12.6W 1183 15W 910 15° TC58157.1 02-12-13-14 1-2-4
12.6W 1430 15W 1100 24° TC58157.2 02-12-13-14 1-2-4
12.6W 1820 15W 1400 36° TC58157.3 02-12-13-14 1-2-4

4000K

12.6W 1300 15W 1000 15° TC58157.1 02-12-13-14 1-2-4
12.6W 1575 15W 1210 24° TC58157.2 02-12-13-14 1-2-4
12.6W 2000 15W 1540 36° TC58157.3 02-12-13-14 1-2-4
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LED Driver Colour

- 0) i C 'a

r = o) o o O

1 2 3 4 02 12 13 14

on and off Triac dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden

source system source system

W Im W Im optic code colour  LED driver W Im W Im optic code colour LED driver

LED AC 200-240V DC 350mA [ 15V LED AC 200-240V DC 260mA [ 36V

2700K 2700K

53W 400 7.5W 288 15° TC58075.1 02-12-13-14 1-2-4 9.4W 940 12W 670 15° TC58105.1 02-12-13-14 1-2-4

5.3W 470 7.5W 335 24° TC58075.2 02-12-13-14 1-2-4 9.4W 1045 12W 745 24° TC58105.2 02-12-13-14 1-2-4

53W 610 7.5W 437 36° TC58075.3 02-12-13-14 1-2-4 9.4W 1150 12W 820 36° TC58105.3 02-12-13-14 1-2-4

3000K 3000K

53W 434 75W 310 15° TC58075.1 02-12-13-14 1-2-4 9.4W 1100 12W 720 15° TC58105.1 02-12-13-14 1-2-4

53W 504 7.5W 360 24° TC58075.2 02-12-13-14 1-2-4 9.4W 1120 12W 800 24° TC58105.2 02-12-13-14 1-2-4

53W 658 7.5W 470 36° TC58075.3 02-12-13-14 1-2-4 9.4W 1232 12W 880 36° TC58105.3 02-12-13-14 1-2-4

4000K 4000K

53W 475 7.5W 340 15° TC58075.1 02-12-13-14 1-2-4 9.4W 1120 12W 800 15° TC58105.1 02-12-13-14 1-2-4

53W 560 7.5W 400 24° TC58075.2 02-12-13-14 1-2-4 9.4W 1232 12W 880 24° TC58105.2 02-12-13-14 1-2-4

53W 728 7.5W 520 36° TC58075.3 02-12-13-14 1-2-4 9.4W 1358 12W 970 36° TC58105.3 02-12-13-14 1-2-4

2000-2800K

53W 630 7.5W 450 15° TC58075.1 02-12-13-14 1-2-4

53W 630 7.5W 450 24° TC58075.2 02-12-13-14 1-2-4

53W 630 7.5W 450 36° TC58075.3 02-12-13-14 1-2-4

source

system
W Im W

125

Im optic code

colour

LED driver

LED AC 200-240V DC 350mA / 36V

2700K

12.6W
12.6W
12.6W

1100 15W
1330 15W
1690 15W

845
1025
1300

15°
24°
36°

TC58155.1
TC58155.2
TC58155.3

02-12-13-14
02-12-13-14
02-12-13-14

1-2-4
1-2-4
1-2-4

3000K
12.6W

12.6W
12.6W

1183 15W
1430 15W
1820 15W

910
1100
1400

15°
24°
36°

TC58155.1
TC58155.2
TC58155.3

02-12-13-14
02-12-13-14
02-12-13-14

1-2-4
1-2-4
1-2-4

4000K
12.6W

12.6W
12.6W

1300 15W
1575 15W
2000 15W

1000
1210
1540

15°
24°

TC58155.1
TC58155.2
TC58155.3

02-12-13-14
02-12-13-14
02-12-13-14

1-2-4
1-2-4
1-2-4
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LED Driver Colour

- | E“j o © () @

1 2 3 4 02 12 13 14

e e o . e Vet bt Vit Gl Vit Gotgr
8

source system source system

W Im W Im optic code colour  LED driver W Im W  Im optic code colour LED driver

LED AC200-240V DC 350mA / 15V LED AC 200-240V DC 260mA / 36V

2700K 2700K

53W 400 7.5W 288 15° TC58076.1 02-12-13-14 1-2-4 9.4W 940 12W 670 15° TC58106.1 02-12-13-14 1-2-4

53W 470 7.5W 335 24° TC58076.2 02-12-13-14 1-2-4 9.4W 1045 12W 745 24° TC58106.2 02-12-13-14 1-2-4

53W 610 7.5W 437 36° TC58076.3 02-12-13-14 1-2-4 9.4W 1150 12W 820 36° TC58106.3 02-12-13-14 1-2-4

3000K 3000K

53W 434 75W 310 15° TC58076.1 02-12-13-14 1-2-4 9.4W 1100 12W 720 15° TC58106.1 02-12-13-14 1-2-4

53W 504 7.5W 360 24° TC58076.2 02-12-13-14 1-2-4 9.4W 1120 12W 800 24° TC58106.2 02-12-13-14 1-2-4

53W 658 7.5W 470 36° TC58076.3 02-12-13-14 1-2-4 9.4W 1232 12W 880 36° TC58106.3 02-12-13-14 1-2-4

4000K 4000K

53W 475 7.5W 340 15° TC58076.1 02-12-13-14 1-2-4 9.4W 1120 12W 800 15° TC58106.1 02-12-13-14 1-2-4

53W 560 7.5W 400 24° TC58076.2 02-12-13-14 1-2-4 9.4W 1232 12W 880 24° TC58106.2 02-12-13-14 1-2-4

53W 728 75W 520 36° TC58076.3 02-12-13-14 1-2-4 9.4W 1358 12W 970 36° TC58106.3 02-12-13-14 1-2-4

2000-2800K

53W 630 7.5W 450 15° TC58076.1 02-12-13-14 1-2-4

53W 630 7.5W 450 24° TC58076.2 02-12-13-14 1-2-4

53W 630 7.5W 450 36° TC58076.3 02-12-13-14 1-2-4

source

system
W Im W

Im optic  code

colour

LED driver

LED AC 200-240V DC 350mA / 36V

2700K

12.6W 1100
12.6W 1330 15W 1025
12.6W 1690 15W 1300

15W 845

15°
24°
36°

TC58156.1
TC58156.2
TC58156.3

02-12-13-14 1-2-4
02-12-13-14 1-2-4
02-12-13-14 1-2-4

3000K

12.6W 1183
12.6W 1430 15W 1100
12.6W 1820 15W 1400

15W 910

15°
24°
36°

TC58156.1
TC58156.2
TC58156.3

02-12-13-14 1-2-4
02-12-13-14 1-2-4
02-12-13-14 1-2-4

4000K

12.6W 1300 15W 1000
12.6W 1575 15W 1210
12.6W 2000 15W 1540

15°
24°
36°

TC58156.1
TC58156.2
TC58156.3

02-12-13-14 1-2-4
02-12-13-14 1-2-4
02-12-13-14 1-2-4
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LED Driver

o o ] b
1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour

o o (@] @)

02 12 13 14
Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden

58%x58
115x58
< 60x60mm
source system
W Im W Im optic code colour  LED driver

LED AC 200-240V DC 350mA / 15V

2700K
53W 400 7.5W 288 15° TC58078.1 02-12-13-14 1-2-4
53W 470 7.5W 335 24° TC58078.2 02-12-13-14 1-2-4
53W 610 7.5W 437 36° TC58078.3 02-12-13-14 1-2-4
3000K
53W 434 75W 310 15° TC58078.1 02-12-13-14 1-2-4
53W 504 75W 360 24° TC58078.2 02-12-13-14 1-2-4
53W 658 7.5W 470 36° TC58078.3 02-12-13-14 1-2-4
4000K
53W 475 75W 340 15° TC58078.1 02-12-13-14 1-2-4
53W 560 7.5W 400 24° TC58078.2 02-12-13-14 1-2-4
53W 728 7.5W 520 36° TC58078.3 02-12-13-14 1-2-4
2000-2800K
53W 630 7.5W 450 15° TC58078.1 02-12-13-14 1-2-4
53W 630 7.5W 450 24° TC58078.2 02-12-13-14 1-2-4
53W 630 7.5W 450 36° TC58078.3 02-12-13-14 1-2-4
Yo}
o
89x89
16089
<+ 90x90mm
source system
W Im W Im optic code colour  LED driver
LED AC 200-240V DC 350mA [ 36V
2700K
12.6W 1100 15W 845 15° TC58158.1 02-12-13-14 1-2-4
12.6W 1330 15W 1025 24° TC58158.2 02-12-13-14 1-2-4
12.6W 1690 15W 1300 36° TC58158.3 02-12-13-14 1-2-4
3000K
12.6W 1183 15W 910 15° TC58158.1 02-12-13-14 1-2-4
12.6W 1430 15W 1100 24° TC58158.2 02-12-13-14 1-2-4
12.6W 1820 15W 1400 36° TC58158.3 02-12-13-14 1-2-4
4000K
12.6W 1300 15W 1000 15° TC58158.1 02-12-13-14 1-2-4
12.6W 1575 15W 1210 24° TC58158.2 02-12-13-14 1-2-4
12.6W 2000 15W 1540 36° TC58158.3 02-12-13-14 1-2-4
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®
=
141X73
< 75X75mm
source system
W Im W  Im optic code colour LED driver

LED AC 200-240V DC 260mA / 36V

2700K
9.4W 940 12W 670 15° TC58108.1 02-12-13-14 1-2-4

9.4W 1045 12W 745 24° TC58108.2 02-12-13-14 1-2-4
9.4W 1150 12W 820 36° TC58108.3 02-12-13-14 1-2-4

3000K
9.4W 1100 12W 720 15° TC58108.1 02-12-13-14 1-2-4

9.4W 1120 12W 800 24° TC58108.2 02-12-13-14 1-2-4
9.4W 1232 12W 880 36° TC58108.3 02-12-13-14 1-2-4

4000K
9.4W 1120 12W 800 15° TC58108.1 02-12-13-14 1-2-4

9.4W 1232 12W 880 24° TC58108.2 02-12-13-14 1-2-4
9.4W 1358 12W 970 36° TC58108.3 02-12-13-14 1-2-4
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LED recessed down light
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Tuna

LED recessed down light

g @D o

- Imported COB LED ,branded driver, * Reflector at front,easy to maintain
imported IC ensure lamps high and clean.
efficient/ long lifespan/ energy saving. - The reflector is made of imported PC
- High quality aluminum alloy materials,precise injection molding,
die-casting heat sink,graceful and vacuum plating,high light reflection
high-end,perfect heat dissipation ratio.
function make sure long lifespan - Springs at both sides are for easy
- Advanced power coating technology, installation.

finish can be customized.

Optics

©20° o240

Anti-glare

Mormally the visual range of human's eyes is between 30° above horizontal
and 60° below. Any dazzling light between this extent is called glraing.The
angle of light emitted by Diaman's lamps,isregulated within 307 thus the
glaring hazard is well under control.

143

- Fixed, tiltable, wall washer, trimless

as options, power from 15W to 30W,
match with different installing and
lumen requirement.

- UGR<12, low glaring, soft and

tender light.

Fixed

aliw
'__ _L_‘ Trimless

Black

€

Tiltable

LED Driver

o ]| ol

1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour

(@) o O O

Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden

@110
@ Z2mm
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 350mA [ 36V

2700K
12.6W 1180 15W 840 24° TC54153.2 02-12-13-14 1-2-4
3000K
12.6W 1260 15W 900 24° TC54153.2 02-12-13-14 1-2-4
4000K

12.6W 1390 15W 990 24° TC54153.2 02-12-13-14 1-2-4

source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 500mA / 36V

2700K
18W 1690 20W 1300 24° TC54203.2 02-12-13-14 1-2-4
3000K
18W 1820 20W 1400 24° TC54203.2 02-12-13-14 1-2-4
4000K

18W 2000 20W 1540 24° TC54203.2 02-12-13-14 1-2-4

= e

source system

W Im W Im optic code colour  LED driver

LED AC200-240V DC 700mA | 36V

2700K
25.2W 2540 30W 1955 20° TC54303.2 02-12-13-14 1-2-4
3000K
252W 2730 30W 2100 20° TC54303.2 02-12-13-14 1-2-4
4000K

25.2W 3000 30W 2310 20° TC54303.2 02-12-13-14 1-2-4

7 - 28
s £)
s A

<>
2110
385"
@ 22mm

source system
W Im W Im optic code colour  LED driver
LED AC 200-240V DC 350mA [ 36V
2700K
12.6W 1180 15W 840 24° TC54154.2 02-12-13-14 1-2-4
3000K
12.6W 1260 15W 900 24° TC54154.2 02-12-13-14 1-2-4
4000K

12.6W 1386 15W 990 24° TC54154.2 02-12-13-14 1-2-4

© 120mm

source system
W Im W Im optic code colour LED driver

LED AC200-240V DC 500mA [ 36V

2700K
18W 1690 20W 1300 24° TC54204.2 02-12-13-14 1-2-4
3000K
18W 1820 20W 1400 24° TC54204.2 02-12-13-14 1-2-4
4000K

18W 2000 20W 1540 24° TC54204.2 02-12-13-14 1-2-4

@ 150mm

source system

W Im W Im optic code colour LED driver

LED AC200-240V DC 700mA | 36V

2700K
25.2W 2540 30W 1950 20° TC54304.2 02-12-13-14 1-2-4
3000K
25.2W 2730 30W 2100 20° TC54304.2 02-12-13-14 1-2-4
4000K

25.2W 3000 30W 2310 20° TC54304.2 02-12-13-14 1-2-4
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LED Driver
m D | ALl
, T

1 2 3 4

an and off Triac dim 1-10 dim Dali

(@) O

02 12 13 14

Matt Black Matt White [ Matt White Matt Black
Matt Black Matt Golden Matt Goiden

@ 92mm
source system
W Im W Im optic code colour LED driver
LED AC200-240V DC 350mA [ 36V
2700K
12.6W 1180 15W 840 24° TC54155.2 02-12-13-14 1-2-4
3000K
12.6W 1260 15W 900 24° TC54155.2 02-12-13-14 1-2-4
4000K

12.6W 1390 15W 990 24° TC54155.2 02-12-13-14 1-2-4

>

source system
W Im W Im optic code colour LED driver

LED AC200-240V DC 500mA [ 36V

@200
@ 120mm

2700K
18W 1690 20W 1300 24° TC54205.2 02-12-13-14 1-2-4
3000K
18W 1820 20W 1400 24° TC54205.2 02-12-13-14 1-2-4
4000K

18W 2000 20W 1540 24° TC54205.2 02-12-13-14 1-2-4

source system

W Im W Im optic code colour LED driver

LED AC200-240V DC700mA [ 36V

2700K
25.2W 2540 30W 1955 20° TC54305.2 02-12-13-14 1-2-4
3000K
25.2W 2730 30W 2100 20° TC54305.2 02-12-13-14 1-2-4
4000K

25.2W 3000 30W 2310 20° TC54305.2 02-12-13-14 1-2-4
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TR
©o0
516_0
355"

@ 92mm

source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 350mA [ 36V

2700K
12.6W 1180 15W 840 24° TC54156.2 02-12-13-14 1-2-4
3000K
12.6W 1260 15W 900 24° TC54156.2 02-12-13-14 1-2-4
4000K

12.6W 1390 15W 990 24° TC54156.2 02-12-13-14 1-2-4

@ 120mm

source system
W Im W Im optic code colour LED driver

LED AC200-240V DC 500mA [ 36V

2700K
18W 1690 20W 1300 24° TC54206.2 02-12-13-14 1-2-4
3000K
18W 1820 20W 1400 24° TC54206.2 02-12-13-14 1-2-4
4000K

18W 2000 20W 1540 24° TC54206.2 02-12-13-14 1-2-4

179

@ 150mm

source system
W Im W Im optic code colour LED driver

LED AC200-240V DC700mA [ 36V

2700K
252W 2540 30W 1950 20° TC54306.2 02-12-13-14 1-2-4
3000K
25.2W 2730 30W 2100 20° TC54306.2 02-12-13-14 1-2-4
4000K

25.2W 3000 30W 2310 20° TC54306.2 02-12-13-14 1-2-4
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Huzzi

LED recessed down light

Tix

Adjustable

8170
@ 155mm
9140
& 125mm
8120 & 105mm & 105mm
\ /
@98 @ 88-90mm @ 88-90mm
\
0 88 @ B0-B3mm @ 80-B3mm
s\
875 @ 68-T0mm @ 68-70mm

147

UL

/

o

Trimless
Tix Adjustable
\ £
-k 9030mm gk 90A0mm
Nl 7S : 3
20 < 83@Imm
— Il
£
«+ 707 0mm «+ 707 0mm

Huzzi

LED recessed down light

098 x98

O 88 x 88

O75x75
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Huzzi

LED recessed down light

q3

@

IPa4| | (O] ERP

+ Energy saving with latest genuine
imported COB, brand driver with
imported IC, ensure the long life
span, efficiency and energy-saving.

+ Die-casting heatsink made from
high grade aluminum alloy, long
lifespan guaranteed by advanced

design of heatsink.

Optics

149

o24°

o36°

+ High efficient, energy saving,

eco-friendly downlight, with
latest genuine imported COB,
perfectly restores the original
vivid colour. Improved appearance

creates a comfortable atmosphere.

Long lifespan up to 50,000 hours.

o45°

+ Specially designed optical system,

with high light transmittance
protective diffuser, produces
precise, highly efficient, natural
and soft light output.

- Different wattage available, for

o60°

various space needs.

+ With simple and compact structure,
in aerodynamics design, the heat
sink made from good aluminum
alloy, creates better thermal performance

The width of trim is < 5mm for wattage from 6~15W;
< 9mm for 20W.

LED Driver

ﬂ L il

1 2 3 4

on and off Triac dim 1-10 V dim Dali

Colour
O @) DE( [x]
01 02 01 02

Matt White Matt Black Matt White Matt Black

source system

W Im W Im optic code colour LED driver
LED AC200-240V DC 350mA/ 15V

2700K

53W 710 7W 510 36° TC68051.2 01-02 1-2-4
3000K

53W 770 7W 550 36° TC68051.2 01-02 1-2-4
4000K

53W 850 7W 605 36° TC68051.2 01-02 1-2-4
2000-2800K

53W 585 7W 450 3

[=2]

° TC68051.2 01-02 1-2-4

288

Sl

+25°

© 80-83mm

source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 260mA / 36V
2700K
9.4W 1030 12W 735 36° TC68101.2 01-02 1-2-4
3000K
9.4W 1106 12W 790 36° TC68101.2 01-02 1-2-4
4000K

9.4W 1220 12W 870 36° TC68101.2 01-02 1-2-4

@ 88-90mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 350mA / 36V
2700K
12.6W 1560 16W 1200 36° TC68151.2 01-02 1-2-4
3000K
12.6W 1677 16W 1290 36° TC68151.2 01-02 1-2-4
4000K

12.6W 1850 16W 1420 36° TC68151.2 01-02 1-2-4

©® 105mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 500mA / 36V
2700K
18W 2540 20W 1955 36° DC21202.2 01-02 1-2-4
3000K
18W 2730 20W 2100 36° DC21202.2 01-02 1-2-4
4000K

18W 3000 20W 2310 36° DC21202.2 01-02 1-2-4

@® 125mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 700mA / 36V
2700K
252W 3150 30W 2420 60° DC21302.3 01-02 1-2-4
3000K
25.2W 3380 30W 2600 60° DC21302.3 01-02 1-2-4
4000K

25.2W 3720 30W 2860 60° DC21302.3 01-02 1-2-4

@170
@ 155mm

source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 900mA / 36V
2700K
32.4W 4230 40W 3255 60° DC21402.3 01-02 1-2-4
3000K
32.4W 4550 40W 3500 60° DC21402.3 01-02 1-2-4
4000K

32.4W 5005 40W 3850 60° DC21402.3 01-02 1-2-4
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LED Driver Colour
- ! D ) =
j “ ] O O 0E( (<]
1 2 3 4 01 02 01 02
on and off Triac dim 1-10 V dim Dali Matt White Matt Black Matt White Matt Black
<
[ce)
a75
@© 68-70mm © 105mm
Shilitce system source system
W Im W Im optic code colour LED driver W Im W Im optic  code colour LED driver
LED AC 200-240V  DC 350mA / 15V LED AC200-240V  DC 500mA / 36V
2700K 2700K
53W 710 7W 510 36° TC68052.2 01-02 1-2-4 18W 2420 225W 1860 24° DC21203.1 01-02 1-2-4
3000K 18W 2420 225W 1860 45° DC21203.2 01-02 1-2-4
53W 770 7W 550 36° TC68052.2 01-02 1-2-4
4000K 3000K
53W 850 7W 605 36° TC68052.2 01-02 1-2-4 18W 2600 22.5W 2000 24° DC21203.1 01-02 1-2-4
2000-2800K 18W 2600 22.5W 2000 45° DC21203.2 01-02 1-2-4
53W 585 7W 450 36° TC68052.2 01-02 1-2-4
4000K
18W 2860 22.5W 2200 24° DC21203.1 01-02 1-2-4
18W 2860 22.5W 2200 45° DC21203.2 01-02 1-2-4

288

@ 80-83mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 260mA / 36V
2700K
9.4W 1030 12W 735 36° TC68102.2 01-02 1-2-4
3000K
9.4W 1106 12W 790 36° TC68102.2 01-02 1-2-4
4000K

9.4W 1220 12W 870 36° TC68102.2 01-02 1-2-4

@ 88-90mm
source system
W Im W  Im optic code colour LED driver
LED AC 200-240V DC 350mA / 36V
2700K
12.6W 1560 16W 1200 36° TC68152.2 01-02 1-2-4
3000K
12.6W 1677 16W 1290 36° TC68152.2 01-02 1-2-4
4000K

12.6W 1850 16W 1420 36° TC68152.2 01-02 1-2-4

LED Driver

- /o) | at

1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour

O @) 0=( [x]
01 02 01 02

Matt White Matt Black Matt White Matt Black

75x75

< 70x70mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 350mA [ 15V

2700K

53W 710 7W 510 36° TC68054.2 01-02 1-2-4
3000K

53W 770 7W 550 36° TC68054.2 01-02 1-2-4
4000K

53W 850 7W 605 36° TC68054.2 01-02 1-2-4
2000-2800K

53W 585 7W 450 36° TC68054.2 01-02 1-2-4

88x88

< 83x83mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 260mA / 36V

2700K

9.4W 1030 12W 735 36° TC68104.2 01-02 1-2-4
3000K

9.4W 1106 12W 790 36° TC68104.2 01-02 1-2-4
4000K

9.4W 1220 12W 870 36° TC68104.2 01-02 1-2-4

98x98
< 90x90mm

source system
W Im W Im optic  code colour LED driver
LED AC 200-240V DC 350mA / 36V
2700K
12.6W 1560 16W 1200 36° TC68154.2 01-02 1-2-4
3000K
12.6W 1677 16W 1290 36° TC68154.2 01-02 1-2-4
4000K

12.6W 1850 16W 1420 36° TC68154.2 01-02 1-2-4

N
+25°
< 70x70mm

source system
W Im W Im optic code colour LED driver
LED AC 200-240V  DC 350mA [ 15V
2700K
53W 715 7W 510 36° TC68055.2 01-02 1-2-4
3000K
53W 770 7W 550 36° TC68055.2 01-02 1-2-4
4000K

53W 850 7W 605 3

2]

° TC68055.2 01-02 1-2-4

2000-2800K
53W 585 7W 450 3

2]

° TC68055.2 01-02 1-2-4

< 83x83mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 260mA / 36V

2700K

9.4W 1030 12W 735 36° TC68105.2 01-02 1-2-4
3000K

9.4W 1106 12W 790 36° TC68105.2 01-02 1-2-4
4000K

9.4W 1220 12W 870 36° TC68105.2 01-02 1-2-4

98x98

N ot

4257

< 90x90mm

source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 350mA / 36V
2700K
12.6W 1560 16W 1200 36° TC68155.2 01-02 1-2-4
3000K
12.6W 1677 16W 1290 36° TC68155.2 01-02 1-2-4
4000K

12.6W 1980 16W 1420 36° TC68155.2 01-02 1-2-4
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Mega

LED recessed down light

Mega

LED recessed down light

Adjustable

< 425x90mm

Tix
\
< 295x90mm
O 444 x 104

’ ‘ I ’/ ‘
< 173x35mm < 253x35mm < 333x35mm
0262 x 44 0342 x.44 0311 x104
< 425x145mm

\

.
=
< 39x35mm < 93x35mm
O 48 x 44 00102 x 44 0182 x 44
< 405x37mm < 295x145mm
0311 x 159 0 444 x 159

/‘“ /&\ /
4 ~N L3
< 273x37mm N
0413 x45

=
: A
< 37x37mm <> 68x37mm < 140x37mm
045 x 45 0O 75 x 45 0O 147 x 45 0O 280 x 45

154

153



Mega

LED recessed down light

1]

Tix

-k 40x43mm

O b5 x 55

i e el
- 125:40mm

0O 131x55

T, ! ] Bl Smnt¥
=+ 201x49mm

0 207 x 55

-« 390x40mm

0 397 x 55

=+ B7xBTmm

093 x93

-~ 126x126mm

oO131x 131

155

-+ 434 1mm

O41x72

Mega

LED recessed down light

Trimless

Tix

. 3
Ny 1

i |

- T4 1mm - 1454 1mm - TTx41mm

- 40x41mm

o71x72 0143x72 0276 x 72 0408 x 72

156



LED Driver

o _ |
- L | ‘
1 2 3 4

on and off Triac dim 1-10 V dim Dali

Colour
02 12

Matt Black Matt White /
Black

o
0
48 x 44

< 39x35mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 500mA / 3V
2700K
1.5W 234 2W 167 45° TC36022.2 02-12 1-2-4
3000K
1.5W 252 2W 180 45° TC36022.2 02-12 1-2-4
4000K

1.5W 280 2W 198 45° TC36022.2 02-12 1-2-4

- 102x44

< 93x35mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 500mA [ 9V
2700K
45W 390 6W 280 45° TC36063.2 02-12 1-2-4
3000K
45W 420 6W 300 45° TC36063.2 02-12 1-2-4
4000K

45W 460 6W 330 45° TC36063.2 02-12 1-2-4

=
NN

182x 44

< 173x35mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 500mA [ 18V

2700K

9W 785 12W 560 45° TC36123.2 02-12 1-2-4
3000K

9W 840 12W 600 45° TC36123.2 02-12 1-2-4
4000K

9W 925 12W 660 45° TC36123.2 02-12 1-2-4

157

262 x 44

< 253x35mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 500mA / 27V

2700K
13.5W 1180 16W 840 45° TC36163.2 02-12 1-2-4

3000K
13.5W 1170 16W 900 45° TC36163.2 02-12 1-2-4

4000K
13.5W 1385 16W 990 45° TC36163.2 02-12 1-2-4

342 x 44

< 333x35mm

source system

W Im W Im optic code  colour LED driver
LED AC 200-240V DC 500mA / 36V

2700K

18W 1450 225 1116 45° TC36203.1 02-12 1-2-4
3000K

18W 1560 22.5 1200 45° TC36203.1 02-12 1-2-4
4000K

18W 1716 225 1320 45° TC36203.1 02-12 1-2-4

LED Driver

= o il s
I
2

1 3 4

on and off Triac dim 1-10V dim Dali

Colour

= a

02 12

Matt Black Matt White /
Black

9 L

< 37x37mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 700mA [ 3V

2700K

2W 155 3W 111 45° TC36023.2 02-12 1-2-4
3000K

2W 168 3W 120 45° TC36023.2 02-12 1-2-4
4000K

2W 180 3W 130 45° TC36023.2 02-12 1-2-4

(]
<

¢y

< 68x37mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V  DC 500mA [ 9V

2700K

45W 275 6W 195 45° TC36042.1 02-12 1-2-4
3000K

45W 295 6W 210 45° TC36042.1 02-12 1-2-4
4000K

4.5W 320 6W 230 45° TC36042.1 02-12 1-2-4

o H O] £

< 3( ‘\
[ |
< 140x37mm

source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 600mA / 15V
2700K
9W 845 1MW 604 45° TC36102.2 02-12 1-2-4
3000K
9W 910 1MW 650 45° TC36102.2 02-12 1-2-4
4000K

9W 1000 11W 715 45° TC36102.2 02-12 1-2-4

< 273x37mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 600mA / 30V

2700K

18W 1660 22.5W 1275 45° TC36202.2 02-12 1-2-4
3000K

18W 1781 22.5W 1370 45° TC36202.2 02-12 1-2-4
4000K

18W 1960 22.5W 1507 45° TC36202.2 02-12 1-2-4

< 405x37mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 600mA / 45V

2700K

22.5W 2300 30W 1770 45° TC36302.2 02-12 1-2-4
3000K

22.5W 2470 30W 1900 45° TC36302.2 02-12 1-2-4
4000K

22.5W 2720 30W 2090 45° TC36302.2 02-12 1-2-4
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LED Driver

- 7o) il boa

1 2 3 4

on and off Triac dim 1-10 Vdim Dali

Colour
02 12

Matt Black Matt White /
Black

< 295x90mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 600mA / 30V
2700K
18W 1510 22.5W 1160 45° TC37202.2 02-12 1-2-4
3000K
18W 1625 22.5W 1250 45° TC37202.2 02-12 1-2-4
4000K

18W 1780 22.5W 1375 45° TC37202.2 02-12 1-2-4

N ]
< 425x90mm
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 600mA / 45V

2700K
27W 2295 33W 1765 45° TC37302.2 02-12 1-2-4
3000K
27W 2470 33W 1900 45° TC37302.2 02-12 1-2-4
4000K

27W 2720 33W 2090 45° TC37302.2 02-12 1-2-4

< 295x145mm
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 1200mA / 30V

2700K
36W 2900 43W 2230 45° TC37402.2 02-12 1-2-4

3000K
36W 3120 43W 2400 45° TC37402.2 02-12 1-2-4

4000K
36W 3430 43W 2640 45° TC37402.2 02-12 1-2-4

159

DS EEIEE

I ]J}
=
iN

=1 &l

< 425x145mm

source system

W Im W Im optic code  colour LED driver
LED AC 200-240V DC 1200mA / 45V

2700K

54W 4485 62W 3450 45° TC37602.2 02-12 1-2-4
3000K

54W 4810 62W 3700 45° TC37602.2 02-12 1-2-4
4000K

54W 5290 62W 4070 45° TC37602.2 02-12 1-2-4

LED Driver
= lo) ] \ET“‘E
1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour
02 12

Matt Black Matt White /
Black

55
8 Jlo][
i\
[—
¢H49x49mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V  DC 500mA [ 9V
2700K
45W 320 5W 230 45° TC37055.2 02-12 1-2-4
3000K
45W 350 5W 250 45° TC37055.2 02-12 1-2-4
4000K

45W 385 5W 275 45° TC37055.2 02-12 1-2-4

[elelele]e]

[RIETIE!

< 201x49mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 500mA / 45V

2700K

22.5W 1210 28W 930 45° TC37203.2 02-12 1-2-4
3000K

22.5W 1300 28W 1000 45° TC37203.2 02-12 1-2-4
4000K

22.5W 1430 28W 1100 45° TC37203.2 02-12 1-2-4

93
2 lstail
s\
le}
< 87x87mm
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 500mA / 36V

2700K

18W 1045 22.5W 745 45° TC37152.2 02-12 1-2-4
3000K

18W 1120 22.5W 800 45° TC37152.2 02-12 1-2-4

4000K
18W 1230 22.5W 880 45° TC37152.2 02-12 1-2-4

131

=|

< 125x49mm

L R

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 500mA / 27V

2700K
13.5W 785 15W 560 45° TC37122.2 02-12 1-2-4
3000K
13.5W 840 15W 600 45° TC371222 02-12 1-2-4

4000K
13.5W 925 15W 660 45° TC37122.2 02-12 1-2-4

< 390x49mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 1000mA / 45V

2700K
45W 2900 56W 2230 45° TC37403.2 02-12 1-2-4

3000K
45W 3120 56W 2400 45° TC37403.2 02-12 1-2-4
4000K
45W 3430 56W 2640 45° TC37403.2 02-12 1-2-4

131
5 1[efelelr
‘EEIEV /]
!
< 125x125mm
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 1000mA / 27V

2700K
27W 2420 30W 1860 45° TC37362.2 02-12 1-2-4
3000K
27W 2600 30W 2000 45° TC37362.2 02-12 1-2-4
4000K

27W 2860 30W 2200 45° TC37362.2 02-12 1-2-4

160



LED Driver
[O) |

2 3

on and off Triac dim 1-10 Vdim

< 42x41mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 700mA / 3V

2700K

21W 155 3W 111 45° TC36024.2 02-12 -4
3000K

2.1W 168 3W 120 45° 6024.2 02-12 1-2-4
4000K

2.1W 180 3W 130 45°

< 72x41mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V  DC 600mA [ 6V
2700K

3.6W 270 5W 195 45° TC36043.2 02-12
3000K

3.6W 295 5W 210 45° TC36043.2 02-12
4000K

3.6W 320 5W 230 45° TC36043.2 02-12

[
(=]
<

/,,4 T\

< 145x41mm

source system

W lm W In offic code <olour [EDdmhir

LED AC 200-240V DC 600mA / 15V

2700K

9W 845 1MW 605 45° TC36103.2 02-12 1-2-4
3000K

9W 910 1MW 650 45° TC36103.2 02-12 1-
4000K

9W 1000 11W 715 45° TC36103.2

Colour

-]

Matt White /
Black

< 277x41mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 600mA / 30V
2700K

18W 1660 22.5W 1275 45° TC36205.2 02-12 1-2-4
3000K
18W 1781 22.5W 1370 45° TC36205.2 02-12 1-2-4
4000K
18W 1960 22.5W 1505 45° TC36205.2 02-12 1-2-4

< 410x41mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 600mA / 45V

2700K

27W 2300 33W 1770 45° TC36303.2 02-12 1-2-4
3000K

27W 2470 33W 1900 45° TC36303.2 02 2-4

4000K
27W 2720 33W 2090 45° TC36303.2 02-12




M.Art

LED recessed down light

Tix Tix Tix
@ 105
@ 90-92mm
0 95
g
990 / 0 90x90
@ 83mm © 83mm

M.Art

LED recessed down light

@ 80

@ 68-70mm

Tix Tix
@ 105
@ 90-92mm
™
2 102
© 83mm
2 90

© 80mm
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6 o 80

@© 68-70mm
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M.Art

LED recessed down light

g3

@

+ Die-casting heat sink of advanced

design, made from high grade

aluminum alloy, guarantees for a

longer lifespan.

+ Curved light outlet, for a better

anti-glare performance while
keeping an elegant design.

Optics

o24°

o36°

P20/ | [C] ERP
+ Efficient, long lifespan, energy saving - Easier installation with springs at
with latest genuine imported COB. both sides.

* Round and square front combination

by your wish, various cutout diameters.
Protective PMMA diffuser at front,
easier for maintenance and cleaning.

ab5b°

165

LED Driver Colour
2 o . = o o o 0
- € 1 s o C
1 2 3 4 02 12 13 14
on and off Triac dim 1-10 Vdim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden
© 68-70mm © 80mm
source system source system
W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver

LED AC 200-240V DC 350mA [ 15V

2700K
53W 575 7W 410 36° TC25054.2 01-02 1-2-4

3000K
53W 616 7W 440 36° TC25054.2 01-02 1-2-4

4000K
53W 630 7W 450 36° TC25054.2 01-02 1-2-4

@105
@ 90-92mm
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 350mA / 36V

2700K
12.6W 1680 15W 1290 36° TC28153.2 01-02 1-2-4

3000K
12.6W 1946 15W 1390 36° TC28153.2 01-02 1-2-4

4000K
12.6W 1990 15W 1530 36° TC28153.2 01-02 1-2-4

LED AC 200-240V DC 200mA / 36V

2700K
7.2W 970 9W 690 36° TC28073.2 01-02 1-2-4

7.2W 970 9W 690 55° TC28073.3 01-02 1-2-4

3000K
7.2W 1050 9W 750 36° TC28073.2 01-02 1-2-4

7.2W 1050 9W 750 55° TC28073.3 01-02 1-2-4

4000K
7.2W 1155 9W 825 36° TC28073.2 01-02 1-2-4

7.2W 1155 9W 825 55° TC28073.3 01-02 1-2-4

@ 83mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 260mA / 36V

2700K
9.4W 925 12W 660 36° TC60102.2 01-02 1-2-4

9.4W 925 12W 660 55° TC60102.3 01-02 1-2-4

3000K
9.4W 994 12W 710 36° TC60102.2 01-02 1-2-4

9.4W 994 12W 710 55° TC60102.3 01-02 1-2-4

4000K
9.4W 1090 12W 780 36° TC60102.2 01-02 1-2-4

9.4W 1090 12W 780 55° TC60102.3 01-02 1-2-4

166



LED Driver

= o R ﬁu
1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour

@) o (@] @)

02 12 13 14

Matt Black Matt White | Matt White Matt Black
Matt Black Matt Golden Matt Golden

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 260mA [ 36V

2700K
9.4W 925 12W 660 36° TC61102.2 01-02 1-2-4

9.4W 925 12W 660 55° TC61102.3 01-02 1-2-4

3000K
9.4W 994 12W 710 36° TC61102.2 01-02 1-2-4

9.4W 994 12W 710 55° TC61102.3 01-02 1-2-4

4000K
9.4W 1090 12W 780 36° TC61102.2 01-02 1-2-4

9.4W 1090 12W 780 55° TC61102.3 01-02 1-2-4

@ 83mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 260mA /[ 36V

2700K
9.4W 1090 12W 780 24° TC62102.1 01-02 1-2-4

9.4W 1090 12W 780 36° TC62102.2 01-02 1-2-4

3000K
9.4W 1176 12W 840 24° TC62102.1 01-02 1-2-4

9.4W 1176 12W 840 36° TC62102.2 01-02 1-2-4

4000K
9.4W 1295 12W 925 24° TC62102.1 01-02 1-2-4

9.4W 1295 12W 925 36° TC62102.2 01-02 1-2-4

[=2]

167

© 68-70mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 350mA [ 15V
2700K
53W 575 7W 410 36° TC25053.2 01-02 1-2-4
3000K
53W 616 7W 440 36° TC25053.2 01-02 1-2-4
4000K

53W 630 7W 450 36° TC25053.2 01-02 1-2-4

@© 80mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 200mA / 36V
2700K
7.2W 1008 9W 720 36° TC25101.2 01-02 1-2-4
3000K
7.2W 1078 9W 770 36° TC25101.2 01-02 1-2-4
4000K

7.2W 935 9W 850 36° TC25101.2 01-02 1-2-4

@ 90-92mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 350mA / 36V
2700K
12.6W 1685 15W 1295 36° TC25153.2 01-02 1-2-4
3000K
12.6W 1807 15W 1390 36° TC25153.2 01-02 1-2-4
4000K

12.6W 1990 15W 1530 36° TC25153.2 01-02 1-2-4




Moon

LED recessed down light

Adjustable

Tix Adjustable

Tix

0 93

2 90

0 66 | O 66x 66

955 [ O55x55

@© 58mm

@ 73mm

@© 58mm

© 50mm

@ 50mm

Moon

LED recessed down light

Adjustable Adjustable Adjustable
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Moon

LED recessed down light

Colour

e\ @

@

iPa4| | [O] ERP

+ Equipped with original packaging,
high efficient, energy saving,
environmental protection imported
COB LED light source, displaying the
color perfectly;Improving product
quality, creating a comfortable and
ambient lighting space, and having
a service life of up to 50,000 hours;

Optics

o24° a36°

+ Using unique optical design and high
light transmission cover, with accurate
light distribution, high light output, low
glare, natural, soft and uniform light.

+ High-quality die-casting aluminum
alloy material together with perfect
aerodynamic design, make sure the
best heat dissipaton performance.

ab5°

* The shape is integrated with minimalist

art design concept, compact and simple.

+ A variety of power options are available

to meet the lighting requirement of
different space.

+ Suitable for home ceiling.

LED Driver
5 B - o o o o
1 2 3 4 o1 02 10
on and off Triac dim 1-10V dim Dali Matt White Matt Black Nickel Bursh
. @® 50mm
source system source system
W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver

LED AC 200-240V DC 350mA [ 9V

LED AC 200-240V DC 350mA [ 9V

2700K

3.2W 430 4.5W 305 24° TC11035.1 01-02-10 1-2-4
3.2W 430 4.5W 305 36° TC11035.2 01-02-10 1-2-4
3000K

3.2W 462 45W 330 24° TC11035.1 01-02-10 1-2-4
3.2W 462 45W 330 36° TC11035.2 01-02-10 1-2-4
4000K

3.2W 504 45W 360 24° TC11035.1 01-02-10 1-2-4
3.2W 504 45W 360 36° TC11035.2 01-02-10 1-2-4
. ©® 50mm
source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 500mA / 9V

2700K

45W 545 6W 390 24° TC11055.1 01-02-10 1-2-4
45W 545 6W 390 36° TC11055.2 01-02-10 1-2-4
3000K

4.5W 590 6W 420 24° TC11055.1 01-02-10 1-2-4
4.5W 590 6W 420 36° TC11055.2 01-02-10 1-2-4
4000K

45W 645 6W 460 24° TC11055.1 01-02-10 1-2-4
45W 645 6W 460 36° TC11055.2 01-02-10 1-2-4

2700K
3.2W 430

3.2W 430

4.5W 305
4.5W 305

24°
36°

TC21035.1
TC21035.2

01-02-10
01-02-10

1-2-4
1-2-4

3000K
3.2W 462

3.2W 462

45W 330
45W 330

24°
36°

TC21035.1
TC21035.2

01-02-10
01-02-10

1-2-4
1-2-4

4000K
3.2W 504

3.2W 504

4.5W 360
4.5W 360

24°
36°

TC21035.1
TC21035.2

01-02-10
01-02-10

1-2-4
1-2-4

source
W Im

system
W Im

optic

code

colour LED driver

LED AC 200-240V

DC 500mA [ 9V

2700K
45W 545 6W 390 24° TC21055.1 01-02-10 1-2-4
45W 545 6W 390 36° TC21055.2 01-02-10 1-2-4
3000K
45W 590 6W 420 24° TC21055.1 01-02-10 1-2-4
45W 590 6W 420 36° TC21055.2 01-02-10 1-2-4
4000K
4.5W 645 6W 460 24° TC21055.1 01-02-10 1-2-4
45W 645 6W 460 36° TC21055.2 01-02-10 1-2-4
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LED Driver

/) ]|

1 2 3

on and off Triac dim 1-10 Vdim

Dali

Colour

(¢] @) (@)

01 02

10

Matt White Matt Black Nickel Bursh

source system

W Im W Im optic code

colour LED driver

LED AC 200-240V DC 350mA [ 9V

2700K
3.2W 430 45W 305 24° TC12035.1

3.2W 430 45W 305 36° TC12035.2

01-02-10
01-02-10

1-2-4
1-2-4

3000K
32W 462 45W 330 24° TC12035.1

32W 462 45W 330 36° TC12035.2

01-02-10
01-02-10

1-2-4
1-2-4

4000K
3.2W 504 45W 360 24° TC12035.1

3.2W 504 45W 360 36° TC12035.2

01-02-10
01-02-10

1-2-4
1-2-4

source system

W Im W Im optic code

colour LED driver

LED AC 200-240V DC 350mA [ 9V

2700K
3.2W 430 45W 305 24° TC22035.1

3.2W 430 45W 305 36° TC22035.2

01-02-10
01-02-10

1-2-4
1-2-4

3000K
32W 462 45W 330 24° TC22035.1

32W 462 45W 330 36° TC22035.2

01-02-10
01-02-10

1-2-4
1-2-4

4000K
3.2W 504 45W 360 24° TC22035.1

3.2W 504 45W 360 36° TC22035.2

01-02-10
01-02-10

1-2-4
1-2-4

173

source system
W Im W Im

optic code colour LED driver

LED AC 200-240V

DC 500mA [ 9V

2700K
45W 545 6W 390

45W 545 6W 390

24° TC12055.1 01-02-10 1-2-4
36° TC12055.2 01-02-10 1-2-4

3000K
4.5W 590 6W 420

4.5W 590 6W 420

24° TC12055.1 01-02-10 1-2-4
36° TC12055.2 01-02-10 1-2-4

4000K
4.5W 645 6W 460

45W 645 6W 460

24° TC12055.1 01-02-10 1-2-4
36° TC12055.2 01-02-10 1-2-4

source system
W Im W Im

optic code colour LED driver

LED AC 200-240V

DC 500mA [ 9V

2700K
45W 545 6W 390

45W 545 6W 390

24> TC22055.1 01-02-10 1-2-4
36° TC22055.2 01-02-10 1-2-4

3000K
4.5W 590 6W 420

4.5W 590 6W 420

24° TC22055.1 01-02-10 1-2-4
36° TC22055.2 01-02-10 1-2-4

4000K
45W 645 6W 460

4.5W 645 6W 460

24° TC22055.1 01-02-10 1-2-4
36° TC22055.2 01-02-10 1-2-4

LED Driver

- L |
1 2 3

on and off Triac dim 1-10V dim

=
DALI

Dali

Colour

(¢] @) (@)

01 02 10
Matt White Matt Black Nickel Bursh

L

@90

source system

W Im W Im optic code colour LED driver

@® 73mm

LED AC 200-240V DC 350mA / 15V

2700K
53W 785 6W 560 36° TC27052.2 01-02-10

53W 785 6W 560 55° TC27052.3 01-02-10

1-2-4
1-2-4

3000K
53W 840 6W 600 36° TC27052.2 01-02-10

53W 840 6W 600 b55° TC27052.3 01-02-10

1-2-4
1-2-4

4000K
53W 925 6W 660 36° TC27052.2 01-02-10

53W 925 6W 660 55° TC27052.3 01-02-10

1-2-4
1-2-4

2000-2800K
53W 585 6W 450 36° TC27052.2 01-02-10

53W 585 6W 450 55° TC27052.3 01-02-10

1-2-4
1-2-4

source system

W Im W Im optic code colour LED driver

@® 73mm

LED AC 200-240V DC 200mA / 36V

2700K

7.2W 1160 9W 830 36° TC27072.2 01-02-10 1-2-4
7.2W 1160 9W 830 55° TC27072.3 01-02-10 1-2-4

3000K

72W 1246 9W 890 36° TC27072.2 01-02-10 1-2-4
7.2W 1246 9W 890 55° TC27072.3 01-02-10 1-2-4

4000K

7.2W 1370 9W 980 36° TC27072.2 01-02-10 1-2-4
7.2W 1370 9W 980 55° TC27072.3 01-02-10 1-2-4

source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 350mA / 15V

2700K
53W 756 6W 540 36° TC89054.2 01-02-10 1-2-4

53W 812 6W 580 55° TC89054.3 01-02-10 1-2-4

3000K
53W 812 6W 580 36° TC89054.2 01-02-10 1-2-4

53W 812 6W 580 55° TC89054.3 01-02-10 1-2-4

4000K
53W 900 6W 640 36° TC89054.2 01-02-10 1-2-4

53W 900 6W 640 55° TC89054.3 01-02-10 1-2-4

2000-2800K
53W 585 6W 450 36° TC89054.2 01-02-10 1-2-4

53W 585 6W 450 b55° TC89054.3 01-02-10 1-2-4

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 200mA / 36V

2700K
7.2W 966 9W 690 36° TC89074.2 01-02 1-2-4

7.2W 966 9W 690 55° TC89074.3 01-02 1-2-4

3000K
7.2W 1036 9W 740 36° TC89074.2 01-02 1-2-4

7.2W 1036 9W 740 55° TC89074.3 01-02 1-2-4

4000K
7.2W 1140 9W 815 36° TC89074.2 01-02 1-2-4

7.2W 1140 9W 815 55° TC89074.3 01-02 1-2-4
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LED Driver

o) il ;‘DALT\
T

Colour

(0] O (@

01 02 10

Matt White Matt Black Nickel Bursh

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 200mA / 36V

2700K
7.2W 1045 9W 745 36° TC66073.2 01-02-10 1-2-4
7.2W 1045 9W 745 55° TC66073.3 01-02-10 1-2-4
3000K
7.2W 1120 9W 800 36° TC66073.2 01-02-10 1-2-4

72W 1120 9W 800 55° TC66073.3 01-02-10 1-2-4

4000K
7.2W 1230 9W 880 36° TC66073.2 01-02-10 1-2-4
7.2W 1230 9W 880 55° TC66073.3 01-02-10 1-2-4

300 x 100
X

+30°
< 275x83mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 500mA / 36V

2700K
18W 2420 3x9W 1860 36° DG3421.2 01-02-10 1-2-4

18W 2420 3x9W 1860 55° DG3421.3 01-02-10 1-2-4

3000K
18W 2600 3x9W 2000 36° DG3421.2 01-02-10 1-2-4
18W 2600 3x9W 2000 55° DG3421.3 01-02-10 1-2-4
4000K
18W 2860 3x9W 2200 36° DG3421.2 01-02-10 1-2-4

18W 2860 3x9W 2200 55° DG3414.3 01-02-10 1-2-4

175

200 x 100
oA
+30°

< 175x83mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 350mA / 36V

2700K
12.6W 1680 2x9W 1290 36° DG3414.2 01-02-10 1-2-4
12.6W 1680 2x9W 1290 55° DG3414.3 01-02-10 1-2-4
3000K
12.6W 1807 2x9W 1390 36° DG3414.2 01-02-10 1-2-4
12.6W 1807 2x9W 1390 55° DG3414.3 01-02-10 1-2-4
4000K
12.6W 1990 2x9W 1530 36° DG3414.2 01-02-10 1-2-4
12.6W 1990 2x9W 1530 55° DG3414.3 01-02-10 1-2-4




Diro

LED recessed down light

with back cap

Air seal of silicon

without back cap

Diro

LED recessed down light

€| @ R

IPes| | (] ERP

Tix Adjustable Tix Adjustable
0 85
@ 68mm @ 68mm @ 68mm
s ( ) ( =)
085 x 85
@ 68mm @ 68mm @© 68mm

@ 68mm

177

+ Compatible to RT2020 standard

air-tightness. IP65 for whole lamp.

+ With simple and compact structure,

in aerodynamics design, the heatsink
made from good aluminum alloy,
creates better thermal performance.

+ Different CCT optional, for various

space needs.

Optics

a36° ab5°

IP65 Ingress Protection

TC24076

+ High efficient, energy saving,

eco-friendly downlight, with

latest genuine imported COB,
perfectly restores the original
vivid colour. Improved appearance,

creates a comfortable atmosphere.

Long lifespan up to 50,000 hours.

iRy

+ specially designed optical system,
with elevated protective diffuser,
produces precise, highly efficient,
natural and soft light output.

+ System lumen output up to
100Im/W.

- Free switch between coverable

and non-coverable with insulation
material, simply by adding or
removing a portable cap at the
top of heatsink.

iRy

TC32072
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LED Driver

o il b

1 2 3 4

on and off Triac dim 1-10 Vdim Dali

Colour
(o] (@)
01 02

Matt White Matt Black

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 150mA / 36V

2700K
54W 860 7W 615 36° TC24075.2 01-02 1-2-4

54W 860 7W 615 55° TC24075.3 01-02 1-2-4

3000K
54W 924 7W 660 36° TC24075.2 01-02 1-2-4

54W 924 7W 660 55° TC24075.3 01-02 1-2-4

4000K
5.4W 1025 7W 730 36° TC24075.2 01-02 1-2-4

5.4W 1025 7W 730 55° TC24075.3 01-02 1-2-4

@85

© 68mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 150mA / 36V

2700K
54W 860 7W 615 36° TC24076.2 01-02 1-2-4

54W 860 7W 615 55° TC24076.3 01-02 1-2-4

3000K
54W 924 7W 660 36° TC24076.2 01-02 1-2-4

54W 924 7W 660 55° TC24076.3 01-02 1-2-4

4000K
5.4W 1025 7W 730 36° TC24076.2 01-02 1-2-4

54W 1025 7W 730 55° TC24076.3 01-02 1-2-4

179

© 68mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 150mA / 36V

2700K
54W 860 7W 615 36° TC32071.2 01-02 1-2-4

54W 860 7W 615 55° TC32071.3 01-02 1-2-4

3000K
54W 924 7W 660 36° TC32071.2 01-02 1-2-4

54W 924 7W 660 55° TC32071.3 01-02 1-2-4

4000K
5.4W 1025 7W 730 36° TC32071.2 01-02 1-2-4

5.4W 1025 7W 730 55° TC32071.3 01-02 1-2-4

© 68mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 150mA / 36V

2700K
54W 860 7W 615 36° TC32072.2 01-02 1-2-4

54W 860 7W 615 55° TC32072.3 01-02 1-2-4

3000K
54W 924 7W 660 36° TC32072.2 01-02 1-2-4

54W 924 7W 660 55° TC32072.3 01-02 1-2-4

4000K
54W 1025 7W 730 36° TC32072.2 01-02 1-2-4

54W 1025 7W 730 55° TC32072.3 01-02 1-2-4

LED Driver
= lo) ] \ET“‘E
1 2 3 4

on and off Triac dim 1-10V dim Dali

o o

Matt White Matt Black

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 150mA / 36V

2700K
54W 860 7W 615 36° TC24077.2 01-02 1-2-4

54W 860 7W 615 b55° TC24077.3 01-02 1-2-4

3000K
54W 924 7W 660 36° TC24077.2 01-02 1-2-4

54W 924 7W 660 55° TC24077.3 01-02 1-2-4

4000K
5.4W 1025 7W 730 36° TC24077.2 01-02 1-2-4

5.4W 1025 7W 730 55° TC24077.3 01-02 1-2-4

® 68mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 150mA / 36V

2700K
54W 860 7W 615 36° TC24078.2 01-02 1-2-4

54W 860 7W 615 b55° TC24078.3 01-02 1-2-4

3000K
5.4W 924 7W 660 36° TC24078.2 01-02 1-2-4

54W 924 7W 660 55° TC24078.3 01-02 1-2-4

4000K
5.4W 1025 7W 730 36° TC24078.2 01-02 1-2-4

5.4W 1025 7W 730 55° TC24078.3 01-02 1-2-4

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 150mA / 36V

2700K
54W 860 7W 615 36° TC32073.2 01-02 1-2-4

54W 860 7W 615 55° TC32073.3 01-02 1-2-4

o

3000K
54W 924 7W 660 36° TC32073.2 01-02 1-2-4

54W 924 7W 660 55° TC32073.3 01-02 1-2-4

4000K
5.4W 1025 7W 730 36° TC32073.2 01-02 1-2-4

5.4W 1025 7W 730 55° TC32073.3 01-02 1-2-4

© 68mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 150mA / 36V

2700K
54W 860 7W 615 36° TC32074.2 01-02 1-2-4

54W 860 7W 615 b55° TC32074.3 01-02 1-2-4

3000K
54W 924 7W 660 36° TC32074.2 01-02 1-2-4

54W 924 7W 660 55° TC32074.3 01-02 1-2-4

4000K
5.4W 1025 7W 730 36° TC32074.2 01-02 1-2-4

5.4W 1025 7W 730 55° TC32074.3 01-02 1-2-4
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Aqua IP65

LED recessed down light

Air seal of silicon

Tix Adjustable Tix Adjustable

NGg
0 95
@ 85mm

(& ) C.5.9
085 085x85 &
@ 68mm @ 68mm @ 68mm @ 68mm
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Aqua IP65

LED recessed down light

€| @

%}% IPes| | (] ERP

* Specially designed optical system, with - High efficient, energy saving, eco-friendly
high transmissive protective diffuser, downlight, with latest genuine imported
produces precise, highly efficient, COB, perfectly restores the original vivid
natural and soft light output. colour. Improved appearance, creates a

- System lumen output up to 100Im/W. comfortable atmosphere. Long lifespan

* Free switch to coverable and non-coverable up to 50,000 hours.
with insulation material, simply by + Compatible to RT2020 standard air-tightness.
adding or removing a portable cap at IP65 for whole fixture.

the top of heatsink.

Optics

a36°

IP65 Ingress Protection

ob5b°

+ With simple and compact structure, in
aerodynamics design, the heatsink
made from good aluminum alloy,
creates better thermal performance.

+ Different CCT optional, for various
space needs.

AQUA P65 Air seal

-~

.

4 A

4

water proof lock

water proof silicon seal

Protection at front

Protection at back
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LED Driver LED Driver

Colour Colour
- [O) ]| ~ — IO il
" o o - (o) o
1 2 3 4 1 2 3 4
on and off Triac dim 1-10V dim Dali 01 02 onand off Triac dim 1-10V dim Dali 01 02

Matt White Matt Black Matt White Matt Black

i
(i I

77

@95

@© 68mm @© 68mm @ 85mm @ 85mm
source system source system source system source system
W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver
LED AC 200-240V DC 150mA / 36V LED AC 200-240V DC 150mA / 36V LED AC 200-240V DC 260mA / 36V LED AC 200-240V DC 350mA / 36V
2700K 2700K 2700K 2700K
54W 860 7W 615 36° TC24072.2 01-02 1-2-4 54W 860 7W 615 36° TC24071.2 01-02 1-2-4 9.4W 1570 12W 1120 45° TC9110.2 01-02 1-2-4 12.6W 1690 15W 1300 45° TC9515.2 01-02 1-2-4
54W 860 7W 615 55° TC24072.3 01-02 1-2-4 54W 860 7W 615 55° TC24071.3 01-02 1-2-4 9.4W 1570 12W 1120 55° TC9110.3 01-02 1-2-4 12.6W 1690 15W 1300 55° TC9515.2 01-02 1-2-4
3000K 3000K 3000K 3000K
54W 924 7W 660 36° TC24072.2 01-02 1-2-4 5.4W 924 7W 660 36° TC24071.2 01-02 1-2-4 9.4W 1680 12W 1200 45° TC9110.2 01-02 1-2-4 12.6W 1820 15W 1400 45° TC9515.2 01-02 1-2-4
54W 924 7W 660 55° TC24072.3 01-02 1-2-4 54W 924 7W 660 55° TC24071.3 01-02 1-2-4 9.4W 1680 12W 1200 55° TC9110.3 01-02 1-2-4 12.6W 1820 15W 1400 55° TC9515.2 01-02 1-2-4
4000K 4000K 4000K 4000K
5.4W 1025 7W 730 36° TC24072.2 01-02 1-2-4 5.4W 1025 7W 730 36° TC24071.2 01-02 1-2-4 9.4W 1850 12W 1320 45° TC9110.2 01-02 1-2-4 12.6W 2000 15W 1540 45° TC9515.2 01-02 1-2-4
5.4W 1025 7W 730 55° TC24072.3 01-02 1-2-4 5.4W 1025 7W 730 55° TC24071.3 01-02 1-2-4 9.4W 1850 12W 1320 55° TC9110.3 01-02 1-2-4 12.6W 2000 15W 1540 55° TC9515.2 01-02 1-2-4

© 68mm
source system source system
W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver
LED AC 200-240V DC 150mA / 36V LED AC 200-240V DC 150mA / 36V
2700K 2700K
54W 860 7W 615 36° TC24073.2 01-02 1-2-4 54W 860 7W 615 36° TC24074.2 01-02 1-2-4
54W 860 7W 615 55° TC24073.2 01-02 1-2-4 5.4W 860 7W 615 55° TC24074.3 01-02 1-2-4
3000K 3000K
54W 924 7W 660 36° TC24073.2 01-02 1-2-4 5.4W 924 7W 660 36° TC24074.2 01-02 1-2-4
54W 924 7W 660 55° TC24073.2 01-02 1-2-4 5.4W 924 7W 660 55° TC24074.3 01-02 1-2-4
4000K 4000K
5.4W 1025 7W 730 36° TC24073.2 01-02 1-2-4 5.4W 1025 7W 730 36° TC24074.2 01-02 1-2-4
5.4W 1025 7W 730 55° TC24073.2 01-02 1-2-4 5.4W 1025 7W 730 55° TC24074.3 01-02 1-2-4

183 184



Mini Star

LED recessed down light

185
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@ S0mm

@ 60

@ 4Bmm

2 60

@ 42mm

@ 52

(W)
@ 45mm

o 50

@ 35mm

0 46

@ 30mm
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Mini Star

LED recessed down light

- Equipped with original packaging,

high efficient, energy saving,
environmental protection imported
COB LED light source, displaying the
color perfectly;improving product
quality, creating a comfortable and
ambient lighting space, and having
a service life of up to 50,000 hours;

Optics

o30° ©60°

- Using unique optical design and high

light transmission cover, with accurate
light distribution, high light output, low
glare, natural, soft and uniform light.

- High-quality die-casting aluminum

alloy material together with perfect
aerodynamic design, make sure the
best heat dissipaton performance.

c120°

- The shape is integrated with minimalist

art design concept, compact and simple.

- A variety of power options are available

to meet the lighting requirement of
different space.

- Suitable for home ceiling.
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LED Driver

- L | \E’ﬂ

1 2 3 4

on and off Triac dim 1-10 Vdim Dali

(¢] (@) @)

Matt White Matt Black Silver

o s

© 30mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 300mA [ 9V
2700K
27W 390 3.5W 280 60° TC11036.3 01-02-03 1-2
3000K
27JW 420 3.5W 300 60° TC11036.3 01-02-03 1-2
4000K

2.7W 460 3.5W 330 60° TC11036.3 01-02-03 1-2

source system

W Im W Im optic code colour LED driver
LED AC 200-240V  DC 300mA [ 9V

2700K

27W 390 3.5W 280 60° TC31031.3 01-02-03 1-2
3000K

2.7W 420 3.5W 300 60° TC31031.3 01-02-03 1-2
4000K

2.7JW 460 3.5W 330 60° TC31031.3 01-02-03 1-2

187

(=1
/ \
%E =

@52

X

+15°

©® 42mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V  DC 300mA [ 9V
2700K
2.7W 390 3.5W 280 60° TC21036.3 01-02-03 1-2
3000K
2.7W 420 3.5W 300 60° TC21036.3 01-02-03 1-2
4000K
2.7JW 460 3.5W 330 60° TC21036.3 01-02-03 1-2
@® 35mm

source system
W Im W optic code colour  LED driver
LED AC 200-240V DC 650mA [ 3.1V
2700K
2W 240 3W 170 30° TD1003.2 01-02-03 1-2
2W 240 3W 170 60° TD1003.3 01-02-03 1-2
2W 240 3W 170 120° TD1003.5 01-02-03 1-2
3000K
2W 252 3W 180 30° TD1003.2 01-02-03 1-2
2W 252 3W 180 60° TD1003.3 01-02-03 1-2
2W 252 3W 180 120° TD1003.5 01-02-03 1-2
4000K
2W 280 3W 200 30° TD1003.2 01-02-03 1-2
2W 280 3W 200 60° TD1003.3 01-02-03 1-2
2W 280 3W 200 120° TD1003.5 01-02-03 1-2

LED Driver
- lo) ] \ET“‘E
1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour

o (@) O

01 02 03

Matt White Matt Black Silver

o
<
@© 48mm
source system
W Im W Im optic code colour  LED driver

LED AC 200-240V DC 650mA [ 3.1V

2700K
2W 240 3W 170 30° TD3003.2 01-02-03 1-2

2W 240 3W 170 60° TD3003.3 01-02-03 1-2
2W 240 3W 170 120° TD3003.5 01-02-03 1-2

3000K
2W 252 3W 180 30° TD3003.2 01-02-03 1-2

2W 252 3W 180 60° TD3003.3 01-02-03 1-2
2W 252 3W 820 120° TD3003.5 01-02-03 1-2

4000K
2W 280 3W 200 30° TD3003.2 01-02-03 1-2

2W 280 3W 200 60° TD3003.3 01-02-03 1-2
2W 280 3W 200 120° TD3003.5 01-02-03 1-2

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 300mA [ 9V

2700K

27W 240 3W 170 30° TD60032.2 01-02-03 1-2
3000K

27JW 250 3W 180 30° TD60032.2 01-02-03 1-2
4000K

2.7W 280 3W 200 30° TD60032.2 01-02-03 1-2
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Star

LED recessed down light

© 58mm

0 95

0 65

@® 27mm

0 33
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© 50mm

2 90

@© 55mm

0 62

&

@ 27mm

0 33

@© 59mm

@670

@ 45mm

0 52

P

@ 25mm

@ 30

@ 59mm

870

@ 34mm

0 40

N
@© 19mm

0 25

@© 52mm

0 65

0 40

LED Driver

® il
1 2 3

on and off Triac dim 1-10 V dim

DALI

Dali

(0] (@) O

Matt White Matt Black Silver

@

IPa4| | (O] ERP

- Imported COB/LED light source,
the original factory package, high
CRI, high efficient, high illumination,
energy saving and environmental
protection, create a comfortable
atmosphere of lighting, long
lifespan up to 50,000 hours.

source system

W Im W Im optic code

* Excellent design with simple and
graceful shape, adopt the high-
quality aluminum alloy as die-
casting material, good heat
dissipation design by front and
rear double ventilation.

©® 19mm

colour  LED driver

LED AC 200-240V  DC 350mA [ 3V

2700K

W 130 1.5W 93 60° TD1202.2 01-02-03 1-2

3000K

1W 140 1.5W 100 60° TD1202.2 01-02-03 1-2

4000K

1W 155 15W 110 60° TD1202.2 01-02-03 1-2

«

source system

W Im W Im optic code

©® 27mm

colour  LED driver

LED AC 200-240V  DC 350mA [ 3V

2700K

1W 120 15W 85 20° TD1302.2 01-02-03 1-2

3000K

1W 130 1.5W 92 20° TD1302.2 01-02-03 1-2

4000K

1W 140 15W 101 20° TD1302.2 01-02-03 1-2

+ Self-designed special optics, precise
light distribution and high lumen
output, anti-glare, soft and tender
light, with frosted protective cover.

- Various power options for
different lighting requirements.

@® 25mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V  DC 350mA [ 3V
2700K
1W 105 1.5W 93 20° TD1402.1 01-02-03 1-2

1W 105 1.5W 93 40° TD1402.2 01-02-03 1-2
3000K

1W 140 15W 100 20° TD1402.1 01-02-03 1-2
TW 140 15W 100 40° TD1402.2 01-02-03 1-2
4000K

1W 155 15W 110 20° TD1402.1 01-02-03 1-2
1W 155 15W 100 40° TD1402.2 01-02-03 1-2

© 27mm
source system
W Im W Im optic code  colour LED driver
LED AC 200-240V  DC 350mA [ 3V
2700K
1W 93 15W 66 105° TD10033.4 01-02-03 1-2
3000K
1W 100 1.5W 71 105° TD10033.4 01-02-03 1-2
4000K

1W 110 1.5W 78 105° TD10033.2 01-02-03 1-2
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LED Driver Colour
: o o o o o
1 2 3 4 01 02 03
on and off Triac dim 1-10 Vdim Dali Matt White Matt Black Silver
( T eag
©
| | = —
——
k\, //‘//
40
© 34mm
source system source system
W Im W Im optic code colour LED driver W Im W Im optic code  colour LED driver

LED AC 200-240V

DC 500mA [ 3V

2700K
1.5W 105 2W 75

60° TD1002.2 01-02-03 1-2

3000K

1.5W 112 2W 80 60° TD1002.2 01-02-03 1-2

4000K

1.5W 123 2W 88 90° TD1002.2 01-02-03 1-2

source system

@ 45mm

W Im W Im optic code colour LED driver

LED AC 200-240V

DC 350mA [ 3V

2700K
1W 133 15W 95 20° TD1602.2 01-02-03 1-2
3000K
1W 142 15W 102 20° TD1602.2 01-02-03 1-2
4000K

1W 157 15W 112

20° TD1602.2 01-02-03 1-2

source system
W Im W Im

optic  code colour LED driver

LED AC 200-240V

DC 350mA [ 12V

2700K

4.2W 365 45W 260 90° TD2003.4 01-02-03 1-2

3000K

42W 400 4.5W 280 90° TD2003.4 01-02-03 1-2

4000K
42W 435 45W 310

90° TD2003.4 01-02-03 1-2

LED AC 200-240V

DC 500mA [ 3V

2700K
1.5W 105 2W 75

60° TD1102.2 01-02-03 1-2

3000K

1.5W 112 2W 80 60° TD1102.2 01-02-03 1-2

4000K

1.5W 123 2W 88 90° TD1102.2 01-02-03 1-2

source system
W Im W Im

762

@® 55mm

optic  code colour LED driver

LED AC 200-240V

DC 350mA [ 9V

2700K
3W 380 4.5W 270

90° TC20033.4 01-02-03 1-2

3000K
3W 405 45W 290

90° TC20033.4 01-02-03 1-2

4000K
3W 450 4.5W 320

90° TC20033.4 01-02-03 1-2

source system
W Im W Im

@® 52mm

optic  code colour LED driver

LED AC 200-240V

DC 300mA [ 12V

2700K

3.6W 365 45W 260 90° TD2103.4 01-02-03 1-2

3000K

3.6W 400 45W 280 90° TD2103.4 01-02-03 1-2

4000K
3.6W 435 4.5W 310

90° TD2103.4 01-02-03 1-2

LED Driver

AY

1 2

] \ET“‘E

3 4

on and off Triac dim 1-10V dim Dali

Colour

(¢] @) O

01 02

03

Matt White Matt Black Silver

source system
W Im W Im

@70

@© 59mm

optic  code colour LED driver

LED AC 200-240V

DC 350mA [ 9V

2700K
3W 380 45W 270

90° TC20038.4 01-02-03 1-2

3000K
3W 405 4.5W 290

90° TC20038.4 01-02-03 1-2

4000K
3W 450 4.5W 320

90° TC20038.4 01-02-03 1-2

source system
W Im W Im

@® 50mm

optic code  colour LED driver

LED AC 200-240V

DC 350mA [ 9V

2700K
3W 500 4.5W 355

36° TC27033.2 01-02-03 1-2

3000K
3W 530 4.5W 380

36° TC27033.2 01-02-03 1-2

4000K
3W 590 4.5W 420

36° TC27033.2 01-02-03 1-2

source system
W Im W Im

© 59mm

optic  code colour LED driver

LED AC 200-240V

DC 350mA [ 9V

2700K
3W 380 45W 270

90° TC20035.4 01-02-03 1-2

3000K
3W 405 45W 290

90° TC20035.4 01-02-03 1-2

4000K
3W 450 4.5W 320

90° TC20035.4 01-02-03 1-2

source system
W Im W Im

8 &L\
‘QQD

@95

"
=202

@® 58mm

optic code  colour LED driver

LED AC 200-240V

DC 350mA [ 9V

2700K
3W 500 4.5W 355

36° TC27036.2 01-02-03 1-2

3000K
3W 530 45W 380

36° TC27036.2 01-02-03 1-2

4000K
3W 590 4.5W 420

36° TC27036.2 01-02-03 1-2
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Diamont

LED recessed down light
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Adjustable

@ 146mm

& 110mm

& 95mm

& 72-80mm ”
Moy

& GBmm ,-%-i‘_ﬂ,@,

@ 155mm

@ 125mm

& 95mm

& 80mm

& 6Bmm

Diamont

LED recessed down light

<€

& P O ‘ ‘ ERP
- High efficient, energy saving, + With simple and compact structure, + Optional cut out from 68mm to - pecially designed optical system,
eco-friendly downlight, with in aerodynamics design, the heatsink 155mm, IP44 protection is with heightened protective diffuser,
latest genuine imported COB, made from good aluminum alloy, applicable to a special place. produces precise, highly efficient,
perfectly restores the original which creates better thermal performance. - Suitable for house and lounge, also natural and soft light output.
vivid colour. Improved appearance - Different wattage available, for commercial places like museum
creates a comfortable atmosphere. various space needs. and gallery.

Long lifespan up to 50,000 hours.

Optics

w24° ©36°

c:45°-55°

o60°-70°
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LED Driver

- Io) ] i

1 2 3 4

on and off Triac dim 1-10 Vdim Dali

Colour
01 02

Matt White Matt Black

@©® 68mm

source system

W Im W Im optic code  colour LED driver

LED AC 200-240V DC 350mA [/ 15V

2700K
53W 670 6W 480 36° TC13052.2 01-02 1-2-4

53W 670 6W 480 50° TC13052.3 01-02 1-2-4

3000K
53W 728 6W 520 36° TC13052.2 01-02 1-2-4

53W 728 6W 520 50° TC13052.3 01-02 1-2-4

4000K
53W 800 6W 570 36° TC13052.2 01-02 1-2-4

53W 800 6W 570 50° TC13052.3 01-02 1-2-4

2000-2800K
53W 630 6W 450 36° TC13052.2 01-02 1-2-4

53W 630 6W 450 50° TC13052.3 01-02 1-2-4

©® 72-80mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 350mA [ 15V
2700K
53W 810 6W 580 36° TC32055.2 01-02 1-2-4
3000K
53W 868 6W 620 36° TC32055.2 01-02 1-2-4
4000K
53W 952 6W 680 36° TC32055.2 01-02 1-2-4
2000-2800K

53W 630 6W 450 36° TC32055.2 01-02 1-2-4

195

© 68mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 200mA / 36V

2700K
7.2W 940 9W 670 36° TC11072.2 01-02 1-2-4

7.2W 940 9W 670 50° TC11072.3 01-02 1-2-4

3000K
7.2W 1008 9W 720 36° TC11072.2 01-02 1-2-4

7.2W 1008 9W 720 50° TC11072.3 01-02 1-2-4

4000K
72W 1110 9W 790 36° TC11072.2 01-02 1-2-4

72W 1110 9W 790 50° TC11072.3 01-02 1-2-4

©® 72-80mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 260mA / 36V
2700K
9.4W 1260 12W 900 36° TC12107.2 01-02 1-2-4
3000K
9.4W 1360 12W 970 36° TC12107.2 01-02 1-2-4
4000K

9.4W 1490 12W 1065 36° TC12107.2 01-02 1-2-4

LED Driver
- il -
1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour

(¢] (@)
o

01 02

Matt White Matt Black

@© 95mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 350mA / 36V

2700K
12.6W 1625 15W 1250 24° DC22152.1 01-02 1-2-4

12.6W 1625 15W 1250 45° DC22152.2 01-02 1-2-4

3000K
12.6W 1755 15W 1350 24° DC22152.1 01-02 1-2-4

12.6W 1755 15W 1350 45° DC22152.2 01-02 1-2-4

4000K
12.6W 1930 15W 1485 24° DC22152.1 01-02 1-2-4

12.6W 1930 15W 1485 45° DC22152.2 01-02 1-2-4

©® 95mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 500mA / 36V
2700K
18W 2485 20W 1910 36° DC22202.2 01-02 1-2-4
3000K
18W 2665 20W 2050 36° DC22202.2 01-02 1-2-4
4000K

18W 2930 20W 2255 36° DC22202.2 01-02 1-2-4

@125

© 110mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 700mA / 36V

2700K
252W 3630 30W 2790 60° DC22302.3 01-02 1-2-4

252W 3630 30W 2790 70° DC22302.4 01-02 1-2-4

3000K
25.2W 3900 30W 3000 60° DC22302.3 01-02 1-2-4

25.2W 3900 30W 3000 70° DC22302.4 01-02 1-2-4

4000K
25.2W 4290 30W 3300 60° DC22302.3 01-02 1-2-4

25.2W 4290 30W 3300 70° DC22302.4 01-02 1-2-4

©® 145mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 900mA / 36V

2700K
32.4W 4470 40W 3440 60° DC22402.3 01-02 1-2-4

32.4W 4470 40W 3440 70° DC22402.4 01-02 1-2-4

3000K
32.4W 4810 40W 3700 60° DC22402.3 01-02 1-2-4

32.4W 4810 40W 3700 70° DC22402.4 01-02 1-2-4

4000K
32.4W 5290 40W 4070 60° DC22402.3 01-02 1-2-4

32.4W 5290 40W 4070 70° DC22402.4 01-02 1-2-4




LED Driver

- ©)
1 2

on and off Triac dim

3

1-10V dim

Colour

rS\

(0] O
01 02

Matt White Matt Black

source system
W Im W Im

optic

%;

code colour LED driver

80

Ms Ak
+25°

@© 68mm

LED AC 200-240V

DC 350mA [ 15V

2700K
53W 680 6W 485

53W 680 6W 485

36°
50°

TC31052.2
TC31052.3

01-02
01-02

3000K
5.3W 728 6W 520

53W 728 6W 520

36°
50°

TC31052.2
TC31052.3

01-02
01-02

1-2-4
1-2-4

4000K
5.3W 800 6W 570

5.3W 800 6W 570

36°
50°

TC31052.2
TC31052.3

01-02
01-02

1-2-4
1-2-4

2000-2800K
5.3W 630 6W 450

53W 630 6W 450

36°
50°

TC31052.2
TC31052.3

01-02
01-02

1-2-4
1-2-4

source system
W Im W Im

optic

code colour LED driver

i
l

e
U

| m\
i
L1l

@© 68mm

LED AC 200-240V

DC 200mA / 36V

2700K
7.2W 938 9W 670 36° TC21072.2 01-02 1-2-4
7.2W 938 9W 670 50° TC21072.3 01-02 1-2-4
3000K
7.2W 1000 9W 720 36° TC21072.2 01-02 1-2-4
7.2W 1000 9W 720 50° TC21072.3 01-02 1-2-4
4000K
7.2W 1105 9W 790 36° TC21072.2 01-02 1-2-4
7.2W 1105 9W 790 50° TC21072.3 01-02 1-2-4

197

© 80mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V DC 350mA / 15V
2700K
53W 805 6W 575 36° TC13057.2 01-02 1-2-4
3000K
5.3W 868 6W 620 36° TC13057.2 01-02 1-2-4
4000K
53W 950 6W 680 36° TC13057.2 01-02 1-2-4
2000-2800K

53W 950 6W 450 36° TC13057.2 01-02 1-2-4

source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 260mA / 36V

2700K

9.4W 1260 12W 900 36° TC22106.2 01-02 1-2-4
3000K

9.4W 1358 12W 970 36° TC22106.2 01-02 1-2-4
4000K

9.4W 1500 12W 1065 36° TC22106.2 01-02 1-2-4

<
o)
@110
X A
+30°
© 85-100mm
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 260mA / 36V

2700K
9.4W 1260 12W 900 36° TC81102.2 01-02 1-2-4

3000K
9.4W 1358 12W 970 36° TC81102.2 01-02 1-2-4
4000K
9.4W 1490 12W 1065 36° TC81102.2 01-02 1-2-4

LED Driver

1 2 3 4

on and off Triac dim 1-10V dim Dali

o il s

Colour

(0] (@)

01 02
Matt White Matt Black

source system

W Im W Im optic code colour LED driver

@ 95mm

LED AC 200-240V DC 350mA / 36V

2700K
12.6W 1630 15W 1255 24° DC23152.1 01-02

12.6W 1630 15W 1255 45° DC23152.2 01-02

3000K
12.6W 1755 15W 1350 24° DC23152.1 01-02

12.6W 1755 15W 1350 45° DC23152.2 01-02

1-2-4
1-2-4

4000K
12.6W 1930 15W 1485 24° DC23152.1 01-02

12.6W 1930 15W 1485 45° DC23152.2 01-02

1-2-4
1-2-4

source system

W Im W Im optic code colour LED driver

©® 125mm

LED AC 200-240V DC 700mA / 36V

2700K
25.2W 3625 30W 2790 60° DC23302.3 01-02

252W 3625 30W 2790 70° DC23302.4 01-02

1-2-4
1-2-4

3000K
25.2W 3900 30W 3000 60° DC23302.3 01-02

25.2W 3900 30W 3000 70° DC23302.4 01-02

1-2-4
1-2-4

4000K
25.2W 4290 30W 3300 60° DC23302.3 01-02

25.2W 4290 30W 3300 70° DC23302.4 01-02

1-2-4

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 500mA /[ 36V

2700K

18W 2480 20W 1905 36° DC23202.2 01-02 1-2-4

3000K

18W 2665 20W 2050 36° DC23202.2 01-02 1-2-4

4000K

18W 2930 20W 2255 36° DC23202.2 01-02 1-2-4
@® 155mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 900mA / 36V

2700K

32.4W 4470 40W 3440 60° DC23402.3 01-02 1-2-4

32.4W 4470 40W 3440 70° DC23402.4 01-02 1-2-4

3000K

32.4W 4810 40W 3700 60° DC23402.3 01-02 1-2-4

32.4W 4810 40W 3700 70° DC23402.4 01-02 1-2-4

4000K

32.4W 5290 40W 4070 60° DC23402.3 01-02 1-2-4

32.4W 5290 40W 4070 70° DC23402.4 01-02 1-2-4
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Milky

LED recessed down light

+ Easy to replace 6 inch and 8 inch
traditional fluorescent tube down lamps.
- CCT changing of 3000K/4000K/5000K.

Optics

0.90°

199

+ Very competitive price with

reliable quality.

+ Using high quality heat dissipation

plastic.

Interchangeable anti glare ring

‘ White ‘ Black

Tix
4 N s ‘ 3
@ 140-155mm @ 176-200mm @ 235-240mm
6176 0 225 0 285
Ce || | iezo || [O] ERP

* Modular design, Lamp source,

front ring and anti glare ring
changeable.

LED Driver

o) ]| s

1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour

o

01
Matt White

(@)

02
Matt Black

2176
© 140-155mm

source system

W Im W Im optic code colour LED driver

LED AC200-240V 350mA [ 36V

3000-4000K

12.6W 1950 15W 1500 90° TD33153.4 01-02 1-2-4
2700-3300-4000K

12.6W 1950 15W 1500 90° TD33153.4 01-02 1-2-4
3000-4000-5000K

12.6W 1950 15W 1500 90° TD33153.4 01-02 1-2-4

225

© 176-200mm

source system

W Im W Im optic code colour LED driver

LED AC200-240V 500mA / 36V

3000-4000K

18W 2730 20W 2100 90° TD33184.4 01-02 1-2-4
2700-3300-4000K

18W 2730 20W 2100 90° TD33184.4 01-02 1-2-4
3000-4000-5000K

18W 2730 20W 2100 90° TD33184.4 01-02 1-2-4

285

@© 235-240mm

source system

W Im W Im optic code colour LED driver

LED AC200-240V 600mA [ 36V

3000-4000K

21.6W 2535 25W 2700 90° TD33254.4 01-02 1-2-4
2700-3300-4000K

21.6W 2535 25W 2700 90° TD33254.4 01-02 1-2-4
3000-4000-5000K

21.6W 2535 25W 2700 90° TD33254.4 01-02 1-2-4

Modular design

Lamp source

changeable

Front ring

changeable

Anti-glare ring

changeable
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Leos

LED recessed down light

Tix

e T e T e e D

@ 210mm @ 195mm @© 175mm @© 140mm @ 105mm @ 90mm © 93mm

0 230 @215 2 190 2 160 0120 9 106 0 100 x 100

201

LED Driver Colour
L
0 !
]| aLi (o) (@)
1 2 3 4 o1 02
on and off Triac dim 1-10V dim Dali Matt White Matt Black
C€ | |Fma %% IPa4| | (O] ERP

* High efficient, energy saving,
eco-friendly downlight, with
latest genuine imported LED,
perfectly restores the original
vivid colour. Improved appearance,
creates a comfortable atmosphere.
Long lifespan up to 50,000 hours.

Optics

- —

- =]

290° 90° wide angle

source system

W Im W Im optic code

+ With simple and compact structure,

in aerodynamics design, the heatsink
made from good aluminum alloy,
creates better thermal performance.

- Different wattage available, for

various space needs.

@® 90mm

colour  LED driver

LED AC200-240V DC 300mA [ 27V

2700K
8W 1185 9W 847 90° TD1009.4 01-02 1-2-3-4
3000K
8W 1274 9W 910 90° TD1009.4 01-02 1-2-3-4
4000K
8W 1400 9W 1000 90° TD1009.4 01-02 1-2-3-4

- Sizes of cutout available from

90mm to 210mm.

+ Specially designed optical system,

with heightened protective light output.

source system
W Im W Im

©® 90mm

optic  code colour  LED driver

LED AC200-240V

DC 300mA / 27V

2700K
8W 1042 9W 744

90° TD2009.4 01-02 1-2-3-4

3000K
8W 1120 9W 800

90° TD2009.4 01-02 1-2-3-4

4000K
8W 1232 9W 880

90° TD2009.4 01-02 1-2-3-4
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LED Driver

o O u||||||” \g’é

1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour
01 02
Matt White Matt Black

100 x 100

@® 93mm
source system

W Im W Im optic code colour  LED driver
LED AC200-240V  DC 300mA [ 27V

2700K
8W 1040 9W 744 90° TD1209.4 01-02 1-2-3-4
3000K
8W 1120 9W 800 90° TD1209.4 01-02 1-2-3-4
4000K

8W 1230 9W 880 90° TD1209.4 01-02 1-2-3-4

© 140mm
source system
W Im W Im optic code colour LED driver
LED AC200-240V  DC 500mA / 36V
2700K
18W 2262 20W 1740 90° TD1018.4 01-02 1-2-3-4
3000K
18W 2431 20W 1870 90° TD1018.4 01-02 1-2-3-4
4000K

18W 2674 20W 2057 90° TD1018.4 01-02 1-2-3-4

@® 195mm
source system
W Im W Im optic code colour LED driver
LED AC200-240V  700mA / 36V
2700K
25.2W 2938 30W 2260 90° TD1028.4 01-02 1-2-3-4
3000K

25.2W 3159 30W 2430 90° TD1028.4 01-02 1-2-3-4
4000K
25.2W 3478 30W 2675 90° TD1028.4 01-02 1-2-3-4

203

@® 105mm
source system
W Im W Im optic code colour LED driver
LED AC200-240V  DC 500mA / 27V
2700K
13.5W 1547 16W 1190 90° TD3015.4 01-02 1-2-3-4
3000K
13.5W 1664 16W 1280 90° TD3015.4 01-02 1-2-3-4
4000K

13.5W 1549 16W 1408 90° TD3015.4 01-02 1-2-3-4

© 175mm
source system
W Im W Im optic code colour LED driver
LED AC200-240V  DC 700mA / 30V
2700K
21W 2600 26W 2000 90° TD1025.4 01-02 1-2-3-4
3000K
21W 2795 26W 2150 90° TD1025.4 01-02 1-2-3-4
4000K

21W 3075 26W 2365 90° TD1025.4 01-02 1-2-3-4

© 210mm
source system
W Im W Im optic code colour LED driver
LED AC200-240V  900mA / 36V
2700K
32.4W 4414 36W 3395 90° TD1035.4 01-02 1-2-3-4
3000K
32.4W 4745 36W 3650 90° TD1035.4 01-02 1-2-3-4
4000K

32.4W 5220 36W 4015 90° TD1035.4 01-02 1-2-3-4

W
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Kizzi

LED recessed down light

CCT SWITCHABLE

3000K
4000K
5000K

Tix

© 185-215mm @ 170-180mm @ 105-120mm
9 230 % 190 9 150
11—

1Pa4| | (O] ERP

+ High efficient, energy saving,
eco-friendly downlight, with
latest genuine imported COB,
perfectly restores the original
vivid colour. Improved appearance,
creates a comfortable atmosphere.
Long lifespan up to 50,000 hours.

==

Optics

| a

©100° 100° wide angle

205

+ With simple and compact structure,

in aerodynamics design, the
heatsink made from good
aluminum alloy, creates better
thermal performance.

- Different wattage available, for

various space needs.

+ Specially designed optical system,

with heightened protective diffuser,
produces precise, highly efficient,
natural and soft light output.

- Sizes of cutout available from

105mm to 215mm. IP44 for
special area application.

LED Driver

o ;9 ""”"” ’D_‘A“Ij‘

1 2 3 4

on and off Triac dim 1-10 V dim Dali

o o

Matt White Matt Black

@150

@ 105-120mm

source system

W Im W Im optic code colour LED driver

LED AC200-240V  DC 350mA / 30V

3000-4000-5000K
10.5W 1638 12W 1170 100° TD10101.4 01-02 1-2-4

“’\f@
]
<

2190

@ 170-180mm

source system

W Im W Im optic code colour LED driver

LED AC200-240V DC 370mA /[ 36V

3000-4000-5000K
13W 2366 15W 1820 100° TD10153.4 01-02 1-2-4

@230

@ 185-215mm

source system

W Im W Im optic code colour LED driver

LED AC200-240V  DC 450mA / 36V
3000-4000-5000K
16W 2860 20W 2200 100° TD10203.4 01-02 1-2-4

o150

@ 105-120mm

source system

W Im W Im optic code colour LED driver

LED AC200-240V  DC 480mA [ 30V
3000-4000-5000K
14.4W 2106 15W 1620 100° TD10152.4 01-02 1-2-4

190

© 170-180mm
source system

W Im W Im optic code colour LED driver
LED AC200-240V  DC 600mA / 36V

3000-4000-5000K
21.6W 3575 25W 2750 100° TD10255.4 01-02 1-2-4

@230

© 185-215mm

source system

W Im W Im optic code colour LED driver

LED AC200-240V  DC 700mA / 36V
3000-4000-5000K
25.2W 4251 30 W 3270 100° TD10357.4 01-02 1-2-4

206






Maria

LED recessed down light

Tix

LED Driver

L)

1 2 3

) uﬂl””l

o o o

on and off Triac dim 1-10V dim Dali Matt White Matt Black

@

IPa4| | (O] ERP

» Using high precision die-cast
aluminum for physical heat
dissipation to ensure the long
life of lamps, flicker free drive,

+ Extremely thin, suitable for all

kinds of ceilings.

* The light output is as delicate

and soft as the moonlight, high

Tix

0224 | O224x224

@ 205mm
9170 | O 171.5x171.5

@ 155mm

' 4

9120 /| O 120x 120

@ 105mm

209

<& 205x205mm

<& 155x155mm

<> 105x105mm

N

A

A

comply with CE, SAA, and UKCA. anti-glare.
» Surface and recessed mounted ,
more size series design optional .

@120
@® 105mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V  DC 350mA [ 18V

3000-4000K

6.3W 700 8W 500 100° TD33062.4 01-02 1-2-4

0 ,
i )
2170
@ 155mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V  DC 350mA [ 36V

3000-4000K

12.6W 1400 15W 1000 100° TD33122.4 01-02 1-2-4

224
@® 205mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V  DC 350mA [ 54V
3000-4000K
18.9W 2100 22W 1500 100° TD33182.4 01-02 1-2-4

A4k

120120

< 105x105mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V  DC 350mA [ 18V

3000-4000K

6.3W 700 8W 500 100° TD33063.4 01-02 1-2-4

171.5x171.5

< 155x155mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V  DC 350mA / 36V

3000-4000K

12.6W 1400 15W 1000 100° TD33123.4 01-02 1-2-4

2l ':\

224x224

< 205X205mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V  DC 350mA [ 54V
3000-4000K
18.9W 2100 22W 1500 100° TD33183.4 01-02 1-2-4

210



Sirus.A

LED recessed down light

Adjustable

Adjustable

L

f " (
o
© 92mm @ 178mm
2103 @ 200
LED recessed down light
Adjustable Adjustable

/

< 220x130mm

0242 x 150

< 220x130mm
0242 x 150

211

LED Driver

L |

1 2 3

on and off Triac dim 1-10V dim

I
DAL

Dali

Colour

(@)

01
Matt White

o

02
Matt Black

IPa4| | (O] ERP

+ With latest genuine imported COB,
brand driver with imported IC,
ensures the long life span, high
efficient and energy-saving.

+ Die-casting heat sink made from
high grade aluminum alloy, long
lifespan guaranteed by advanced
design of heat sink.

- Easier installation with springs
at both sides.

Optional usage options

- Customized colour available, with

advanced powder coating technology,
better vision and easier cleaning,
protective PMMA diffuser at front,
easier for maintenance and cleaning.

+ 350 degree rotation horizontally

and 45 degree tilting vertically.

* High reflecting vacuum

electroplated reflector made from
imported PC by precise injection.

Horizontal Pulling out

source system

W Im W Im optic code

colour LED driver

LED AC 200-240V DC 350mA / 15V

2700K
53W 820 6W 585 36° T(C88078.2

53W 820 6W 585 55° T(C88078.3

01-02 1-2-4
01-02 1-2-4

3000K
53W 880 6W 630 36° T(C88078.2

53W 880 6W 630 55° TC88078.3

01-02 1-2-4
01-02 1-2-4

4000K
53W 970 6W 695 36° TC88078.2

53W 970 6W 695 55° TC88078.3

01-02 1-2-4
01-02 1-2-4

2000~2800K
53W 585 6W 450 36° T(C88078.2

53W 585 6W 450 55° T(C88078.3

01-02 1-2-4
01-02 1-2-4

+ High efficient, energy saving,

eco-friendly downlight, with latest
genuine imported COB, perfectly
restores the original vivid colour.
Improved appearance, creates a
comfortable atmosphere. Long
lifespan up to 50,000 hours.

+ Suitable for shopping malls and stores.

Optics

a36°

source
W Im

+ With simple and compact structure,

in aerodynamics design, the heatsin
made from good aluminum alloy,

k

creates better thermal performance.

+ Specially designed optical system,

with heightened protective diffuser,

produces precise, highly efficient,
natural and soft light output.

a50° a70°

system

@ 92mm

W Im optic code colour LED driver

LED AC 200-240V DC 260mA / 36V

2700K
9.4W 1460

9.4W 1460

12W 1040 36° TC8809.2 01-02
12W 1040 50° TC8809.3 01-02

1-2-4
1-2-4

3000K
9.4W 1568

9.4W 1568

12W 1120 36° TC8809.2 01-02 1-2-4
12W 1120 50° TC8809.3 01-02 1-2-4

4000K
9.4W 1720

9.4W 1720

12W 1230 36° TC8809.2 01-02
12W 1230 50° TC8809.3 01-02

1-2-4
1-2-4




LED Driver

® al i

1 2 3 4

on and off Triac dim 1-10 Vdim Dali

Colour
01 02

Matt White Matt Black

©® 92mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 300mA / 36V

2700K
10.8W 1700 15W 1300 36° TC8815.2 01-02 1-2-4

10.8W 1700 15W 1300 50° TC8815.3 01-02 1-2-4

3000K
10.8W 1820 15W 1400 36° TC8815.2 01-02 1-2-4

10.8W 1820 15W 1400 50° TC8815.3 01-02 1-2-4

4000K
10.8W 2000 15W 1540 36° TC8815.2 01-02 1-2-4

10.8W 2000 15W 1540 50° TC8815.3 01-02 1-2-4

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 900mA / 36V

2700K
32.4W 3510 40W 2700 24° DC2440.1 01-02 1-2-4

32.4W 3510 40W 2700 36° DC2440.2 01-02 1-2-4

3000K
32.4W 3770 40W 2900 24° DC2440.1 01-02 1-2-4

32.4W 3770 40W 2900 36° DC2440.2 01-02 1-2-4

4000K
32.4W 4160 40W 3200 24° DC2440.1 01-02 1-2-4

32.4W 4160 40W 3200 36° DC2440.2 01-02 1-2-4

213

@® 178mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 700mA / 36V

2700K
25.2W 3080 30W 2370 24° DC2430.1 01-02 1-2-4

25.2W 3080 30W 2370 36° DC2430.2 01-02 1-2-4

3000K
25.2W 3315 30W 2550 24° DC2430.1 01-02 1-2-4

25.2W 3315 30W 2550 36° DC2430.2 01-02 1-2-4

4000K
25.2W 3640 30W 2800 24° DC2430.1 01-02 1-2-4

25.2W 3640 30W 2800 36° DC2430.2 01-02 1-2-4

g
S
242 x 150
< 220x130mm
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 700mA / 36V

2700K
25.2W 3168 30W 2437 36° DC3230.2 01-02 1-2-4

25.2W 3168 30W 2437 50° DC3230.3 01-02 1-2-4

LED Driver

& i Bai

1 2 3 4
on and off Triac dim 1-10V dim Dali

Colour
01 02

Matt White Matt Black

Faor

T

242 x 150

< 220x130mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 1050mA / 36V

2700K
37.8W 5680 45W 4371 36° DC3240.2 01-02 1-2-4

37.8W 5680 45W 4371 50° DC3240.3 01-02 1-2-4

3000K
37.8W 6110 45W 4700 36° DC3240.2 01-02 1-2-4

37.8W 6110 45W 4700 50° DC3240.3 01-02 1-2-4

4000K
37.8W 6720 45W 5170 36° DC3240.2 01-02 1-2-4

37.8W 6720 45W 5170 50° DC3240.3 01-02 1-2-4

500

LU

o
(=]
— | ARl DT b

/ '\

242 x 150

< 220x130mm

3000K
25.2W 3406 30W 2620 36° DC3230.2 01-02 1-2-4

25.2W 3406 30W 2620 50° DC3230.3 01-02 1-2-4

4000K
25.2W 3747 30W 2882 36° DC3230.2 01-02 1-2-4

25.2W 3747 30W 2882 50° DC3230.3 01-02 1-2-4

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 700mA / 36V

2700K

25.2W 3530 30W 2715 75° TD3430.4 01-02 1-2-4

3000K
25.2W 3796 30W 2920 75° TD3430.4 01-02 1-2-4

4000K
25.2W 4175 30W 3210 75° TD3430.4 01-02 1-2-4

Far
Tl
o
g (M
71—
242 x 150
< 220x130mm
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 1200mA / 36V

2700K
43.2W 6410 50W 4930 36° DC3250.2 01-02 1-2-4

43.2W 6410 50W 4930 50° DC3250.3 01-02 1-2-4

3000K
43.2W 6890 50W 5300 36° DC3250.2 01-02 1-2-4

43.2W 6890 50W 5300 50° DC3250.3 01-02 1-2-4

4000K
43.2W 7579 50W 5830 36° DC3250.2 01-02 1-2-4

43.2W 7579 50W 5830 50° DC3250.3 01-02 1-2-4

“a0°
VIR

242 x 150

< 220x130mm

source system

W Im W Im optic code colour LED driver
LED AC 200-240V DC 1050mA [ 36V

2700K

37.8W 4980 45W 3830 75° TD3440.4 01-02 1-2-4

3000K
37.8W 5356 45W 4120 75° TD3440.4 01-02 1-2-4

4000K
37.8W 5890 45W 4530 75° TD3440.4 01-02 1-2-4




Mercucy

LED recessed down light

Adjustable

Adjustable

CE | @ | &

1P20

O ERP

0280 x 112
< 267x97mm < 267x97mm
| & ' o> 4
0200 x 112 = L w
< 187x97mm < 187x97mm
q = £ q > 8
0112x 112
< 97x97mm

< 97x97mm

215

- Customized colour available, with

advanced powder coating technology,
better vision and easier cleaning.

+ Die-casting heatsink made from

high grade aluminum alloy, and
long lifespan was guaranteed by
advanced design of heatsink.

Optics

024° o45°

- Protective PMMA diffuser at front,

easier for maintenance and cleaning.

+ Gimbal light output design meets

any directional lighting requirement.

* Best for retrofit projects of
conventional MR16 and AR111 lamps.

a55°

* Energy saving with latest genuine

imported COB, brand driver with
imported IC, ensures the long life
span, efficiency and energy-saving.

Mercucy

LED recessed down light




LED Driver

o il b

1 2 3 4

on and off Triac dim 1-10 Vdim Dali

Colour
01 02 12

Matt White Matt Black Matt White /
Matt Black

iz
\/‘

+30°

< 97x97mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 200mA / 36V

2700K
7.2W 1065 9W 760 24° DG40072.1 01-02-12 1-2-4

7.2W 1065 9W 760 45° DG40072.2 01-02-12 1-2-4
7.2W 1065 9W 760 55° DG40072.3 01-02-12 1-2-4

3000K
7.2W 1148 9W 820 24° DG40072.1 01-02-12 1-2-4

7.2W 1148 9W 820 45° DG40072.2 01-02-12 1-2-4
7.2W 1148 9W 820 55° DG40072.3 01-02-12 1-2-4

4000K
7.2W 1260 9W 900 24° DG40072.1 01-02-12 1-2-4

7.2W 1260 9W 900 45° DG40072.2 01-02-12 1-2-4
7.2W 1260 9W 900 55° DG40072.3 01-02-12 1-2-4

N O
280x112

~ A\ /-
+30°
< 267x97mm

source system

W Im W Im  optic code  colour LED driver

LED AC 200-240V DC 500mA / 36V

2700K
18W 2515 3x9W 1935 24° DG40212.1 01-02-12 1-2-4

18W 2515 3x9W 1935 45° DG40212.2 01-02-12 1-2-4
18W 2515 3x9W 1935 55° DG40212.3 01-02-12 1-2-4

3000K
18W 2704 3x9W 2080 24° DG40212.1 01-02-12 1-2-4

18W 2704 3x9W 2080 45° DG40212.2 01-02-12 1-2-4
18W 2704 3x9W 2080 55° DG40212.3 01-02-12 1-2-4

4000K
18W 2977 3x9W 2290 24° DG40212.1 01-02-12 1-2-4

18W 2977 3x9W 2290 45° DG40212.2 01-02-12 1-2-4
18W 2977 3x9W 2290 55° DG40212.3 01-02-12 1-2-4
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200x112

A

+30°
< 187x97mm

source system

W Im W Im optic  code colour LED driver

LED AC 200-240V DC 350mA / 36V

2700K
12.6W 1742 2x9W 1340 24° DG40142.1 01-02-12 1-2-4

12.6W 1742 2x9W 1340 45° DG40142.1 01-02-12 1-2-4
12.6W 1742 2x9W 1340 55° DG40142.1 01-02-12 1-2-4
3000K

12.6W 2434 2x9W 1440 24° DG40142.1 01-02-12 1-2-4
12.6W 2434 2x9W 1440 45° DG40142.1 01-02-12 1-2-4
12.6W 2434 2x9W 1440 55° DG40142.1 01-02-12 1-2-4
4000K

12.6W 2060 2x9W 1585 24° DG40142.1 01-02-12 1-2-4
12.6W 2060 2x9W 1585 45° DG40142.1 01-02-12 1-2-4
12.6W 2060 2x9W 1585 55° DG40142.1 01-02-12 1-2-4

LED Driver
= ] \ET“‘E
1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour

o (0] (¢]
01 02 12

Matt White Matt Black Matt White /
Matt Black

Ttz
N
+30°
< 97x97mm
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 260mA / 36V

2700K
9.4W 1375 12W 980 24° DG40102.1 01-02-12 1-2-4

9.4W 1375 12W 980 45° DG40102.2 01-02-12 1-2-4
9.4W 1375 12W 980 55° DG40102.3 01-02-12 1-2-4

3000K
9.4W 1470 12W 1050 24° DG40102.1 01-02-12 1-2-4

9.4W 1470 12W 1050 45° DG40102.2 01-02-12 1-2-4
9.4W 1470 12W 1050 55° DG40102.3 01-02-12 1-2-4

4000K
9.4W 1620 12W 1155 24° DG40102.1 01-02-12 1-2-4

9.4W 1620 12W 1155 45° DG40102.2 01-02-12 1-2-4
9.4W 1620 12W 1155 55° DG40102.3 01-02-12 1-2-4

280x112

50
< 267x97mm

source system

W Im W Im optic code  colour LED driver

LED AC 200-240V DC 700mA / 36V

2700K
25.2W 3380 3x12W 2600 24° DG40302.1 01-02-12 1-2-4

25.2W 3380 3x12W 2600 45° DG40302.2 01-02-12 1-2-4
25.2W 3380 3x12W 2600 55° DG40302.3 01-02-12 1-2-4

3000K
25.2W 3640 3x12W 2800 24° DG40302.1 01-02-12 1-2-4

25.2W 3640 3x12W 2800 45° DG40302.2 01-02-12 1-2-4
25.2W 3640 3x12W 2800 55° DG40302.3 01-02-12 1-2-4

4000K
25.2W 4000 3x12W 3080 24° DG40302.1 01-02-12 1-2-4

25.2W 4000 3x12W 3080 45° DG40302.2 01-02-12 1-2-4
25.2W 4000 3x12W 3080 55° DG40302.3 01-02-12 1-2-4

< 187x97mm

source system

W Im W Im optic  code colour LED driver

LED AC200-240V DC 500mA / 36V

2700K
18W 2340 2x12W 1800 24° DG40202.1 01-02-12 1-2-4

18W 2340 2x12W 1800 45° DG40202.2 01-02-12 1-2-4
18W 2340 2x12W 1800 55° DG40202.3 01-02-12 1-2-4

3000K
18W 2716 2x12W 1940 24° DG40202.1 01-02-12 1-2-4

18W 2716 2x12W 1940 45° DG40202.2 01-02-12 1-2-4
18W 2716 2x12W 1940 55° DG40202.3 01-02-12 1-2-4
4000K

18W 3278 2x12W 2522 24° DG40202.1 01-02-12 1-2-4
18W 3278 2x12W 2522 45° DG40202.2 01-02-12 1-2-4
18W 3278 2x12W 2522 55° DG40202.3 01-02-12 1-2-4




LED Driver Colour

2 o) il B @ o @

1 2 3 4 [} 02 12

on and aff Triac dim 1-10 ¥ dim Dali Matt White Matt Black Matt White |
Matt Black

11%)(1‘12
= 30"
- 97x87mm -« 187x87mm
source system source system
W Im W Im optic code colour LED driver W Im W Im optic code  colour LED driver
LED AC 200-240V DC 350mA [ 36V LED AC200-240V DC700mA [ 36V
2700K 2700K
12.6W 1755 15W 1350 24° DG40152.1 01-02-12 1-2-4 25.2W 3400 2x15W 2620 24° DG42302.1 01-02-12 1-2-4
12.6W 1755 15W 1350 45° DG40152.1 01-02-12 1-2-4 25.2W 3400 2x15W 2620 45° DG42302.2 01-02-12 1-2-4
12.6W 1755 15W 1350 55° DG40152.1 01-02-12 1-2-4 25.2W 3400 2x15W 2620 55° DG42302.3 01-02-12 1-2-4
3000K 3000K
12.6W 1885 15W 1450 24° DG40152.1 01-02-12 1-2-4 25.2W 3666 2x15W 2820 24° DG42302.1 01-02-12 1-2-4
12.6W 1885 15W 1450 45° DG40152.1 01-02-12 1-2-4 25.2W 3666 2x15W 2820 45° DG42302.2 01-02-12 1-2-4
12.6W 1885 15W 1450 55° DG40152.1 01-02-12 1-2-4 25.2W 3666 2x15W 2820 55° DG42302.3 01-02-12 1-2-4
4000K 4000K
12.6W 2080 15W 1600 24° DG40152.1 01-02-12 1-2-4 25.2W 4030 2x15W 3100 24° DG42302.1 01-02-12 1-2-4
12.6W 2080 15W 1600 45° DG40152.1 01-02-12 1-2-4 25.2W 4030 2x15W 3100 45° DG42302.2 01-02-12 1-2-4
12.6W 2080 15W 1600 55° DG40152.1 01-02-12 1-2-4 25.2W 4030 2x15W 3100 55° DG42302.3 01-02-12 1-2-4
o) Yom) Vom) Y
| e |
280x112
L_. .J
=

- 267x97mm

source system
W Im W Im optic code  colour LED driver

LED AC 200-240V DC 1050mA / 36V

2700K
37.8W 5135 3x15W 3950 24° DG40452.1 01-02-12 1-2-4

37.8W 5135 3x15W 3950 45° DG40452.1 01-02-12 1-2-4
37.8W 5135 3x15W 3950 55° DG40452.1 01-02-12 1-2-4

3000K
37.8W 5525 3x15W 4250 24° DG40452.1 01-02-12 1-2-4

37.8W 5525 3x15W 4250 45° DG40452.1 01-02-12 1-2-4
37.8W 5525 3x15W 4250 55° DG40452.1 01-02-12 1-2-4

4000K
37.8W 6077 3x15W 4675 24° DG40452.1 01-02-12 1-2-4

37.8W 6077 3x15W 4675 45° DG40452.1 01-02-12 1-2-4
37.8W 6077 3x15W 4675 55° DG40452.1 01-02-12 1-2-4
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Pluto

LED recessed down light

Pluto

LED recessed down light

€| ™

A

‘ IP20

‘@ ‘ ERP

- Customized colour available, with
advanced powder coating technology,
better vision and easier cleaning.

- Die-casting heatsink made from
high grade aluminum alloy, and
long lifespan was guaranteed by
advanced design of heatsink.

Optics

Adjustable

0458x 176
& - - Modular design

- 440 162mm

O 320x 176

- 300x162mm

O 176x 176

-k 16Z162mm

221

- Protective PMMA diffuser at front,

easier for maintenance and cleaning.

- Gimbal light output design meets

any directional lighting requirement.

- Best for retrofit projects of
conventional MR16 and AR111 lamps.

- Energy saving with latest genuine

imported COB, brand driver with
imported IC, ensures the long life
span, efficiency and energy-saving.
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LED Driver

D il DALI
} o

01

Matt W hite

76

=7 1?63; 176

e

source system

W Im W  Im optic code colour LED driver

LED AC 200-240V DC 350mA [ 36V

2700K
12.6W 1800 15W 1386 60° TC32152.3 01-02-12 1-2-4
3000K
12.6W 1937 15W 1490 60° TC32152.3 01-02-12 1-2-4
4000K

12.6W 2130 15W 1640 60° TC32152.3 01-02-12 1-2-4

458 x 176

aor

=+ 440x162mm

source system

W Im w Im optic code colour LED driver

LED AC 200-240V DC 1050mA [ 36V

2700K
37.8W 4960 3x15W 3815 60° TC32452.3 01-02-12 1-2-4

3000K
37.8W 5330 3x15W 4100 60° TC32452.3 01-02-12 1-2-4
4000K
37.8W 5860 3x15W 4510 60° TC32452.3 01-02-12 1-2-4

223

320x 176

-: 30°

-0 300x162mm

source system

W Im W Im  optic code colour LED driver MW"'

LED AC 200-240V DC 700mA [ 36V

2700K
25.2W 3757 2x15W 2750 60° TC32302.3 ©

3000K
25.2W 3848 2x15W 2960 60° TC32302.3 01-02-12

1-2-4

4000K
25.2W 4238 2x15W 3260 60° TC32302.3 01-02




90min. 60min. 30min

Beautiful and aesthetically pleasing design with steel frame,
which ensures both structural stability and durability, achieves an
impressive 90 minutes fire rating.

IP 65 protection and a bezel which is freely interchangeable

included.

Matt Black

__________ Satin Chrome

Chrome
Golden

and more to come
atyour request.




Luri

Fire Rated Downlights

Dura

Fire Rated Downlights

e ~
S

D =]
Tix

Tix
Adjustable

Adjustable
Reflectar

Lens Reflector

Lens

i ' ‘/
2 r
95 090 =4 .
@ 83mm @ TImm © 7Imm & EB-E0mm @ 53-80mm
890

i :’i@? |
0 87 -
& 7Imm A

& 7Emm & 75mm
o 83 -

& 70mm

083
& 70mm

@ T0mm & 70mm
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@ 70mm
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Geogi
@

Fire Rated Downlights

Tix

Reflector

Lens

Adjustable

Reflector Lens

Adjustable

Reflector

@ 100

9 95/ O 95x 95

0 85 @© 73mm

@© 92mm

(e J ) a4

@ 83mm

&=

@ 80mm

-,

S
@ 80
@® 73mm

@© 73mm
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LED Driver

= ® al i

1 2 3 4

on and off Triac dim 1-10 V dim Dali

o O O

Matt White Matt Black Nickel Bursh

© 70mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V  DC 350mA [ 15V
2700K
5.3W 850 6W 605 40° TC27056.3 01-02-10 1-2-4
3000K
53W 910 6W 650 40° TC27056.3 01-02-10 1-2-4
4000K
5.3W 1000 6W 715 40° TC27056.3 01-02-10 1-2-4
2000-2800K

5.3W 585 6W 450 40° TC27056.3 01-02-10 1-2-4

source system

W Im W Im optic code colour LED driver
LED AC 200-240V  DC 350mA [ 9V

2700K

32W 520 4.5W 370 40° TC40055.3 01-02-10 1-2-4
3000K

3.2W 560 4.5W 400 40° TC40055.3 01-02-10 1-2-4
4000K

3.2W 620 4.5W 440 40° TC40055.3 01-02-10 1-2-4

@® 73mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V  DC 200mA / 36V
2700K
7.2W 1030 9W 735 40° TC26094.3 01-02-10 1-2-4
3000K
7.2W 1106 9W 790 40° TC26094.3 01-02-10 1-2-4
4000K

7.2W 1220 9W 870 40° TC26094.3 01-02-10 1-2-4

source system

W Im W Im optic code colour LED driver
LED AC 200-240V  DC 350mA /[ 15V

2700K

5.3W 900 6W 640 40° TC36072.3 01-02-10 1-2-4
3000K

53W 966 6W 690 40° TC36072.3 01-02-10 1-2-4
4000K

5.3W 1065 6W 760 40° TC36072.3 01-02-10 1-2-4
2000-2800K

5.3W 585 6W 450 40° TC36072.3 01-02-10 1-2-4

source system

W Im W Im optic code colour LED driver
LED AC 200-240V  DC 350mA / 9V

2700K

3.2W 545 4.5W 390 36° TC32039.2 01-02-10 1-2-4
3000K

3.2W 588 4.5W 420 36° TC32039.2 01-02-10 1-2-4
4000K

3.2W 645 4.5W 460 36° TC32039.2 01-02-10 1-2-4

@© 70mm
source system
W Im W Im optic code colour LED driver
LED AC 200-240V  DC 350mA / 9V
2700K
3.2W 545 4.5W 390 36° TC32031.2 01-02-10 1-2-4
3000K
3.2W 588 4.5W 420 36° TC32031.2 01-02-10 1-2-4
4000K

3.2W 645 4.5W 460 36° TC32031.2 01-02-10 1-2-4
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LED Driver

- o} ] A

1 2 3 4

on and off Triac dim 1-10 V dim Dali

Colour
o o O
01 02 10

Matt White Matt Black Nickel Brush

©® 73mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 200mA/ 36V

2700K
72W 970 9W 690 36° TC8607.2 01-02-10 1-2-4

7.2W 970 9W 690 50° TC8607.3 01-02-10 1-2-4

2]

3000K
7.2W 1036 9W 740 36° TC8607.2 01-02-10 1-2-4

7.2W 1036 9W 740 50° TC8607.3 01-02-10 1-2-4

4000K
7.2W 1140 9W 815 36° TC8607.2 01-02-10 1-2-4

7.2W 1140 9W 815 50° TC8607.3 01-02-10 1-2-4

N~
v

© 73mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 260mA / 36V

2700K
9.4W 1225 12W 875 36° TC8610.2 01-02-10 1-2-4

9.4W 1225 12W 875 50° TC8610.3 01-02-10 1-2-4

3000K
9.4W 1316 12W 940 36° TC8610.2 01-02-10 1-2-4

9.4W 1316 12W 940 50° TC8610.3 01-02-10 1-2-4

4000K
9.4W 1450 12W 1035 36° TC8610.2 01-02-10 1-2-4

9.4W 1450 12W 1035 50° TC8610.3 01-02-10 1-2-4
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© 73mm

source system

W Im W Im optic code colour  LED driver

LED AC 200-240V  DC 200mA / 36V

2700K

7.2W 970 9W 690 36° TC8107.2 01-02-10 1-2-4
3000K

7.2W 1036 9W 740 36° TC8107.2 01-02-10 1-2-4
4000K

7.2W 1140 9W 815 36° TC8107.2 01-02-10 1-2-4

source system

@® 73mm

W Im W Im optic code colour  LED driver

LED AC 200-240V  DC 260mA [ 36V

2700K

9.4W 1190 12W 850 36° TC8110.2 01-02-10 1-2-4
3000K

9.4W 1274 12W 910 36° TC8110.2 01-02-10 1-2-4
4000K

9.4W 1400 12W 100 36° TC8110.2 01-02-10 1-2-4

LED Driver

o ] loaut

1 2 3 4

on and off Triac dim 1-10V dim Dali

o (@) O

Matt White Matt Black Nickel Brush

@® 73mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 200mA /[ 36V

2700K
7.2W 850 9W 605 36° T(C8507.2 01-02-10 1-2-4

7.2W 850 9W 605 50° TC8507.3 01-02-10 1-2-4

3000K
7.2W 910 9W 650 36° TC8507.2 01-02-10 1-2-4

7.2W 910 9W 650 50° TC8507.3 01-02-10 1-2-4

@© 73mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 200mA / 36V

2700K
7.2W 740 9W 530 36° TC8707.2 01-02-10 1-2-4

7.2W 740 9W 530 55° TC8707.3 01-02-10 1-2-4

4000K
7.2W 1000 9W 715 36° TC8507.2 01-02-10 1-2-4

7.2W 1000 9W 715 50° TC8507.3 01-02-10 1-2-4

3000K
7.2W 800 9W 570 36° TC8707.2 01-02-10 1-2-4

7.2W 800 9W 570 55° TC8707.3 01-02-10 1-2-4

| Il
L

I

© 73mm

source system

W Im W Im optic code colour LED driver

4000K
7.2W 880 9W 630 36° TC8707.2 01-02-10 1-2-4

7.2W 880 9W 630 55° TC8707.3 01-02-10 1-2-4

LED AC 200-240V DC 260mA / 36V

2700K
9.4W 1160 12W 830 36° TC8510.2 01-02-10 1-2-4

9.4W 1160 12W 830 50° TC8510.3 01-02-10 1-2-4

3000K
9.4W 1246 12W 890 36° TC8510.2 01-02-10 1-2-4

9.4W 1246 12W 890 50° TC8510.3 01-02-10 1-2-4

4000K
9.4W 1370 12W 980 36° TC8510.2 01-02-10 1-2-4

9.4W 1370 12W 980 50° TC8510.3 01-02-10 1-2-4

©® 73mm

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 260mA / 36V

2700K
9.4W 900 12W 640 36° TC8710.2 01-02-10 1-2-4

9.4W 900 12W 640 55° TC8710.3 01-02-10 1-2-4

3000K
9.4W 970 12W 690 36° TC8710.2 01-02-10 1-2-4

9.4W 966 12W 690 55° TC8710.3 01-02-10 1-2-4

4000K
9.4W 1065 12W 760 36° TC8710.2 01-02-10 1-2-4

9.4W 1065 12W 760 55° TC8710.3 01-02-10 1-2-4
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LED Driver

- /o) | Egﬁ

1 2 3 4

on and off Triac dim 1-10 Vdim Dali

Colour

(¢] (0] O

01 02 10
Matt White Matt Black Nickel Brush

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 200mA/ 36V

2700K
7.2W 740 9W 530 36° TC4707.2 01-02-10 1-2-4

7.2W 740 9W 530 55° TC4707.3 01-02-10 1-2-4

3000K
7.2W 800 9W 570 36° TC4707.2 01-02-10 1-2-4

7.2W 800 9W 570 55° TC4707.3 01-02-10 1-2-4

4000K
7.2W 880 9W 630 36° TC4707.2 01-02-10 1-2-4

7.2W 880 9W 630 55° TC4707.3 01-02-10 1-2-4

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 260mA / 36V

2700K
9.4W 1240 12W 885 36° TC4710.2 01-02-10 1-2-4

9.4W 1240 12W 885 50° TC4710.3 01-02-10 1-2-4

3000K
9.4W 1330 12W 950 36° TC4710.2 01-02-10 1-2-4

9.4W 1330 12W 950 50° TC4710.3 01-02-10 1-2-4

4000K
9.4W 1465 12W 1045 36° TC4710.2 01-02-10 1-2-4

9.4W 1465 12W 1045 50° TC4710.3 01-02-10 1-2-4
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source system

W Im W Im optic code colour  LED driver

LED AC 200-240V  DC 200mA / 36V

2700K

7.2W 925 9W 660 36° TC4807.2 01-02-10 1-2-4
3000K

7.2W 994 9W 710 36° TC4807.2 01-02-10 1-2-4
4000K

7.2W 1090 9W 780 36° TC4807.2 01-02-10 1-2-4

LED Driver
- o) | Egﬁ
1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour

(o)

01
Matt White

o)

02
Matt Black

O

10
Nickel Brush

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 200mA /[ 36V

2700K
7.2W 910 9W 650 36° DG3007.2 01-02-10 1-2-4

7.2W 910 9W 650 50° DG3007.3 01-02-10 1-2-4

3000K
7.2W 980 9W 700 36° DG3007.2 01-02-10 1-2-4

7.2W 980 9W 700 50° DG3007.3 01-02-10 1-2-4

4000K
7.2W 1078 9W 770 36° DG3007.2 01-02-10 1-2-4

7.2W 1078 9W 770 50° DG3007.3 01-02-10 1-2-4

source system

W Im W Im optic code colour  LED driver

LED AC 200-240V  DC 260mA [ 36V

2700K
9.4W 1225 12W 875 36° TC4810.2 01-02-10 1-2-4
3000K
7.2W 1316 12W 940 36° TC4810.2 01-02-10 1-2-4
4000K

7.2W 1450 12W 1035 36° TC4810.2 01-02-10 1-2-4

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 260mA / 36V

2700K
9.4W 1180 12W 840 36° DG3010.2 01-02-10 1-2-4

9.4W 1180 12W 840 50° DG3010.3 01-02-10 1-2-4

3000K
9.4W 1260 12W 900 36° DG3010.2 01-02-10 1-2-4

9.4W 1260 12W 900 50° DG3010.3 01-02-10 1-2-4

4000K
9.4W 1385 12W 990 36° DG3010.2 01-02-10 1-2-4

9.4W 1385 12W 990 50° DG3010.3 01-02-10 1-2-4

source system
W Im W

Im

optic  code

colour LED driver

LED AC 200-240V

DC 200mA / 36V

2700K

7.2W 910 9W 650 36°
7.2W 910 9W 650 50°

TC7307.2
TC7307.3

01-02-10
01-02-10

1-2-4
1-2-4

3000K

7.2W 980 9W 700 36°
7.2W 980 9W 700 50°

TC7307.2
TC7307.3

01-02-10
01-02-10

1-2-4
1-2-4

4000K

7.2W 1078 9W 770 36°
7.2W 1078 9W 770 50°

TC7307.2
TC7307.3

01-02-10
01-02-10

1-2-4
1-2-4

source system
W Im W

Im optic code

colour LED driver

LED AC 200-240V DC 260mA / 36V

2700K
9.4W 1180 12W

9.4W 1180 12W

840 36°
840 50°

TC7310.2
TC7310.3

01-02-10
01-02-10

1-2-4
1-2-4

3000K
9.4W 1260 12W

9.4W 1260 12W

900 36°
900 50°

TC7310.2
TC7310.3

01-02-10
01-02-10

1-2-4
1-2-4

4000K
9.4W 1385 12W

9.4W 1385 12W

990 36°
990 50°

TC7310.2
TC7310.3

01-02-10
01-02-10

1-2-4
1-2-4
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Venu

LED recessed down light
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[ A 4 A

@ 70mm © 70mm

0 80 0 80 x 80

@ 40mm

0 45

@ 40mm

045 x 45

LED Driver

o ]| s

1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour
(0] (@) O
01 02 03

Matt White Matt Black Silver

4 | 1paa ERP
Kl
+ High efficiency, energy saving, eco- + Compact structure, simple and

friendly stair lamps, with latest
genuine imported LED, perfectly

Improved appearance creates a
comfortable atmosphere. Long
lifespan up to 50,000 hours.

@80

© 70mm

source system
W Im W Im optic code colour LED driver

LED AC 200-240V  DC 650mA [ 3V

2700K
2W 104 3W 74 45° DC1003.2 01-02-03 1-2

3000K
2W 112 3W 80 45° DC1003.2 01-02-03 1-2

4000K
2W 123 3W 88 45° DC1003.2 01-02-03 1-2

80 x 80

@ 70mm

source system

W Im W Im optic code colour  LED driver

LED AC200-240V  DC 650mA [ 3V

2700K
2W 104 3W 74 45° DC1103.2 01-02-03 1-2

3000K
2W 112 3W 80 45° DC1103.2 01-02-03 1-2

4000K
2W 123 3W 88 45° DC1103.2 01-02-03 1-2

generous, high-quality aluminum
alloy die-casting material and
restores the original vivid colour. perfect aerodynamic design make
the heat dissipation performance of
the lamp body better. Different light
types can match more scenes.

+ Unique optical design, accurate light
distribution, low glare, natural light,
soft and even, high light transmission
protective cover;

- DC10*-DC11* series, with built-in
embedded box, perfect mounting
surface of sticking box.

@® 40mm

source system
W Im W Im optic code colour LED driver

LED AC 200-240V  DC 650mA [ 3V

2700K
2W 104 3W 84 50° TD2203.2 01-02-03 1-2

3000K
2W 126 3W 90 50° TD2203.2 01-02-03 1-2

4000K
2W 140 3W 99 50° TD2203.2 01-02-03 1-2

@
«
1
45x 45
© 40mm
source system
W Im W Im optic code colour  LED driver

LED AC 200-240V  DC 650mA / 3V

2700K
2W 104 3W 74 70° D2303.2 01-02-03 1-2

3000K
2W 112 3W 80 70° TD2303.2 01-02-03 1-2

4000K
2W 123 3W 88 70° TD2303.2 01-02-03 1-2
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Low glare, no flickering for eye protection, 90 ® vertical, 350 © horizontal rotation.
High efficient, energy saving,
eco-friendly downlight, with latest genuine imported COB,

perfectly restores the original vivid colour.

Unique optical design, accurately present angel aura,
soft and even light, by protective cover with high transparency.
Three CCT changeable, 3000-4000-5000K or 2700-3300-4000K as options.



M.Art M.Art

LED surface mounted light LED surface mounted light

CCT SWITCHABLE

N z High
CE| /@ P20 ere|| © ||LL G wenl| @

50000

Interchangeable accessories

Matt White Matt Black Polished Polished Polished Satin
gold Chrome Silver Nickel

-,

By every rotation,

and every beam of light, e = . 2

you could feel the j K ‘\ — = U=y
thoughtfulness and | e @ ) "-:-!.35,9‘:_-:‘
attentiveness from us e i J

that all conveyed. . & =

Low glare, no flickering for eye protection, 90 ° vertical, 350 ° horizontal rotation, quick switch of
direction to the illuminated object. Suitable for wall and ceiling installation.

Optics

High efficient, energy saving, eco-friendly downlight, with latest genuine imported COB, perfectly
restores the original vivid colour. Improved appearance creates a comfortable atmosphere.
Long lifespan up to 50,000 hours.

Unique optical design, accurately present angel aura, accurate light distribution, high light
efficient output, natural, soft and even light, by protective cover with high transparency.

The shape integrates minimalist art design concept, compact and elegant structure, high-quality . y
aluminum alloy die casting material and perfect aerodynamic design. Advanced heat dissipation *36 BEE
design makes the heat dissipation performance of the lamp body more outstanding.

One, two, three and four spots as options, and various power options can meet different space
light requirements.Three CCT changeable, 3000-4000-5000K or 2700-3300-4000K as options

Suitable for household cabinet decoration and shop lighting.

I = |
CAP B W & (-‘\ )N x/__ﬁ:
i 5 X [ r f
| ) ) iy = (5
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LED Driver

L ]|

1 2 3

on and off Triac dim 1-10V dim

IDALL

Dali

Colour

(@) o (0] @)
02 12 13 14

Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden

source system

W Im W Im optic code

colour LED driver

LED AC 200-240V DC 200mA / 36V

2700K

7.2W 950 9W 680 36° DC22077.2 02-12-13-14
7.2W 950 9W 680 55° DC22077.3 02-12-13-14

1-2-4
1-2-4

3000K
7.2W 1022 9W 730 3

7.2W 1022 9W 730 5

(S5 e

° DC22077.2 02-12-13-14
° DC22077.3 02-12-13-14

1-2-4
1-2-4

4000K
7.2W 1120 9W 800 3

7.2W 1120 9W 800 5

o O

° DC22077.2 02-12-13-14
° DC22077.3 02-12-13-14

1-2-4
1-2-4

2700-3300-4000K
7.2W 1120 9W 800 3

7.2W 1120 9W 800 5

(S5 eyl

° DC22077.2 02-12-13-14
° DC22077.3 02-12-13-14

1-2-4
1-2-4

source system

W Im W Im optic code

colour LED driver

LED AC 200-240V DC 600mA / 36V

2700K
21.6W 2660 3x9W 2045 36° DC22021.2

21.6W 2660 3x9W 2045 55° DC22021.3

02-12-13-14
02-12-13-14

1-2-4
1-2-4

3000K
21.6W 2860 3x9W 2200 36° DC22021.2

21.6W 2860 3x9W 2200 55° DC22021.3

02-12-13-14
02-12-13-14

1-2-4
1-2-4

4000K
21.6W 3145 3x9W 2420 36° DC22021.2

21.6W 3145 3x9W 2420 55° DC22021.3

02-12-13-14
02-12-13-14

1-2-4
1-2-4

2700-3300-4000K
21.6W 3145 3x9W 2420 36° DC22021.2

21.6W 3145 3x9W 2420 55° DC22021.3

02-12-13-14
02-12-13-14

1-2-4
1-2-4
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source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 400mA / 36V

2700K
14.4W 1690 2x9W 1300 36° DC22015.2 02-12-13-14 1-2-4

14.4W 1690 2x9W 1300 55° DC22015.3 02-12-13-14 1-2-4

3000K
14.4W 1820 2x9W 1400 36° DC22015.2 02-12-13-14 1-2-4

14.4W 1820 2x9W 1400 55° DC22015.3 02-12-13-14 1-2-4

4000K
14.4W 2000 2x9W 1540 36° DC22015.2 02-12-13-14 1-2-4

14.4W 2000 2x9W 1540 55° DC22015.3 02-12-13-14 1-2-4

2700-3300-4000K
14.4W 2000 2x9W 1540 36° DC22015.2 02-12-13-14 1-2-4

14.4W 2000 2x9W 1540 55° DC22015.3 02-12-13-14 1-2-4

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 800mA / 36V

2700K
28.8W 3385 4x9W 2605 36° DC22028.2 02-12-13-14 1-2-4

28.8W 3385 4x9W 2605 55° DC22028.3 02-12-13-14 1-2-4

3000K
28.8W 3640 4x9W 2800 36° DC22028.2 02-12-13-14 1-2-4

28.8W 3640 4x9W 2800 55° DC22028.3 02-12-13-14 1-2-4

4000K
28.8W 4000 4x9W 3080 36° DC22028.2 02-12-13-14 1-2-4

28.8W 4000 4x9W 3080 55° DC22028.3 02-12-13-14 1-2-4

2700-3300-4000K
28.8W 4000 4x9W 3080 36° DC22028.2 02-12-13-14 1-2-4

28.8W 4000 4x9W 3080 55° DC22028.3 02-12-13-14 1-2-4

LED Driver
- ] \ET“‘E
1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour
(@) (o) (@] O
02 12 13 14

Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden

=
"/90"

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 300mA / 36V

2700K

10.8W 1435 13W 1025 36° DC22135.2 02-12-13-14 1-
10.8W 1435 13W 1025 55° DC22135.3 02-12-13-14 1-

2-4
2-4

3000K

10.8W 1540 13W 1100 36° DC22135.2 02-12-13-14 1-2-4
10.8W 1540 13W 1100 55° DC22135.3 02-12-13-14 1-2-4

4000K

10.8W 1695 13W 1210 36° DC22135.2 02-12-13-14 1-
10.8W 1695 13W 1210 55° DC22135.3 02-12-13-14 1-

2-4
2-4

2700-3300-4000K

10.8W 1695 13W 1210 36° DC22135.2 02-12-13-14 1-
10.8W 1695 13W 1210 55° DC22135.3 02-12-13-14 1-

2-4
2-4

‘ T ] ~
2100

324 x 100
e
350°
source system
W Im W  Im optic code colour LED driver

LED AC 200-240V DC 900mA / 36V

2700K
32.4W 4110 3x13W 3160 36° DC22039.2 02-12-13-14

32.4W 4110 3x13W 3160 55° DC22039.2 02-12-13-14

1-2-4
1-2-4

3000K
32.4W 4420 3x13W 3400 36° DC22039.2 02-12-13-14

32.4W 4420 3x13W 3400 55° DC22039.2 02-12-13-14

1-2-4
1-2-4

4000K
32.4W 4860 3x13W 3740 36° DC22039.2 02-12-13-14

32.4W 4860 3x13W 3740 55° DC22039.2 02-12-13-14

1-2-4
1-2-4

2700-3300-4000K
32.4W 4860 3x13W 3740 36° DC22039.2 02-12-13-14

32.4W 4860 3x13W 3740 55° DC22039.2 02-12-13-14

1-2-4
1-2-4

source system

W Im W Im optic code colour LED driver

LED AC 200-240V DC 600mA / 36V

2700K
21.6W 2780 2x13W 2140 36° DC22027.2 02-12-13-14 1-2-4

21.6W 2780 2x13W 2140 55° DC22027.3 02-12-13-14 1-2-4

3000K
21.6W 2990 2x13W 2300 36° DC22027.2 02-12-13-14 1-2-4

21.6W 2990 2x13W 2300 55° DC22027.3 02-12-13-14 1-2-4

4000K
21.6W 3290 2x13W 2530 36° DC22027.2 02-12-13-14 1-2-4

21.6W 3290 2x13W 2530 55° DC22027.3 02-12-13-14 1-2-4

2700-3300-4000K
21.6W 3290 2x13W 2530 36° DC22027.2 02-12-13-14 1-2-4

21.6W 3290 2x13W 2530 55° DC22027.3 02-12-13-14 1-2-4

@100
212x 212
o
source system
W Im W Im optic code colour LED driver

LED AC 200-240V DC 1200mA / 36V

2700K
43.2W 5320 4x13W 4090 36° DC22052.2 02-12-13-14 1-2-4

43.2W 5320 4x13W 4090 55° DC22052.3 02-12-13-14 1-2-4

3000K
43.2W 5720 4x13W 4400 36° DC22052.2 02-12-13-14 1-2-4

43.2W 5720 4x13W 4400 55° DC22052.3 02-12-13-14 1-2-4

4000K
43.2W 6290 4x13W 4840 36° DC22052.2 02-12-13-14 1-2-4

43.2W 6290 4x13W 4840 55° DC22052.3 02-12-13-14 1-2-4

2700-3300-4000K
43.2W 6290 4x13W 4840 36° DC22052.2 02-12-13-14 1-2-4

43.2W 6290 4x13W 4840 55° DC22052.3 02-12-13-14 1-2-4
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Slim

LED surface mounted light

_—{

Slim

1.3CCT change, 100Im/W
2. Quick installation, easy installation twist and lock.

3. Emit light at back side, create romantic atmosphere.

< S

No installing screws
Easy Installation Twist & Lock

LED Driver

o ]| s

1 2 3 4

on and off Triac dim 1-10V dim Dali

Colour
01 02

Matt White Matt Black

source system
W Im W Im optic code  colour LED driver

LED AC 100-240V  DC 350mA [ 36V
3000-4000-5000K
12.6W 1560 15W 1200 115° TD33152.4 01-02 1-3-4

@211

@330

source system
W Im W Im optic code  colour LED driver

LED AC 100-240V  DC 750mA [ 36V
3000-4000-5000K
27W 3250 30W 2500 115° TD33202.4 01-02 1-3-4

source system
W Im W Im optic code colour LED driver

LED AC 100-240V  DC 1050mA [ 36V
3000-4000-5000K
37.8W 4550 40W 3500 115° TD33302.4 01-02 1-3-4

source system

W Im W Im optic code colour LED driver
LED AC 100-240V  DC 1350mA / 36V
3000-4000-5000K

48.6W 5850 50W 4500 115° TD33402.4 01-02 1-3-4

1200-1500 24

e
@270
source system
W Im W Im optic code  colour LED driver

LED AC 100-240V  DC 350mA / 36V
3000-4000-5000K
12.6W 1560 15W 1200 115° TD33154.4 01-02 1-3-4

@330

source system
W Im W Im optic code  colour LED driver

LED AC 100-240V  DC 750mA [ 36V
3000-4000-5000K
27W 3250 30W 2500 115° TD33204.4 01-02 1-3-4

@150
<
T 3\
[T
A
[V o
[ B
{0 —
I
[ 1 \ ©
{ | Al
[\ F
Q| ﬁﬁ
B e—
D440
source system
W Im W Im optic code  colour LED driver

LED AC 100-240V  DC 1050mA / 36V
3000-4000-5000K
37.8W 4550 40W 3500 115° TD33304.4 01-02 1-3-4

1200-1500

source system

W Im W Im optic code colour LED driver
LED AC 100-240V  DC 1350mA / 36V
3000-4000-5000K

48.6W 5850 50W 4500 115° TD33404.4 01-02 1-3-4
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Roma

LED surface mounted light

Roma

High efficient, energy saving, eco-friendly downlight, with latest genuine imported COB, perfectly
restores the original vivid colour. Improved appearance, creates a comfortable atmosphere. Long
lifespan up to 50,000 hours.

Unique optical design, precise light distribution, high light efficient output, no glare, natural, soft
and uniform light, by elevated transparent protective cover;

Compact, simple and elegant structure, high-quality aluminum alloy die-casting materials and

perfect aerodynamic design make the heat dissipation performance of the lamp body more excellent.

A series of different wattages is optional, to meet the needs of different space illumination.

A variety of installation options, easy installation.

247

LED Driver Colour
. -
0} i e
i patt Q O
1 2 3 4 01 02
on and off Triac dim 1-10V dim Dali Matt White Matt Black
I
(L) High
1P20
c E ERP 50000 lumen

source system
W Im W Im optic

code

colour LED driver

LED AC 200-240V DC 350mA / 15V

2700K

53W 755 6W 540 24° TC38054.1 01-02 1-2
53W 755 6W 540 36° TC38054.2 01-02 1-2
3000K

53W 812 6W 580 24° TC38054.1 01-02 1-2
53W 812 6W 580 36° TC38054.2 01-02 1-2
4000K

53W 895 6W 640 24° TC38054.1 01-02 1-2
53W 895 6W 640 36° TC38054.2 01-02 1-2
2000-2800K

53W 585 6W 450 24° TC38054.1 01-02 1-2
53W 585 6W 450 36° TC38054.2 01-02 1-2

source system

135

W Im W Im optic code

colour LED driver

LED AC 200-240V DC 500mA / 36V

2700K
18W 2695 25W 2075 60°

DC1225.3

01-02 1-2

3000K
18W 2900 25W 2230 60°

DC1225.3

01-02 1-2

4000K
18W 3190 25W 2455 60°

DC1225.3

01-02 1-2

3000-4000-5000K
18W 2990 25W 2300 60°

DC1225.3

01-02 1-2

source system
W Im W Im optic

code colour LED driver

LED AC 200-240V DC 300mA / 36V

2700K

10.8W 1560 13W 1200 50° DC12152.3 01-02 1-2
10.8W 1560 13W 1200 70° DC12152.4 01-02 1-2
3000K

10.8W 1680 13W 1290 50° DC121522 01-02 1-2
10.8W 1680 13W 1290 70° DC12152.3 01-02 1-2
4000K

10.8W 1680 13W 1420 50° DC121522 01-02 1-2
10.8W 1680 13W 1420 70° DC12152.3 01-02 1-2
3000-4000-5000K

10.8W 1690 13W 1300 50° DC121522 01-02 1-2
10.8W 1690 13W 1300 70° DC12152.3 01-02 1-2

source system
W Im W Im optic

168

code colour LED driver

LED AC 200-240V DC 900mA / 36V

2700K
32.4W 4470 35W 3440 60°

DC1235.3

01-02

1-2

3000K
32.4W 4810 35W 3700 60°

DC1235.3

01-02

1-2

4000K
32.4W 5290 35W 4070 60°

DC1235.3

01-02

1-2

3000-4000-5000K
32.4W 5200 35W 4000 60°

DC1235.3

01-02

1-2
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Roma

LED surface mounted light

—
~
o
@60
source system
W Im W Im optic code  colour

LED driver

165

@75

source system

W Im W Im  optic code colour  LED driver

LED AC 200-240V DC 180mA / 36V

2700K
6.5W 1030 7W 735 20° DC12072.1 02-12-13-14 1-2
6.5W 1030 7W 735 30° DC12072.2 02-12-13-14 1-2
6.5W 1030 7W 735 40° DC12072.3 02-12-13-14 1-2
3000K
6.5W 1106 7W 790 20° DC12072.1 02-12-13-14 1-2
6.5W 1106 7W 790 30° DC12072.2 02-12-13-14 1-2
6.5W 1106 7W 790 40° DC12072.3 02-12-13-14 1-2
4000K
6.5W 1220 7W 870 20° DC12072.1 02-12-13-14 1-2
6.5W 1220 7W 870 30° DC12072.2 02-12-13-14 1-2
6.5W 1220 7W 870 40° DC12072.3 02-12-13-14 1-2
P
(=]
2
@85
source system
W Im W Im optic code  colour LED driver
LED AC 200-240V DC 500mA / 36V
2700K
18W 2604 20W 1860 20° DC12182.1 02-12-13-14 1-2
18W 2604 20W 1860 30° DC12182.2 02-12-13-14 1-2
18W 2604 20W 1860 40° DC12182.3 02-12-13-14 1-2
3000K
18W 2800 20W 2000 20° DC12182.1 02-12-13-14 1-2
18W 2800 20W 2000 30° DC12182.2 02-12-13-14 1-2
18W 2800 20W 2000 40° DC12182.3 02-12-13-14 1-2
4000K
18W 3080 20W 2200 20° DC12182.1 02-12-13-14 1-2
18W 3080 20W 2200 30° DC12182.2 02-12-13-14 1-2
18W 3080 20W 2200 40° DC12182.3 02-12-13-14 1-2

249

LED AC 200-240V DC 300mA/ 36V

2700K
10.8W 1435 12W 1025 20° DC12122.1 02-12-13-14

10.8W 1435 12W 1025 30° DC12122.2 02-12-13-14
10.8W 1435 12W 1025 40° DC12122.3 02-12-13-14

3000K
10.8W 1540 12W 1100 20° DC12122.1 02-12-13-14

10.8W 1540 12W 1100 30° DC12122.2 02-12-13-14
10.8W 1540 12W 1100 40° DC12122.3 02-12-13-14

4000K
10.8W 1695 12W 1210 20° DC12122.1 02-12-13-14

10.8W 1695 12W 1210 30° DC12122.2 02-12-13-14
10.8W 1695 12W 1210 40° DC12122.3 02-12-13-14

LED Driver Colour
- i
]| s O ()
1 2 3 4 01 02
on and off Triac dim 1-10V dim Dali Matt White Matt Black
ESs=) — D |
L 1l
100x100 185x100
Y
A SNt
= +05°
source system source system
W Im W Im optic code colour LED driver W Im W Im optic code colour LED driver

LED AC 200-240V DC 350mA / 15V

2700K
5.3W 630 7W 485 36° DC22075.2 01-02

1-2

3000K
53W 728 7W 520 36° DC22075.2 01-02

1-2

4000K
53W 800 7W 570 36° DC22075.2 01-02

1-2

2000~2800K
5.3W 735 7W 525 36° DC22075.2 01-02

1-2

LED AC 200-240V DC 350mA [ 2x15V

2700K

2x5.3W 1275 2x7W 910 36° DC22145.2 01-02 1-2
3000K

2x5.3W 1372 2x7W 980 36° DC22145.2 01-02 1-2
4000K

2x5.3W 1512 2x7W 1080 36° DC22145.2 01-02 1-2
2000~2800K

2x5.3W 1470 2x7W 1050 36° DC22145.2 01-02 1-2

|
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Hatty

LED surface mounted light

d

At first sight Uho Appears to be simple.In close-uo, the workmanship is being
the small joints that create a sophisticated look, the softly curved hinge that perfectly
matches the contours of its body. With Uho, elegance is in the details.

With up to 5 different finishing colours and 4 beam, is
highly appilcable to residential and hospitality surroundings.

And as a spotlight it comes as a single or double Clip version and as a triple unit for
surface mounting.
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LED Driver Colour
| = =

o) il S o o) A .

il pals o O O
1 2 3 4 02 12 13 14
on and off Triac dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black

Matt Black Matt Golden Matt Golden
L ¢
ce€ IP20 ERP o0 :
50000 350

High

lumen

Optics

source

W Im

a15°

system

W

Im

o24°

optic

code

a36°

.
350°

colour LED driver

LED AC 200-240V

DC 150mA / 36V

2700K
5.4W

5.4W
5.4W
5.4W

700
700
700
700

500
500
500
500

15°

36°
50°

DC34006.1
DC34006.2
DC34006.3
DC34006.4

02-12-13-14 1-2
02-12-13-14 1-2
02-12-13-14 1-2
02-12-13-14 1-2

3000K
5.4W

5.4W
5.4W
5.4W

756
756
756
756

540
540
540

15°

DC34006.1
DC34006.2
DC34006.3
DC34006.4

02-12-13-14 1-2
02-12-13-14 1-2
02-12-13-14 1-2
02-12-13-14 1-2

4000K
5.4W

5.4W
5.4W
5.4W

835
835
835
835

6W
6W
6W
6W

595
595
595
595

15°
24°
36°
50°

DC34006.1
DC34006.2
DC34006.3
DC34006.4

02-12-13-14 1-2
02-12-13-14 1-2
02-12-13-14 1-2
02-12-13-14 1-2

a50°

source system

W Im W Im optic code

colour LED driver

LED AC 200-240V DC 300mA / 36V

2700K
10.8W 1365 2x6W

10.8W 1365 2x6W
10.8W 1365 2x6W
10.8W 1365 2x6W

975 15° DC34112.1
975 24° DC34112.2
975 36° DC34112.3
975 50° DC34112.4

02-12-13-14
02-12-13-14
02-12-13-14
02-12-13-14

3000K
10.8W 1470 2x6W

10.8W 1470 2x6W
10.8W 1470 2x6W
10.8W 1470 2x6W

1050 15° DC34112.1
1050 24° DC34112.2
1050 36° DC34112.3
1050 50° DC34112.4

02-12-13-14
02-12-13-14
02-12-13-14
02-12-13-14

4000K
10.8W 1620 2x6W

10.8W 1620 2x6W
10.8W 1620 2x6W
10.8W 1620 2x6W

1155 15° DC34112.1
1155 24° DC34112.2
1155 36° DC34112.3
1155 50° DC34112.4

02-12-13-14
02-12-13-14
02-12-13-14
02-12-13-14

source system

W Im W Im optic code

colour LED driver

LED AC 200-240V DC 450mA [ 36V

2700K
16.2W 1940 3x6W

16.2W 1940 3x6W
16.2W 1940 3x6W
16.2W 1940 3x6W

1490 15° DC34018.1
1490 24° DC34018.2
1490 36° DC34018.3
1490 50° DC34018.4

02-12-13-14
02-12-13-14
02-12-13-14
02-12-13-14

3000K
16.2W 2080 3x6W

16.2W 2080 3x6W
16.2W 2080 3x6W
16.2W 2080 3x6W

1600 15° DC34018.1
1600 24° DC34018.2
1600 36° DC34018.3
1600 50° DC34018.4

02-12-13-14
02-12-13-14
02-12-13-14
02-12-13-14

4000K
16.2W 2465 3x6W

16.2W 2465 3x6W
16.2W 2465 3x6W
16.2W 2465 3x6W

1760 15° DC34018.1
1760 24° DC34018.2
1760 36° DC34018.3
1760 50° DC34018.4

02-12-13-14
02-12-13-14
02-12-13-14
02-12-13-14
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Luno

LED surface mounted light

Luno

Ultra thin mounting base with minimalistic design

Easy- disassemble structure frature, convenient on replacing bulbs and changing spotheads

Available for GU10 and E27

e 1 |

253

Colour

O

02
Matt Black

(¢] (@] O

Matt White / Matt White/ Matt Black/
Matt Black Matt Golden Matt Golden

© <> High | (T
P20 ERP || soo00 || || =@ lumen GU10
Changeable anti glare rings White Black
in different colors
Matt White Matt Black

Replaceable light tubes

L100xW100

20/ : J

98
@60
D s
350° 790
DC34011
AC 200-240
GU10
Max 10W,bulb not include

300
20 ‘ﬁ
9
@
Y 260

DC34012

AC 200-240
Max 2x10W,bulb not include

GU10

450
V—(—— ——— 1
] U [

~ @60

W o

DC34013

AC 200-240
Max 3x10W,bulb not include

GU10

Silver Gold
- &
8
-, - b -
\4: !
Silver Gold
20
98 ‘
/
LY
DC34014
AC 200-240
GU10
Max 4x10W,bulb not include

@100
20—
%8
f—
@60
s
350° 90
DC34021
AC 200-240
GU10 ,
Max 10W,bulb not include

DC34023

AC 200-240
Max 3x10W,bulb not include

GU10
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Fino

LED surface mounted light

Fino

- High quality, high efficiency, high CRI chips.There are a variety of beam angles for optional.

It has very good physical heat dissipation with high precision die-casting aluminum,so as to
ensure long lifespan. With flicker free driver and complaince with CE, SAA, UKCA certified.

- A full range of surface mounted, 48V low voltage track and high voltage track lights.

- 355 degrees horizontally rotation of the lamp body. Different connectors can be customized
to match all range of the track lights in the market.

- Anti glare ring in black, clear, slight black, slight purple and matt black for optional, which will
be applied to different scenarios perfectly.

BEE y
A3 2@ @

255

LED Driver Colour
) ! ‘ ~
o) i 2% o ‘Q @
1 2 3 4 02 12 13 14
on and off Triac dim 1-10V dim Dali Matt Black Matt White / Matt White Matt Black
Matt Black Matt Golden Matt Golden
LI H' h
ig
IP20 ERP|| & kel %&E
270X 35
139%x35
source system source system
W Im W Im optic code colour  LED driver W Im W Im optic code colour LED driver
LED AC 200-240V DC 250mA [ 30V LED AC 200-240V DC 500mA / 30V
2700K 2700K
7.5W 650 10W 465 12° TC36106.1 02-12-13-14 1-2 15W 1210 20W 930 12° TC36206.1 02-12-13-14 1-2
7.5W 650 10W 465 34° TC36106.2 02-12-13-14 1-2 15W 1210 20W 930 34° TC36206.2 02-12-13-14 1-2
7.5W 650 10W 465 48° TC36106.3 02-12-13-14 1-2 15W 1210 20W 930 48° TC36206.3 02-12-13-14 1-2
3000K 3000K
7.5W 700 10W 500 12° TC36106.1 02-12-13-14 1-2 15W 1300 20W 1000 12° TC36206.1 02-12-13-14 1-2
7.5W 700 10W 500 34° TC36106.2 02-12-13-14 1-2 15W 1300 20W 1000 34° TC36206.2 02-12-13-14 1-2
7.5W 700 10W 500 48° TC36106.3 02-12-13-14 1-2 15W 1300 20W 1000 48° TC36206.3 02-12-13-14 1-2
4000K 4000K
7.5W 770 10W 550 12° TC36106.1 02-12-13-14 1-2 15W 1430 20W 1100 12° TC36206.1 02-12-13-14 1-2
7.5W 770 10W 550 34° TC36106.2 02-12-13-14 1-2 15W 1430 20W 1100 34° TC36206.2 02-12-13-14 1-2
7.5W 770 10W 550 48° TC36106.3 02-12-13-14 1-2 15W 1430 20W 1100 48° TC36206.3 02-12-13-14 1-2
Re A
+45° X _ S
+45°
|
270%x35
139%x35
source system source system
W Im W  Im optic code colour  LED driver W Im W Im optic code colour LED driver
LED AC 200-240V DC 250mA [ 30V LED AC 200-240V DC 500mA / 30V
2700K 2700K
7.5W 650 10W 465 12° TC36107.1 02-12-13-14 1-2 15W 1210 20W 930 12° TC36207.1 02-12-13-14 1-2
7.5W 650 10W 465 34° TC36107.2 02-12-13-14 1-2 15W 1210 20W 930 34° TC36207.2 02-12-13-14 1-2
7.5W 650 10W 465 48° TC36107.3 02-12-13-14 1-2 15W 1210 20W 930 48° TC36207.3 02-12-13-14 1-2
3000K 3000K
7.5W 700 10W 500 12° TC36107.1 02-12-13-14 1-2 15W 1300 20W 1000 12° TC36207.1 02-12-13-14 1-2
7.5W 700 10W 500 34° TC36107.2 02-12-13-14 1-2 15W 1300 20W 1000 34° TC36207.2 02-12-13-14 1-2
7.5W 700 10W 500 48° TC36107.3 02-12-13-14 1-2 15W 1300 20W 1000 48° TC36207.3 02-12-13-14 1-2
4000K 4000K
7.5W 770 10W 550 12° TC36107.1 02-12-13-14 1-2 15W 1430 20W 1100 12° TC36207.1 02-12-13-14 1-2
7.5W 770 10W 550 34° TC36107.2 02-12-13-14 1-2 15W 1430 20W 1100 34° TC36207.2 02-12-13-14 1-2
7.5W 770 10W 550 48° TC36107.3 02-12-13-14 1-2 15W 1430 20W 1100 48° TC36207.3 02-12-13-14 1-2
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Slite

LED surface mounted light

257

Slite

Using high precision die-cast aluminum for physical heat dissipation to ensure the long
life of lamps, flicker free drive, complies with CE, SAA, and UKCA.

Extremely thin, suitable for all kinds of ceilings.

The light output is as delicate and soft as the moonlight, high anti-glare.

Surface and recessed mounted ,more size series design optional .

Slite

LED surface mounted light

¢ High
CE @ 1P20 ERP 530 lumen @ %%‘

Spot light
A
TC38301 30W
Spot light
B
TC38401 40W
Down light
2
T1C38402 40W

Spot and Down light
==sss  sssas

T1C38403 40W

Spot light

TC38404 40W
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LED Driver

|
3

77965

source system
W Im W  Im optic code colour LED driver

LED 240V DC 900mA / 30V

2700K

27W 2900 30W 2230 36° TC38301.2 01-02 1
3000K

27W 3120 30W 2400 36° TC38301.2 01-02 1-3-4
4000K

27W 3432 30W 2640 36° TC38301.2 01-02 1

779&5

source system
W Im W  Im optic code colour LED driver

C 200-240V DC OmA / 30V

2700K

31.5W 4355 30W 3350 36° TC38401.2 01-02 1-
3000K

31.5W 4680 30W 3600 36° TC38401.2 01-02 1-3-4
4000K

31.5W 5150 30W 3960 38401.2 01-02 1-3-4

7796‘.5 >

source system
W Im W  Im optic code colour LED driver

LED AC 200-240V DC 1050mA / 30V

2700K
31.5W 2145 40W 1650 36° TC38402.2 01-02
3000K
31.5W 2145 40W 1650 36° TC38402.2 01-02
4000K
31.5W 2145 40W 1650 36° TC38402.2 01-02

Colour

o

02

Matt Black

source system
W Im W  Im optic code colour LED driver

LED AC 200-240V DC 1050mA / 30V

2700K
31.5W 2880 40W 2215 36° TC38403.2 01-02 1
3000K
4000K

source system
W  Im optic code colour LED driver

0-240V  DC 1050mA / 30V

31.5W 3510 40W 2700 36° TC38404.2 01-02 1-3-4
3000K
31.5W 3770 40W 2900 36° TC38404.2 01-02
0K
31.5W 4150 40W 3190 36° TC38404.2 01-02
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Model

DC1003
DC1103
DC11101
DC12052
DC12072
DC12073
DC12102
DC12122
DC12123
DC12152
DC12182
DC12183
DC1225
DC12283
DC1235
DC21101
DC21202
DC21203
DC21302
DC21402
DC22015
DC22021
DC22027
DC22028
DC22039
DC22052
DC22075
DC22077
DC22135
DC22145
DC22152
DC22202
DC22302
DC22402
DC23152
DC23202
DC23302
DC23402
DC2430
DC2440
DC31101
DC3230
DC3240
DC3250
DC34006
DC34011
DC34012
DC34013
DC34014
DC34018
DC34021
DC34023
DC34112
DC39101
DC39102
DC39181
DC39182
DG-001
DG-002
DG-003
DG-004
DG-005
DG-006
DG-007
DG-008
DG-009
DG-010

Page

238
238
102
094
249
090
094
249
090
248
249
090
248
091
248
102
150
151
150
150
243
243
244
243
244
244
250
243
244
250
196
196
196
196
198
198
198
198
213
213
102
213
214
214
252
254
254
254
254
252
254
254
252
105
106
105
106
069
069
070
069
069
069
069
069
069
069

Model

DG-0M
DG-012
DG-013
DG-014
DG-095
DG-096
DG-097
DG-098
DG-099
DG-100
DG-101
DG11101
DG11102
DG11103
DG11104
DG-129
DG-130
DG-131
DG-136
DG-139
DG-140
DG14052
DG-141
DG14102
DG-142
DG-143
DG-144
DG-151
DG-152
DG-153
DG-154
DG-155
DG-160
DG-161
DG-166
DG-167
DG-168
DG-169
DG-170
DG-176
DG-177
DG-178
DG-179
DG-180
DG-181
DG-186
DG-187
DG-188
DG-189
DG-190
DG-191
DG-192
DG-193
DG-194
DG-195
DG-196
DG-197
DG-198
DG-199
DG-202
DG-203
DG21101
DG21102
DG21103
DG21104
DG30051
DG30053

Page

069
069
069
069
070
070
070
070
070
070
070
054
054
101

101

030
030
030
077
036
078
050
032
050
032
032
030
030
030
030
030
030
032
032
034
034
034
034
034
036
036
036
036
036
030
076
076
076
076
076
076
076
077
077
077
077
077
078
078
078
078
054
054
101

101

109
109

Mode

DG30054
DG30055
DG3007
DG30075
DG30077
DG30081
DG30082
DG30083
DG30093
DG3010
DG30104
DG30122
DG30125
DG30128
DG30133
DG30154
DG30157
DG30161
DG30184
DG30185
DG30187
DG30204
DG30252
DG30253
DG30285
DG30304
DG30311
DG30404
DG31035
DG31055
DG31075
DG31076
DG31081
DG31101
DG31102
DG31103
DG31104
DG31125
DG31126
DG31155
DG31161
DG31185
DG31186
DG31202
DG31205
DG31285
DG31286
DG31302
DG31305
DG31311
DG31402
DG31452
DG32072
DG32152
DG32154
DG32204
DG32205
DG32304
DG32305
DG33081
DG33161
DG33311
DG34001
DG3414
DG3421
DG36108
DG36109

Page

044
087
236
087
096
058
040
040
109
236
044
044
087
095
109
110

096
058
044
087
096
10

045
096
088
110

058
110

049
049
088
089
059
054
054
101

049
088
089
049
059
088
089
13

050
089
090
13

050
059
13

13

084
084
080
080
082
080
082
059
059
059
120
175
175
062
062

Model

DG36111
DG36112
DG36208
DG36209
DG36211
DG36212
DG39101
DG39102
DG39103
DG39104
DG39181
DG39182
DG39183
DG39184
DG40072
DG40102
DG40142
DG40152
DG40202
DG40212
DG40302
DG40452
DG42302
DG50101
DG50151
DG50201
DG51104
TC11035
TC11036
TC11055
TC11072
TC11101
TC12035
TC12055
TC12107
TC13052
TC13057
TC18073
TC18074
TC18077
TC18078
TC19075
TC19076
TC20033
TC20035
TC20038
TC21035
TC21036
TC21055
TC21072
TC21101
TC22035
TC22055
TC22071
TC22072
TC22106
TC23073
TC23074
TC23075
TC23076
TC24071
TC24072
TC24073
TC24074
TC24075
TC24076
TC24077

Page

18
18
062
062
18
18
105
105
056
056
105
105
056
056
217
218
217
219
218
217
218
219
219
038
038
038
101
172
187
172
195
102
173
173
195
195
197
125
125
232
232
126
126
191
192
192
172
187
172
197
102
173
173
126
126
197
125
125
232
232
183
183
183
183
179
179
180

Model

TC24078
TC25053
TC25054
TC25101

TC25153
TC26094
TC27033
TC27036
TC27052
TC27056
TC27072
TC28073
TC28153
TC30055
TC30075
TC30125
TC30185
TC30285
TC31031

TC31052
TC31101

TC32031
TC32039
TC32055
TC32071

TC32072
TC32073
TC32074
TC32152
TC32302
TC32452
TC33037
TC33038
TC33092
TC33093
TC36022
TC36023
TC36024
TC36042
TC36043
TC36063
TC36072
TC36102
TC36103
TC36106
TC36107
TC36123
TC36163
TC36202
TC36203
TC36205
TC36206
TC36207
TC36302
TC36303
TC37055
TC37122
TC37152
TC37202
TC37203
TC37302
TC37362
TC37402
TC37403
TC37602
TC38054
TC38301

Page

180
167
166
167
167
230
192
192
174
230
174
166
166
091
091
091
092
092
187
197
102
230
230
195
179
179
180
180
223
223
223
231
231
231
231
157
158
161
158
161
157
230
158
161
256
256
157
157
158
157
161
256
256
158
161
160
160
160
159
160
159
160
159
160
159
248
259

Model

TC38401
TC38402
TC38403
TC38404
TC39101
TC39102
TC39181
TC39182
TC40055
TC4707
TC4710
TC4807
TC4810
TC53052
TC53073
TC53103
TC54153
TC54154
TC54155
TC54156
TC54203
TC54204
TC54205
TC54206
TC54303
TC54304
TC54305
TC54306
TC58073
TC58074
TC58075
TC58076
TC58077
TC58078
TC58103
TC58104
TC58105
TC58106
TC58107
TC58108
TC58153
TC58154
TC58155
TC58156
TC58157
TC58158
TC60102
TC61102
TC62102
TC66073
TC68051
TC68052
TC68054
TC68055
TC68101
TC68102
TC68104
TC68105
TC68151
TC68152
TC68154
TC68155
TC70062
TC7307
TC7310
TC80065
TC8067

Page

259
259
259
259
106
106
106
106
230
235
235
235
235
129
129
129
144
144
145
145
144
144
145
145
144
144
145
145
134
135
137
138
136
139
134
135
137
138
136
139
134
135
137
138
136
139
166
167
167
175
150
151
152
152
150
151
152
152
150
151
152
152
231
236
236
231
233

Model

TC8107
TC8110
TC81102
TC8507
TC8510
TC8610
TC8707
TC8710
TC88076
TC88077
TC88078
TC8809
TC8815
TC89054
TC89074
TC9110
TC9515
TD1002
TD1003
TD10033
TD1009
TD10101
TD10152
TD10153
TD1018
TD10203
TD1025
TD10255
TD1028
TD1035
TD10357
TD1102
TD1202
TD1209
TD1302
TD1402
TD1602
TD2003
TD2009
TD2103
TD2203
TD2303
TD3003
TD3015
TD33062
TD33063
TD33122
TD33123
TD33152
TD33153
TD33154
TD33182
TD33183
TD33184
TD33202
TD33204
TD33254
TD33302
TD33304
TD33402
TD33404
TD3430
TD3440
TD60032

Page

233
233
197
234
234
233
234
234
126
126
212
212
213
174
174
184
184
191
187
190
202
206
206
206
203
206
203
206
203
203
206
191
190
203
190
190
191
191
202
191
238
238
188
203
210
210
210
210
246
200
246
210
210
200
246
246
200
246
246
246
246
214
214
188
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